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transverse cracks in multilayered composites, and used to detect corrosion in multi-
layered, metallic samples.

Two systems--C-scan and pulsed Schlieren--were designed as aids in studying NDE tech-
niques. The former has state-of-the-art computer control and data-processing capa-
bilities, and the latter can operate at repetition rates up to 250 pulses per second.

Ultrasonic NDE areas also investipated include using mating parts to improve coupling of

acoustic energy into complex-shaped structures and manufacturing a matched-impedance
backing to produce a broad-band transducer.
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Section 1

INTRODUCTION

The purpose of the research described herein was to develop NDE techniques
for quantitative characterization of flaws found in multilayered structures
and coated aerospace components. The main thrust of the effort was on
utilization of the interactive characteristics of ultrasound with the various
materials of interest, including primarily the study and use of surface-wave

and backscattering phenomena for the detection and characterization of flaws.

Engine components used in high-temperature, corrosive environments generally
have protective coatings. A number of other aerospace structures are plated
or coated to protect against corrosion. A frequent problem with such struc-
tures is the development of surface fatigue cracks. Due to the proximity of
the cracks to the surface, detection by bulk-wave ultrasonic techniques is
difficult. 1In addition, protective coatings perturb the ultrasonic surface
waves, making data interpretation unwieldy. This effort involved analyses of
the interaction of Rayleigh surface waves with coated substrates, the coating
being described as either a loading layer or a stiffening layer. Experimen-
tal data have confirmed the accuracy of the theoretical models. The develop-
ment of these models is described briefly in Section 2. Appendix A contains
publications describing the models in detail and the results of these efforts.

The study of surface waves prompted interest in a specific case--that of
ultrasonic wave interaction with a crack oriented parallel to the wave-
propagation direction. In this case, one would ordinarily expect diffi-
culties in detection of the crack. However, surface-wave reflections were
observed. Section 3 contains a brief description, with the details being
contained in the publication in Appendix B.

An 1nteresting class of multilayer structures--composites--is becoming
increasingly important in aerospace systems. Such structures consist of
multiple layers of varylng orientation, each layer containing many rows of
parallel fibers bound together with a matrix. In one study leaky, plate-wave
modes in fiber-reinforced plastic composites were observed. The amplitude
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distribution of the reflected field was recorded as a function of position.
Also, the frequency dependence of the plate-mode phase velocities was studied.

Both unidirectional and cross-ply composites were investigated.

An analytical model describing the reflection of ultrasonic waves incident
parallel to the fiber direction of a unidirectional composite was also
developed. Experimental data were collected, showing the model to provide a
good fit to the data in certain frequency ranges. This model is discussed in
Section 4 along with the leaky-plate-wave observations. Appendix C contains

publications giving more detailed accounts.

Studies conducted on commonly used graphite/epoxy composites showed that
fiber-matrix interface and interlaminar interface damage generally precedes
either fiber breakage or complete failure. An additional form of failure is
transverse cracking due to in-plane tensile stress normal to the fiber direc-
tion. Conventional ultrasonic detection of these types of flaws is difficult
due to the inhomogeneous, anisotropic, layered nature of composites. The
backscattering technique described in Section 5 and in the publications of
Appendix D, utilizes the complex nature of composites to an advantage. In
this work, which is empirical in nature, success has been achieved in the

detection and mapping of transverse cracks, porosity, and fiber orientation.

A backscattering technique was also found to be useful in detecting corrosion
in multilayered material. The advantages and limitations of this technique

are discussed in Section 6.

To aid in the research effort, two NDE systems were designed and constructed.
A high precision, C-scan system was developed for use in testing the various
ultrasonic techniques as well as in providing quantitative inspection of test
samples. This system is described in Section 7, and Appendix E contains
details of the unique electronic interfaces. Additionally, as an aid in
visualizing the complex interaction of ultrasonic waves with the surfaces of
test samples, a pulsed-Schlieren system was developed; details are contained

in Section 8.
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Several other areas of NDE were also studied during this research effort.

Curveatly, many cowplex cenpine  components are manufactured by powder-
metadlurpy  techniques to produce a near-net-shape  product. Frequently,
non~destructive techniques employing ultrasonics cannot be utilized success-
fully for inspecting these complex-shaped parts because of the difficulty
involved in coupling the acoustical energy to all regions of interest. In an
effort to solve this problem, a study was conducted using mating parts—--parts
that have a surface which is a complement of the test part--to allow complete
insonification of all areas of the component being inspected. This work
demonstrates that the mating part effected a large transmission of ultrasound
into the test piece for incident angles up to 80°. Section 9 contains a
description of this work; the resulting publication can be found in Appendix

F.

Another area of research was the study of the interaction of ultrasound with
corrugated surfaces. The main emphasis was placed on observing the amplitude
and displacement of reflected energy at the various angles where surface
waves are predicted to be excited. The study showed that for some samples,
the surface wave velocity appeared to be unperturbed by the corrugated
surface. A description of this work and the results are found in Section 10

and Appendix G.

A third area of additional research was the development of a high-impedance,
broadband, ultrasonic, transducer backing. Efforts were made tc find mate-~
rials which would be superior to the tungsten and epoxy combination currently
in widespread use for backings. The research showed that a different matrix
was needed; a low melting point alloy was selected to be used in place of
epoxy. A combination of tungsten, copper, and an indium-lead alloy was used
to produce a backing which met the required specifications. When this
backing was adhered to a plezoelectric blank, the ultrasonic output from the
blank was very broadband, exceeding the bandwidth of available commercial
transducers having similar center frequency. Section 11 and Appendix H

contain descriptions of this effort and the resulting publication, respec-

tively.
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Section 2

SURFACE WAVE INTERACTIONS WITH LAYERED HALF-SPACES

The necessity for detecting surface or near-surface cracks or defects in
aerospace structures has provided the impetus for the development of viable
surface-acoustic-wave NDE techniques. Many of these structures have platings
or coatings applied to protect against corrosion. Inspection of such struc-
tures with surface acoustic waves requires an understanding of the phenomenon
of leaky Rayleigh waves on layered substrates. Appendix A contains four
papers which describe studies conducted under this contract on this subject.
In addition to dispersion of the surface wave velocity and the displacement
parameter As’ the amplitude distribution of the leaking wave 1is modeled in

these publications.

Three approaches to the study of the reflection of finite beams from layered
halfspaces in fluids are presented. The first model 1is approximate and
assumes that the layer 1is thin compared to the wavelength in the fluid,
implying that the particle displacement across the layer is constant. From
this assumption and an averaging procedure, the effect of the layer is found
to be contained in a modification of the stress boundary conditions for an
unlavered halfspace in the form of a nonzero homogeneous term. These
modified boundary-value conditions then produce the reflection coefficient
from which a characteristic equation is extracted. The complex roots of the
characteristic equation correspond to poles in the reflection coefficient in
the complex wave-number space. From these roots, the wave velocity and the
displacement parameter As, also known as the Schoch displacement, can be
calculated. Difficulties in solving for the roots of the characteristic
equation are overcome by assuming that the wave velocity is unperturbed by
the presence of the fluid. This simplified equation yields the velocity. A
separate analysis is performed to solve for AS which involves the assumption
that the magnitude of the reflection coefficient is approximately one.
Finally, through the use of the formalism derived by Bertoni and Tamir,l an
analytical expression for the amplitude distribution is derived. 1In this
formalism, the reflection coefficient is approximated by a Laurent expansion

about the sgurface wave pole. Reasonably good agreement exists between
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:i; experiment and theory lor ratlos ot layer thickness to incident wavelength of
; ! less than 0.3.2 For higher ratios, the apreement deteriorates.
v
:EE& . The second model, the extended approximate model, does not make the prelimi-
‘ti' nary assumption that the layer is thin but uses exact expressions for the
R wave potential in each of the three media. The exact reflection coefficient
i;;; is then derived. This coefficient is expected to be accurate for all layer
$E$: thicknesses, provided acoustic attenuation can be neglected. Again, the
§:§ velocity and AS can be calculated from the location of the poles in the
t complex wave-number space. In this model the poles are located by numerical
l;f: methods. Again, the wave velocity and the AS are applied to the analysis
‘:%; given by Bertoni and Tamir, where the reflection coefficient is approximated
_E’i by a Laurent expansion about the pole. From this formalism an analytical
... expression is derived to approximate the amplitude distribution of the
i reflected field.
A
'iiz As shown in Refs. 3 and 4, the behavior of AS predicted by the extended
{ approximate model is unexpected according to the first model. Also, shown is
‘:ﬁ? a comparison of experimental data and theoretical calculations of the surface
Lo

wave velocity and the amplitude distribution for the case of a loading layer.

,
ﬁé}
,
A

Limited data are also presented on the stiffening layer case. Very good

agreement is shown in most aspects considered.

J
q‘.":
N 8
‘ The third model™ 1is essentially the same as the second, with the exception
:%3 that the analysis of Bertoni and Tamir is carried out numerically, i.e., the
o reflection coefficient is not approximated by a Laurent expansion. It is,
Vg therefore, termed an exact treatment. Consequently, this model gives results
.r.:.'
jﬁj for the wave velocity and As which are identical to the extended approximate
by
5054 model.
ot
L )
ot In the loading-layer case, good agreement 1is found between the amplitude
22,
Ny distributions calculated from these models. However, for the stiffening
)
*:E case, such agreement 1s not always observed. As explained,5 for the

stiffening-layer case when the surface wave speed 1is nearly equal to the

.

transverse velocity in the substrate, the wave can no longer be generated

L

(wave cutoff).
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In this paper it is demonstrated that near this cutoff, because of a rapid
change in the reflection coefficient which 1is unaccounted for in a Laurent
expansion, the c¢xtended approximate model differs significantly from the
exact treatment. The exact treatment Is also shown to agree quite well with

an experimentally determined amplitude distribution.

As a result of the study of leaky Rayleigh waves on layered halfspaces, it is
clear that the phenomenon can be accurately modeled. Various aspects of this
phenomenon can be exploited to enhance NDE techniques using surface acoustic

waves as applied to coated structures. Again, the details of this study are

found in Appendix A.




-

.
L]

-
L]

SAAAA
P

o i
.':'.'." ‘s

#{,:

bt . wnd b
“h"l'. Y

)

/

)
-."-.,-. LA LAY

5
w.w.';."'

a3
(Y

B A

{o"e".

o
D W L

LI T ' ]

2

'y
h

-

.
"
)

L
-

&
-

-
Jo

ANSAS
AN

ae
B

D

Qs

Section 3

TRANSVERSE STRESS IN RAYLEIGH SURFACE WAVES

Surface-connected cracks frequently encountered in inspected parts can be
detected, in many instances, using ultrasonic surface waves. In general, it
has been thought that reflections from these cracks can be observed only if
the plane of the crack is perpendicular to the direction of propagation of
the surface wave. 1In this research it was shown, both theoretically and
experimentally, that surface-connected cracks parallel to the propagation

direction of the interrogating surface wave can also be detected.

It can be shown theoretically that Rayleigh surface waves contain non-zero
tractions on the free surface perpendicular to the direction of propagation.
(See Appendix B). Any disturbance of these stresses causes scattering of the
surface wave. A crack normal to the surface and parallel to the interroga-
ting surface wave disturbs these stresses sufficiently to cause scattering;
it was anticipated that this backscattering would be sufficiently strong to
be detected. These theoretical results also hold for surface-connected

cracks in bolt holes being interrogated by cylindrical Rayleigh waves.

To confirm the theoretical predictions, a surface-connected crack was pro-
duced in several glass plates with the crack plane being perpendicular to the
surface and extending straight into the glass from one edge. A surface-wave
transducer was placed on the glass and oriented in such a way that the
surface wave would propagate parallel to the crack. In practice, the crack
had closed so tightly that no reflection could be detected. However, once
the crack was slightly opened (with a knife blade), a reflection from it
occurring at the expected time delay (see Fig. 2 in Appendix B), could be
easily detected.

An additional test was performed to eliminate the possibility of reflection
from the high stress fields around the tip of the crack. The tip was covered
with a small piece of electrical tape to dampen the surface waves. The crack
was opened and, with the use of polarized light, the stress field could be

easily seen to extend at least 1 cm beyond the tape. However, under these
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conditions no reflection of the surface waves was observed. Upon the removal

of the tape, the signal from the c¢rack could again be detected. Appendix B

contains the publication resulting from this effort. Both theoretical and

exper lmental details are given.
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i Section 4
;{{~ ACOUSTI1C REFLECTION FROM COMPOSITE MATERIAL

:ﬁ: " An empirical study of the leaky phenomenon of plate waves in composite plates
Q) was conducted. It was found that for a composite plate immersed in a fluid,
7. plate modes can be excited which then leak back into the fluid. When the

reflected field is plotted as a function of position, a minimum and a long
o decaying tail are observed, similar to the characteristics of leaky Rayleigh
’ waves from 1isotropic materials. In addition, the phase velocities of the
plate modes were found to be dependent upon the ultrasonic frequency and
plate thickness. Appendix C contains information on the reflected field

profiles for unidirectional and cross-ply composites. A dispersion curve for

the cross-ply plate is alsc given.

S
;Ei: Theoretical studies of acoustic reflection from composites were also con-
E:E: ducted. Due to the inhomogeneous, anisotropic layered nature of composites,
&%J analytical models describing ultrasonic wave propagation in and reflection
v from these materials are very complicated. In an effort to gradually
:: approach the complicated analysis involved in this problem, work was begun on
fﬁg a building-block approach to model development, with each analytical block
.3: increasing in complexity.
*.:_i
B
‘;ﬁ In the first analysis, completed in this contract period, a unidirectional
::‘:.: composite was treated as a homogeneous, anisotropic dispersive medium by
° averaging the properties of the fiber and matrix. The material was assumed
S to be oriented such that its principle direction was parallel to the wave
}i; propagation. Details are contained in Appendix C. This analysis provided
;.52 the reflection coefficient for the composite when insonified in a direction
;; along the fibers. Experiments were performed to verify this model by measu~
;, ring the longitudinal velocity in graphite/epoxy and boron/epoxy composites.
$ : ' The experimental reflection coefficient was calculated from the velocities
Wid and densities of the water and composite. As seen in Appendix C, in the
'3 frequency range where the wavelength in water was greater than approximately

twice the diameter of the fibers (the range over which model assumptions were

o

.

)

valid), the agreement between the model and experiment was quite satisfactory.
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Section O
~ ULTRASONIC BACKSCATTERING FOR NDE OF COMPOSITES

g In recent years new materials such as composites have found increasing use in

primary aerospace structures. In general these materials are anisotropic, «
_iﬁ inhomogeneous, and layered in nature. An obstacle to the widespread accep-
ig tance of these materials has been the inability to test them adequately and
*ﬂ nondestructively. The use of ultrasonics on composites such as graphite/

epoxy has met with little success due to the profuse scattering and reflec-
tion from the different layers and bundles of fibers which obscure scat-

tering from the flaws.

When an ultrasonic beam is incident on a composite material, a large portion
. of its energy is specularly reflected. 1If a flaw is present, a small amount
o of the beam will be scattered in all directions and a detection transducer
A will intercept only a small solid angle of this scattered signal. To a large
‘ extent, this low-level signal is masked by the specular reflections from the
various interfaces of the material. However, the specular signal is at a
7’ minimum--and flaw signal-to-noise at a maximum--if the detector 1is positioned
,:3 coincident with the transmitter (backscattering mode). In this work the
> viability of utilizing backscattering as an NDE method for composites was

examined.

Several different types of flaws and failure mechanisms are found in com-
posites. Generally, fiber-matrix and interlaminar interface damage precede
either fiber breakage or total failure. Transverse cracking in the matrix
often originates from small stress sites such as inclusions or porosity. It
was expected that the backscattering technique could be used successfully to
detect all of these types of flaws. In this research, the detection of
transverse cracks, porosity, and fiber misalignment was emphasized. For this
., study several different types of composites were examined, including

2o graphite/epoxy, glass/epoxy, boron/epoxy, and silicon carbide/titanium.

Initial results showed a substantial increase in the amplitude of the back-

- scattered signal when the composites were insonified perpendicular to a fiber
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axis, which suggested that the orientation of the plies could also be
observed. Tests using a commercial C-scan system confirmed this fact,
providing a map ot the various plies and their orientations. Further tests
were conducted to determine whether flaws, such as transverse cracks, within
a single layer were observable. The results showed that for a single par-
ticular ply small transverse cracks could be detected and mapped. Further
work also indicated that fiber misalignment and porosity were observable in a
backscattering configuration. The details of the technique are contained in
the publications in Appendix D. Experimental results are discussed along

with some advantages and limitations.
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(7
;: ACOUSTIC BACKSCATTERING AS A NONDESTRUCTIVE EVALUATION
o METHOD FOR CORROSION DAMAGE )
o
3
Corrosion is a deterioration of metallic structures which may severely .
) shorten the lifetime of the structure. In most cases it occurs due to a
i' failure in an inhibition mechanism, e.g., chipping of paint or anodization
" from a portion of the surface. Corrosion can appear in many forms, depending
'\ upon the alloy on which it is generated and the environment to which the
‘: material is exposed. Common types of corrosion include 1) uniform surface
{: corrosion--an even decrease in metal thickness over an entire surface, 2)
.-j pitting corrosion--localized corrosion to which metals with thin coatings are
particularly susceptible, 3) galvanic corrosion--generated at the interface
: of two dissimilar metals which are in contact, 4) crevice corrosion--trapped
«'--E: moisture in crevices, 5) intergranular corrosion--selective attack along
grain boundaries, and 6) stress corrosion~-an accelerated corrosion under
( g stress conditions.
)
} Corrosion degrades the performance of structures through generation of
;E:f stress—-concentration sites. When directly accessible, corrosion can be
. visually detected due to the change in color and the generation of surface
j-: damage. Visual aides such as lenses and boroscopic devices are commonly used
i. for periodic quality-assurance inspection of metallic structures. In some
-: cases, radiographic inspection--primarily x-ray and gamma radiography--is
= used. Eddy-current techniques are also sensitive to corrosion, but their
'-'.\‘ applicability is limited primarily by the need for direct access to the
i‘_; damaged surface. Presently, attempts are made to test inaccessible areas,
p such as the interface of multilayered structures, using conventional ultra-
*.5 sonic methods. These methods consist of pulse-echo or through-transmission :
modes and involve measuring the relative increase in attenuation caused by ‘
:“:’: the presence of corrosion which serves as a scattering source. These methods : 1
:: are untreliable due to their vulnerability to artifacts such as the presence )
; of sealant at the back plate of the test structure. ‘
; ]
> X

o
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Since corrosion has a random-roughness topography, resulting wultrasonic

scattering is not unidirectional. As described in the previous section, the
nature of the backscattering techniques eliminates the interference of
specular reflections from various interfaces which might mask the corrosion
signal. The backscattering technique, therefore, has a detection capability

higher than the other commonly used ultrasonic NDE techniques.

Many theoretical analyses of surface roughness are dedicated primarily to
periodic roughness. In the present form of these models, the results cannot
be inverted to determine the corrosion structure which is random in nature.
Due to this limitation of the currently available analytical tools, the
investigation described herein dealt with the NDE of corrosion from an
empirical point of view, in an attempt to determine the feasibility of using
acoustic backscattering as a means of detection and evaluation of corrosion
damage. The experimental setup consisted of a commercial pulser/receiver
(Automation Industries) and a C-scan system using commercial transducers.
Figure 1 is a schematic diagram of a multilayered structure with corrosion

damage.

In an attempt to determine an optimal incident angle for the backscattering
test, reflection and transmission coefficients were calculated theoretically
as a function of incident angle for a longitudinal wave incident on an
aluminum/water interface. The results are shown in Fig. 2, where it can be
seen that at 16 deg., a maximum transmission coefficient of the shear wave is
obtained. This angle was verified experimentally using a corroded sample and
C-scanning at two angles, 16 and 20 deg., for purposes of comparison. The
sample was exposed to a salt-fog environment for 720 hr. The test results

are shown in Fig. 3.

In order to evaluate the effect of the presence of porosity in the adhesive
layer of a tested structure, a sample was prepared from l-mm-thick glass
plates, glued together using Devcon 2-ton epoxy adhesive. The sample was
prepared in such a way as to insure porosity in the epoxy. The air bubbles
were v 0.5 mm in diam. and were spread randomly throughout the adhesive
layer. The C-scan of this sample is shown in Fig. 4. The test results were

verified by comparing them to the porosity content of the adhesive observed
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Figure 1. Detection of Corrosion in Multilayered Structure
Using Acoustic Backscattering.
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Figure 3, a) Backscatter C-Scan of
Corroded Al Plate at Incident

0. Angle of 16 deg. b) C-Scan of
- Same Sample at Incident Angle
O of 20 deg.
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Pigure 4. Backscatter C-Scan of Porosity in Epoxy Adhesive.
Note similarity to results from corrosion as seen
in TFig. 3.
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Figure 5. Backscatter C-Scan of 150-ym-diam. W Particles
Imbedded in Al Plate. Individuval particles can
be detected, thus giving indication of resolu-
tion of backscattering technique.
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;;; through the glass. As can be seen, porosity in the adhesive layer caused

i‘ significant backscattering. When comparing this C-scan to those of corroded

Ei; samples shown later, it is clear that backscattering from porosity is similar

sjs to that from corroslon. This ambiguity can cause difficulties in evaluating ,
;:i the source of the indication on the C-scan.

‘
155 In order to determine the sensitivity and resolution of the technique empiri-

$§i cally, a sample was made of 7075T6 aluminum plate, 3 mm in thickness with

i{i 150-um-diam. tungsten particles imbedded on one side. The particles were

pressed into the plate in clusters as well as individually. This sample was

{
i;é; C-scanned in a backscatter mode; the results are shown in Fig. 5. The
f{j individual particles can be detected easily; however, their apparent size is
f&i larger than their actual size due to the directivity of the transducer. The
Q_ resolution of this C-scan can be improved using a new system now available in
;Ei: the Materials Laboratory which employs improved measurement and signal-
'E; processing techniques (described in Section 7).
=
{ Several other experiments were performed to test the sensitivity and resolu-
{:ﬁ tion of the backscattering technique. An aluminum plate was prepared with a
i:; series of small scratches. For an additional test, a portion of the scratched
,:Ei area of the sample was coated with a thick layer of paint. A photograph of
) the C-scan of this test specimen is shown in Fig. 6. The scanning direction
{;ff was normal to the length of the scratches; the incident angle of the 25-MHz
:ﬁ¥ (nominal) ultrasonic beam was optimum at 16 deg. The horizontal bands of
iﬁs shading represent regions where the scratches were of the same size. The
scratch widths were, from top to bottom, 15, 25, 30, and 50 uym. The vertical
'ﬁj band near the left of the photograph represents the unpainted region. The
Sﬁf results revealed that the regions of 50- and 30-ym scratches can be detected
*E: easily in both painted and unpainted areas.
*éi .
;;; Further tests of resolution and sensitivity were conducted using sandwich
i;; structures made up of layers of epoxy between aluminum plates. In these
;ii experiments spherical and diamond-shaped (Knoop) indentations were made on an
f*? inside surface and on the bottom surface of the samples. These samples were
?{ scanned at 5 MHz; angles of incidence of the ultrasonic wave were 16 and 20
$§ deg. It was found in studying these C-scans that the resolution of the
N
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Figure 6. Backscatter C-Scan of Al Plate with Series
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scratches are detected even under thick
layer of paint.
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I
ﬂ!-
;: C-scan printer was the major limitation to overall system resolution. It was
f_ also found, on an inner surface, that even the smallest spherical indents,
‘igi 0.3 mm in diam., could be detected. Spherical indents 1.0 mm in diam. could
:i: be detected on the bottom surface. The Knoop indents (major axis 0.38 mm, ,
::: minor-axis 0.06 mm) could not be detected unless located in concentrated
groups of 15 to 20. 1In addition, the results were slightly better for .

2.3-mm-thick aluminum samples as compared to 1l.6-mm-thick samples, presumably

RS C

because of the increased time resolution between interfaces in the plates.

AR
oo e

. -,
i

Following the study of sensitivity and resolution using imbedded particles,

.

.SSE scratches, and indentations, several single-plate corroded aluminum samples
~:€: were inspected in the backscatter C-scan mode. The rear surface of these
:&: samples was corroded. The C-scans of three of these samples are shown in
Qv Fig. 7. These results and those from visual inspection showed very good
ﬂ&; agreement. It is interesting to note that the preferred direction of the
33’ intergranular corrosion with the grains of the rolled plates can be seen
,33{ clearly in Fig. 7.
(

Si; Sandwiches of aluminum/epoxy/aluminum samples were also inspected. The
:R aluminum was 1.5 mm thick and the epoxy layer ~ 50 um thick. Through-
:5; transmission scans were made using a 22-MHz (nominal) transducer, and these
, were compared with backscattering scans using a 5-MHz transducer. Figure 8
:j: is the through-transmission C-scan of the sandwich in which an inner surface
‘QE was heavily corroded. Figure 9 is the backscatter C-scan of the same sample.
‘22; Comparison of these two photographs will show that while the through-
> transmission C-scan revealed no sign of corrosion, the backscatter technique
";:: easily detected it. A similar result was obtained in the case of a sandwich
.j:j having the corrosion on the backside. 1In each case a direct correlation was
;E: found between the C-scans and the visually observed corrosion damage.

Lo

An additional experiment was conducted on samples of an aluminum plate
riveted to a graphite-epoxy composite, with a sealant being used at the
aluminum/composite interface. Sample scans of the aluminum/sealant/graphite-
epoxy sandwich are shown in Figs. 10 and 11. Figure 10 is a through-
transmission scan and shows irregularities in the sealant in certain areas.

The backscatter scans in Fig. 11 also detected these areas of irregularity;
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Figure 7. Backscatter C-Scan of Three Al Plates with Corrosion
on Bottom Side. Each plate was exposed to salt-fog
environment for (a) 170 hr., (b) 498 hr., and
(c) 998 hr. to produce varying degrees of corrosion.
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AR Figure 8. Through-Transmission of Al/Epoxy/Al Sandwich. Heavily
;\; corroded inner surface is not detected. Varying degrees
‘. of lightness are due to varying thickness of epoxy layer.
. Supports holding sandwich are seen on left and right

£ sides.
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Figure 9. Backscatter C-Scan of Same Sample as in Fig. 8.
Incident angle is 16 deg. Corrosion is easily
detected.
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Figure 10. Through-Transmission C-Scan of Al/Sealant/Graphite-
Epoxy Sample. Irregularities in Sealant are detected.

Figure 11. Backscatter C-Scan of Same Sample as in Fig. 10. Dark
areas could be an indication of corrosion; however,
visual inspection showed sealant to be very porous in
these areas. Four dark circular areas are reflections
from rivets holding layers together.
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‘cl; oLther arcas were tree ot indications.  When the samples were taken apart and
(f examined visuvally, the scalant was tound to be somewhat porous in the areas
.'-‘\-' ~

hat iy of irrepularity observed in the scans; however, no corrosion was present.
AR .

S These same results were found in other aluminum/composite samples tested.
Y .
P Thus, for these samples the results from the backscattering method was

determined to be inconclusive, and it was also shown that backscattering

1@

J
2

alone may produce results which cannot be easily attributed to porosity or

)
P oL
>,

A

actual corrosion.

68 %
’ e
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A final investigation was conducted in an attempt to understand the effect of

front-surtace periodic roughness on the resolution of the backscattering

e

technique when used to image corrosion on the back surface. C-scans of such
a sample are given in Fig. 12 where the front- and back-surface signals were

L] separated to produce scans of both surfaces. Also shown for comparison is a

)
L scan of the sample insonified from the corroded side. Recognizing that Fig.
ifi 12(b) and Fig. 12(c) are mirror images of each other, the details of the
St
s damage are clear despite some loss of resolution.
o

- .

g In conclusion, backscattering has been found to be a successful method of

detecting corrosion--corrosion that was undetectable using through-

transmission--even through bonded layers. With this method, small areas of

corrosion in its initial stages can also be detected. Furthermore, when this

[y~
-

technique 1s combined with through-transmission measurements, it is possible

4

*

’ "
.'l

to distinguish between porosity and corrosion. Finally, although resolution

L}
3%

is degraded, it 1is possible to detect corrosion through periodic rough

v
prJ
&5

surfaces.
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b)

Backscatter C-Scan of a) Perlodic Rough Front Surface
of Al Plate, b) Corroded Back Surface Insonified from
Front Side, and ¢) Corroded Back Surface Insonified
from Back Side.
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Section 7

.
S

C~-SCAN SYSTEM

The ultrasonic C-scan system developed during the course of this contract was
designed to maintain previous data-acquisition capabilities while enhancing .
the data-processing aspects. A- and B-type scans can also be performed with

this system.

Mechanically, the basic system consists of a two-axis horizontal carriage
assembly mounted above a specially designed water tank. The base of the tank
is a ground-granite slab, isolated from the floor-supports by air pads.
Motion of the two independent axes is accomplished by screw-rods turned by
stepper motors. Position information 1is generated by linear optical
encoders. A three-axes-~one vertical, two angular--manipulator, for trans-
ducer mounting, 1s also included. This wvertical axis is computer-
controllable via a stepper motor. Over the entire X-Y range of the carriage

assembly, parallelism with the tank base is maintained within + 40 um.

A Digital Equipment Corp. LSI-11 minicomputer is the central element of the

control system. Referring to Fig. 13, the LSI-1ll is used to communicate with

all of the test instruments on the IEEE-488 interface bus. A video monitor
displays the image as it is formed, and an ink-jet printer is utilized for
generating a hardcopy. A dual 8-in. floppy disk drive holds the programs

used by the computer plus the data representing an image.

.
B‘S. ~

Control of the transducer X-Y position (horizontal carriage assembly) is

<.

[

uj maintained by a Superior Electric Co. Modulynx motion control unit. The
?f Modulynx system allows the computer to control the movement of the trans-

ducers with stepper motors., A microstep translator is used to divide each
normal step into 10 discrete steps, thus minimizing low-speed resonances and
smoothing out the movement. The maximum rate of translation is ~ 1 in./sec.
Speed is limited by the maximum rate of programable steps/sec. and the gear
ratio of the mechanical system. The capability to program the number of
steps and the rate allows the motion-control system to operate in an open-

loop fashion, i.e., positional feedback is not required.
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Positional information on the horizontal carriage is generated by optical
scale spars mounted on the mechanical system. As stated previously this
information is not used in controlling the motion of the transducer but to
provide data to a position encoder--an interface which couples a Mitutoyo
display unit to the LSI-11 (via the IEEE-488 bus). The primary purpose of
the 1interface is to provide trigger pulses to an analog-to-digital (A/D)
converter. The total number of pulses to be generated and the distance
between them (in terms of physical movement of the mechanics) are pro-

gramable.

A 12-bit A/D module with an interface to the IEEE-488 bus has been con-
structed. Included with the interface is a memory buffer which is used to
temporarily store acquired data during a single line-scan of the mechanics.
After a line-scan has been completed, the data can be transferred to the

LSI-11 for processing.

After processing of the raw data, the information from each line scan is
transferred to a video-imaging board contained in the LSI-1l mainframe. The
imaging board can store (and display) an image composed of 512 x 512 data
points (X-Y) by 4 bits of amplitude information. The 4 bits of amplitude
represents 16 levels of grey or l6-colors, depending upon the type of monitor
used, If a permanent record is desired, an ink-jet printer can be used or
the data can be stored on floppy disk for later processing or archival

storage.

The position-encoder interface and the 12-bit A/D converter were custom
designed and constructed by SRL. A more detailed explanation of their opera-
tion can be found in Appendix E. The remaining units shown in Fig. 13 were
purchased "off-the-shelf;" detailed descriptions and operating instructioms

can be found in the appropriate manufacturer-supplied manuals. 1
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.. Section 8

PULSED SCHLIEREN SYSTEM

The interaction of sound waves with a test sample is, in general, a fairly
complicated process. Various propagation modes may be excited; rough sur-
faces may cause diffraction; and non-specular reflections may occur. To
further complicate the matter, commercial transducers used in transmitting
sound waves do not always emit energy perpendicular to their face and often
have sidelobes. In view of the need to visualize ultrasonic waves, a

Schlieren system was designed and built.

A schematic of the optics is shown in Fig. 14. Light from a source is passed

through a slit and 1lens to form a parallel beam. This beam then passes

@
Yl
wh

through the windows of a water tanmk and is focused onto a knife edge which

)
L

prevents the light from reaching the detector camera. If the beam is per-

kR

L]
A

turbed in its path, the beam position at the knife-edge will vary; an upward
deflection in Fig. 14 will result in light striking the camera. This pertur-
bation can result from the interaction of the light with high- or low-
pressure areas in the water. The light is refracted by the change in the

refractive index of the water due to the change in pressure caused by ultra-

sonic waves. In effect, the ultrasonic waves can be detected visually.

If a continuous (cw) light source is used, a cw sound beam appears as an
illuminated area on the TV monitor. Reflection and diffraction of the sound
beam from the sample are readily visible and, in general, all areas of
insonification are illuminated. This has proved to be a very useful aid for

studying the interaction of ultrasound with test samples.

The Schlieren system developed 1in this research effort originally utilized a
cw light source, which was later replaced with a pulsed source that could be
synchronized with an ultrasonic generator. Ultrasonic tonebursts or pulses

could then be observed as well as the phase of the acoustic waves.

19

{

Schematic diagrams of the light-pulse electronics are shown in Figs. 15 and

-
[4
s %a

’

16. The electronics produced a high-voltage pulse across an air gap between
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two tungsten electrodes, resulting in a short-duration, white-light spark.

.'
T
*, .

Briefly, the design was adapted from Wyatt.6 The instrument consists of two

e
P

'th units: a power-supply (Fig. 15) and a flash unit (Fig. 16). The power-supply
;§§ provides all electrical power required by the flash unit. The flash unit
ny
{?¢\ contains a trigger circuit, a high-voltage switch, and the spark gap. A
-’\J

silicon-controlled rectifier (SCR) and a trigger transformer are used to fire

P

PEC

e

the thyratron which provides a low~impedance path to ground to discharge the

..
1
L

energy—-storage capacitor through the spark gap. An auxiliary electrode near

.'<’|
o

e
.
'
B
TR

the main electrode of the spark gap facilitates breakdown of the gap at a

(s
)
T
>

consistent voltage, thereby reducing jitter.

',

The pulsed Schlieren system proved to be a useful tool for ultrasonic NDE.

, } 3
ant

In many experiments the system provided the visualization needed for under-

A
f_
b

>

standing the complicated interactions between the acoustic waves and the test

sample.
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Ko, Section 9

{s

oy DETECTION OF DEFECTS IN COMPLEX SHAPES

25

?:i: The application of ultrasonics to the inspection of complex-shaped components .
i_? such as turbine discs is limited by the difficulty of coupling ultrasound to .
%Ei the point of interest within, or on the surface of the component. Flaws near
ita the surface or a corner are espeecially difficult to detect due to the masking
; i effect produced by the large specular reflections from the surface or corner.
i ¢ One method of overcoming these problems is the use of a mating part, i.e., a
tis part whose surface is a complement of the component surface.

N

:Eﬁ In this research effort both the theoretical and experimental aspects of the
@ problem were studied. Experimentally, a half cylinder and its mating part
‘:%: were machined from aluminum, and the surfaces were carefully machined to
‘:;E provide a close match; water was used as a coupling medium between the
:}: surfaces. Experiments were initiated to measure the reflection and transmis-
{ ~ sion coefficients as a function of incidence angle. Also experiments were
:5§ performed in which backscattering was observed from small holes drilled into
jS;é the half cylinder.

A

4

Transmission and reflection coefficients for a solid/fluid/solid medium as a

L

function of the angle were derived theoretically. The problem was treated as

=

b
e,

a simple boundary-value problem under the assumptions that the fluid layer

-\{x

o
q.: was thin and that plane waves were incident upon the sample. The model
; predicted that through the half cylinder alone, 10-MHz longitudinal waves

-ﬂi could be transmitted for incident angles of < 13 deg. With the use of the

.ij mating part, however, the limiting angle increased to ~ 80 deg. Experimental

';}j data confirmed this angle and agreed very well with predictions of backscat-

® tered signals from near-surface and bulk drilled holes for incident angles of ‘
::E: < 50 deg. .
N

Do

-$3$ As a final means of demonstrating the practicality of the method, a through-

""' transmission test was made on a l-in,-diam. nut-and-bolt assembly. The

:¢g transmitted signal was clearly observed as were backscattered signals from

:E: the interfacing surfaces of the nut and bolt.
A
o
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In conclusion, the use of mating parts effectively alleviates certain problems

a0

encountered in the inspection of complex shapes. It is anticipated that the

% Bl

use of a coupling medium having higher impedance than water would further

.
(I
.

'.‘I l‘r‘.

;}: enhance the results. The publication containing detailed discussion of the
“ﬁ: procedure and results is included in Appendix F.
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Section 10

ACOUSTIC DIFFRACTION FROM A CORRUGATED SURFACE

The effect of periodic rough surfaces on the propagation of ultrasonic waves
has been studied. The goal was to understand the phenomena of surface-wave
generation and propagation at a corrugated interface between a liquid and a
solid. The 1nitial experimental arrangement consisted of an incident ultra-
sonic wave in water impinging upon a solid having a one-dimensional periodic
rough surface. For a given angle of incidence in the plane defined by the
surface-normal and the direction of the one-dimensional surface roughness,

the grating formula predicts diffraction angles of various orders for any

frequency by

an
sin®, = sin0, + 7= 1(a)
where Od is the angle of the diffraction order, Oi the angle of incidence, Cf
is fluid velocity, n is the diffraction order, (= 1, 2, 3,...), A is surface-
roughness period, and f is frequency. Once the grating formula is modified
to a form involving phase velocities along the interface and specialized to

surface wave generation, it takes the form

ot ino N4 1(b)
Cs_sni X

where Cs is the surface wave velocity. By time-reversal symmetry, the
grating formula also predicts the angles into which the surface wave will
diffract. In Fig. 17, the angle of anomalies versus the frequency for the
various diffraction orders 1is plotted for a 0.74-mm, 60-deg. sawtooth-cut
aluminum sample. When a surface wave is generated (a Scholty, Rayleigh-type,
or compressional surface wave), it will produce a displacement of energy from
the region of insonification. Therefore, methods of detecting surface waves
which are sensitive to the shift of energy were chosen as candidates for
studies of the anomalies. As will be shown, the energy shift in some cases

was not sufficiently large to be detected.
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. ? The first attempt to locate the surface anomalies consisted of the use of two
(} transducers and a rough-surface sample which was positioned on a tuyrntable
:?: {tmmersed In a water tank.,  Figure 18 illustrates the test setup. Since the
:&: recefver had a wide angle of reception, its alignment was not critical. The
:ﬁ: sample was positioned in such a way that its surface was normal to the |
k) segment connecting the receiver and the turntable axis and was located half
*Q: way between these two points. The incident beam was specularly reflected to
%S the receiver at all angles of rotation of the turntable up to the geometrical
ALS limits of the set up. Any displacement of the energy was expected to result
L ' in a decrease in the receiver signal.
o
-i% Evaluation of this test procedure as a candidate for studies of reflection
1@ from surface roughness indicated that the physical and geometrical limita-
) tions of this setup hampered its applicability for such studies. Apparently
::ﬁ; transmitter sidelobes incident on the rough surface complicated the received
‘:i signal. The receiver directivity, convolved with the data, produced an
:;i additional complication.
(
ﬁ; Another experimental arrangement, based on a method suggested by Rollings7 is
;E shown in Fig. 19. 1In this method the sample was centered on the turntable,
}Q with an aluminum flat-surface reference block being centered on the turntable
3 normal to the sample. A single transducer in a black-reflection mode,
;: employing tonebursts, was used to insonify the center of the turntable.
f;: Again, any displacement of the energy was expected to cause a decrease in the
;& received signal. This method has proved to be effective for flat surfaces,
® but was found inapplicable for rough-surface studies due to the large number
:i: of diffraction orders involved. These orders, reflected from the normal i
- plate, generated additional anomalies which were difficult to analyze. ‘
i{: Moreover, sidelobes produced diffraction orders which further complicated the
bii. interpretation procedure. -
:¢ The test setup of a third method consisted of a sample centered on the
¢~$ turntable, with a c¢ylindrical reflector positioned in such a way that its
.: center of curvature coincided with the turntable axis (see Fig. 20). A
M, single transducer in a back-reflection mode, employing tonebursts, was again
‘Nd used to insonify the axis of the turntable where the sample surface was
E L
e
(]
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ROUGH SURFACE

Figure 18, Test Setup Used to Search for Anomalies in Reflection
Coefficient. "T" is transmitter and "R" is receiver
(wide angle of reception).

T/R
SMOOTH SURFACE

ROUGH SURFACE

Figure 19. Test Setup Used To Search for Anomalies in Reflection
Coefficient Suggested by Rollings (Ref. 7). Transmitter
is also receiver. Smooth surface is reference reflector.
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Cylindrical

Transmitter 1s also receiver.

Test Setup Used to Search for Anomalies in Reflection
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:.‘:_: centered. Displacement in the energy along the surface was expected to

" result in a minimum in the signal (as a function of angle) corresponding to

F

. angles at which the grating formula predicted anomalies. Data produced by

-::: sweeping through the various angles of incidence indicated variations in the

:::: : reflection coefficient which were not necessarily related to the anomalies.

The variations were possibly a result of the measured signal being an inte-
gration of all the scattered waves, including sidelobes and diffraction
orders, which interfere on the receiver. As a result, the signal from the
rough surface was too complicated to be interpreted. A typical scan using

this technique is shown in Fig. 21.

)

."-.

.f In each of the above methods, the frequency was held constant as the angle

‘: was varied. In the following experiment, the angle was held constant while

e the frequency was swept. The simplest experimental setup using this approach

::.; consisted of a back reflection with the incident wave normal to the surface

:::: of the sample. It was expected that energy would be displaced out of the

:;:: reflected | .am when a surface wave was generated, which would cause a minimum

‘ to occur in the received fileld. Figures 22 and 23 show two minima in the
_‘., data (received amplitude versus frequency) from an aluminum sample and a

:x single minimum from a brass sample, respectively. The frequency at which

::: these minima occur is not well defined because of the broad distribution in

2 the data which is unsatisfactory. The large widths of the minima may have

r' been caused by beam spreading. In other words, since the beam is composed of

T:: diverging rays, the incident wave may not have been defined to within a

E sufficiently small range of angles. In addition, the frequencies at which

) these minima were expected to occur are 3.9 (Al sample) and 13.6 MHz (brass

‘ sample). The result expected for a brass sample 1is consistent with the

:-5 experimental data. Comparison of theocry and experiment in the case of the

:" aluminum sample presents a problem since a minimum exists on either side of
: the expected frequency of the surface-wave anomaly. This phenomenon will be

. discussed again later, along with possible explanations.

o

\ - !
..:: In another set of experiments, the angle of incidence was held constant ;
.-E. (normal incidence), and the rough surface was insonified with a pulse. The i
o received signal was then processed using a time gate, Wiener filter, and Fast

3 Fourier Transform. It is important to note that the time-domain signal was :
g |
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vecovrded using o sampling scope and a sweep=-sampler plup-in module, as shown

n Fipg. 24 of the clectrical setup.  The computer was then able to read these

data via the vertical output ol the sweep sampler.

This method has several advantages over the previous methods. Since a pulse
was used 1in this case, the "specular-reflection” portion of the signal
arrived before the '"leaky-wave' portion. Further, since the surface-wave
mode occurs only at certain frequencies and since it is a type of resonant
excitation of the surface, a ringing in the received signal resulted. By
proper time-pating of the received pulse, it was possible to enhance the
interference of the specular portion with the leaky-wave portion in the
frequency domain. Both Figs. 25 and 26 show the response from a flat surface
and the corrugated surface in the time domain and the response from the
corrugated surface in the frequency domain of the received pulses from an
aluminum and a brass sample, each with a time gate applied, followed by an
appropriate Wiener filter. Again the expected frequencies of the minima are

3.9 and 13.6 MHz, respectively.

From a comparison of Figs. 22 and 25 for the aluminum sample and Figs. 23 and
26 for the brass sample, it is clear that there is no significant difference
in the results from the two methods used., The broad minimum in the data from
the brass sample in Fig. 26 again is consistent with theory. Similarly,
there is a minimum on either side of the expected frequency of the anomaly in

the aluminum data presented in Fig. 25, just as in Fig. 22.

A possible explanation for the inconsistency in theory and experiment for the
aluminum sample is that the surface wave velocity may have been perturbed.
If this were the case, then according to the above experimental results, the
perturbation must have resulted in two surface wave modes--one with a slightly
higher velocity and one with a slightly lower velocity, corresponding to the
minima in Figs.22 and 25 at 3.7 and 4.1 MHz, respect.vely. To test this
hypothesis, an experiment was conducted in which the specular portion of the
signal from the rough surface was gated out by positioning the time gate
about the ringing tail. This resulted in a peak in the frequency domain
corresponding to the frequency at which a surface vwave was generated. Figure

27 shows the result cf this experiment for the aluminum sample and proves
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for Anomalies in Reflection Coefficient of Acoustic Beam

Normally Incident upon Periodic Rough Surface.
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that only one surface mode exists and that this mode corresponds to the
frequency expected for the surface-wave anomaly.

Another possible explanation is as follows. Define the frequency, fo’ to be
the frequency at which the incident beam 18 strongly coupled to the surface
wave. Assume that at fo’ the displacement of energy by the surface wave is
insufficient to cause a significant change in the energy received by the
transducer. The only evidence of the surface wave would then be a phase
change relative to the specularly reflected signal. At other frequencies
near fo’ the energy 1n the incident beam would be less strongly coupled to
the surface wave, causing a redistribution of energy between the specular and
leaky wave portions of the received signal. At two frequencies, one greater
and one less than fo’ the specular and leaky-wave portions would produce
maximum interference. This would result in two minima in the frequency
response--one on either side of fo. It is suggested that those two minima
correspond to those seen in Figs. 22 and 25. This hypothesis has not yet

been tested.

An aid in the study of reflections is the Schlieren Visualization System (see
Section 8). Using this experimental tool, a beam displacement was observed
at frequencies and angles roughly corresponding to those given by the grating
formula for surface-wave generation. This tool aided in the search for
anomalies in the methods to follow. Figures 28 and 29 contain two schlieren
photographs. In Fig. 28 the frequency was chosen such that the beam was not
displaced; in Fig. 29 the frequency was changed to produce a displaced beam.
It should be mentioned that there is both a forward and backward displacement
of the beam in Fig. 29. Unfortunately, the schlieren system is not capable

of providing accurate angle information.

Recently the single-axis scanning system and the corresponding software to
control it were completed; it is now possible to perform experiments which
involve scanning the receiving tranducer parallel to the surface of the
sample while holding the transmitter motionless and stepping through any
given frequency range. Large amounts of data can now be accumulated in a
systematic search for anomalies through location of the frequency of a given

angle which produces the largest shift in the mean position of energy.
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Figure 28. Schlieren Photograph of Reflected Beam from 0.74-mm
Corrugated Al Sample Showing No Beam Displacement.
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Figure 29. Schlieren Photograph of Reflected Beam from 0.74-mm

Corrugated Al Sample Showing Beam Displacement. Angle
of incidence is same as in Fig, 28.
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This same search algorithm produces an amplitude distribution of the reflec-

ted signal from a rough surface (as a function of receiver position) which

can be compared to a flat-surface distribution. From these distributions, it

is possible to calculate such parameters as the mean location of energy, the

width of the distribution as defined by the second moment of the energy

distribution, and the total energy.

In this series of experiments, four different angles were examined. The

angles of incidence and reception were held equal. At each of these angles,

the frequency was stepped through a range centered on the expected location

of the anomaly as given in the grating formula. This experiment was con-

ducted on a 0.737-mm, 60~deg. sawtooth-cut aluminum sample. With this method

the greatest degree of success was achieved, but this success depended upon

the capability to control equipment and to collect and process large volumes

of information by means of the computer. The mean position of the energy,

<X>, and the width of the reflected beam as defined by the second moment of
the energy distribution, VAR(X) were calculated. Sample field distributions
are shown in Fig. 30, Plots of <X>, and VAR(X) for each angle examined are
showm in Figs. 31 and 32, respectively. Also shown in these figures are the
corresponding reference curves for a reflection from a flat surface. Note
that since 31 deg. is the Rayleigh angle for aluminum, the flat-surface

reflections for this angle show the expected displacements.

Several observations can be made regarding the amplitude-distribution
measurements. As evident in the data collected, a bimodal distribution is
not always associated with nonspecular reflections from a rough interface.
Furthermore, a displacement of the mean position of energy does not always
occur on the rough surface--even when predicted by the grating formula. This
does not indicate that the formula is invalid but rather that little energy
is coupled to the surface wave or that the coupling causes a redistribution
of energy without a shift in the mean position. Neither of these possi-
bilities is taken into account in the grating formula. Finally, it should be
noted that a backward displacement of the reflected beam was observed in
certain circumstances, for example, in the schlieren photos in Figs. 28 and

29 as well as the plots of <X> versus frequency in Figs. 31 and 32.
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Finally, measurements of the real and imaginary parts of the velocity (or

wave number) of the surface wave were carried out using two transducers in a
pitch-catch, normal incidence, toneburst mode. In order to prevent the bulk
waves from interfering with the received leaky wave, a rubber pad extending
to the surface of the sample was positioned between the transducers. This
pad also eliminated the possibillity of Scholty waves affecting the results.
The receiving transducer was scanned laterally and the time~of-arrival of the
leading edge of the received and rf-detected signal was plotted verses
recelver position. From these data, the slope was calculated, which yielded
the real part of the surface-wave velocity. The imaginary part of the wave
number was calculated from the signal-amplitude-verses-receiver-position data

given in Fig. 33. These measurements were taken at only one frequency.

The experimental value of the real part of the velocity was calculated to be
2.87 + 0.03 mm/usec. This value is to be compared with 2.906 mm/usec. given
in Ref. 8. The uncertainty was established by the resolution of the recor-
ding apparatus. Since, at present, no complete theoretical models exist with
which to compare the experimental measurements, the following constitute
model-independent conclusions and observations. First, from the data collec-
ted, it appears that the real part of the velocity of the surface wave which
propagated along the rough surface of the tested sample was unperturbed by
the roughness. Further tests would be required in order to determine whether
a generalization is possible and to define its limits. One interpretation is
that the effective path of the surface wave is not along the minute details
of the surface but along the effective flat surface as if the roughness were
nonexistent. It may be that the wave skims along beneath the roughness.
Again, more study 1s required to answer questions posed by the possible

interpretations of the results of this experiment.

The experimental value of the imaginary part of the wave number, a, was
calculated to be 0.059 + 0.002 mm-l. The corresponding value for a flat
aluminum surface at the same frequency is 0.75 mm-l.l The measured value of
o for the rough surface is much less than the wvalue for a flat surface
aluminum halfspace. Apparently, the rough surface allows the surface wave to

propagate farther than a smooth surface. As a result, the coupling of the

incident beam to the surface wave was less for the rough surface tested than
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for a flat, (otherwise-equal) surface. It 1is important to note that this
result is for the special case of normal incidence on the specific rough-
surface sample which was tested. At a different angle or frequency or for a
different sample, the coupling to the surface wave may be iIncreased or
decreased, implying a larger or smaller value tor «. The fact that o is
small for normal incidence on the 0.74 Al sample--with the corresponding
conclusion that the coupling of energy to the surface wave from the incident
wave is small--is consistent with the vesults of the experiment using both
toneburst and pulsed back-reflection metho:is to excite the frequencies of
anomalies. In the two methods, the results indicated shallow minima in the
frequency domaius verses amplitudes. This implies a small coupling of energy

into the surface mode.

Appendix G presents the results of a theoretical study conducted on the
interaction of elastic waves with a periodic rough interface layer between
solids. This publication presents the initial stages in the modeling of this
phenomenon. In the paper approximate boundary conditions were derived in
three steps for a periodic rough interface layer between solids. The first
step involved development of modified boundary conditions for a smooth thin
layer (similar to work discussed in the papers of Appendix A described in
Section 2). The second step was the development of modified conditions for a
rough interface without a layer. Finally, the results of the first two steps
were combined. 1In these steps, the amplitude of the surface roughness was
assumed to be small, as was the layer tuickness., Information is extracted
from these boundary conditions concerning mode conversion, including surface-
wave generation. This information is consistent with the grating formula
given in Eqs. 1(a) and 1(b). Again, this publication presents only details
of the initial stage of the study and is incomplete in that most of the
experimental aspects discussed in this section cannot be understood in terms

of that model in its present form.

In conclusion, several techniques were utilized in studying the phenomenon of
surface-wave generation, propagation, and reradiation on periodic rough
surfaces. The techniques that proved to be the most helpful in uaderstanding
the phenomenon were the pulsed Schlieren visualization technique, the pulsed

time-gated FFT technique, the thorough-position and frequency-scan technique,




and the simple technique described for measuring the surface-wave velocity.
Further theoretical and experimental studies are necessary to provide a more
complete understanding of ultrasonic interactions with periodic rough sur-

faces.
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HIGH-IMPEDANCE BACKINGS FOR BROADBAND ULTRASONIC TRANSDUCERS

+

A
ALK

When ultrasonics are employed for NDE, it is frequently desirable to use

5

ghort-duration acoustic pulses. These very short, or broadband, pulses

iC

)
2 a
ey
a
«

_5-3 provide much higher depth resolution than toneburst radiation. One of the
?2;: simplest ways of producing broadband pulses 1is to back the piezoelectric
J?g blanks used for the generation of the ultrasound with a material having an
{i't acoustical impedance which matches that of the blank. This material must
jh; also be capable of sufficiently attenuating the sound waves entering it such
J% that no energy is reflected back into the blank. Traditionally, backings
ﬂ;j have been produced using a mixture of tungsten and epoxy, the former pro-
) ducing the required high impedance and the latter serving as the matrix. A
Cﬁ? major problem with the use of tungsten/epoxy backings is that the desired
:E:] impedance range of 30 - 35 x 105 g/cmz-sec. requires a high volume fraction
ﬁﬁ: of tungsten, typically in the range 0.70 - 0.90. Methods of producing a
{ ' cohesive backing which contains such high volume fractions of tungsten
A:?: include centrifuging and hot pressing. These techniques generally produce
‘:H? backings with an impedance of s 25 x 105 g/cmz-sec. Accurate reproduction of
‘Ei the backing is. difficult due to the steep slope of the impedance-versus-
) volume-fraction curve in this range. These limitations prompted the search
f:}: for a more effective transducer backing.

%

f:: Prerequisite to this search was a model for predicting the effective
i;‘ impedance of a mixture of two or more materials--a model describing the
;{; combined elastic stiffness moduli of the constitutents. It was found that
:5;: the lowest bound on the effective moduli produced acceptable fits to measured i
';;-' impedance data. ‘
sv..! .

¢:, In order to reduce the volume fraction of tungsten, a binder having an
§:§ impedance greater than that of the epoxy was required. Many other polymers
;;: which could serve as a matrix were examined, but all had an impedance less
ﬁif than 4 x 105 g/cmz-sec. Other researcher39 who had made attempts with
:,: plastic metals such as tin as the matrix were forced to use very high com-
"E:" pacting loads and even then, had not achieved complete success. The use
a e

&
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O
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'\‘.':i‘: of molten metal was rejected since the high melting points involved were

above the Curie temperature of some of the piezoelectric blanks. Finally,
i:ﬂ: the use of low-melting-point alloys as a matrix was considered. Requirements
2:?: for the selected alloy were as follows: the alloy must 1) effectively bond .
3:&; the various fillers employed, 2) have a melting point below 180°C, 3) be j

available in powder form with particle size less than 50 u, and 4) adhere .
Jf“; well to the gold electrodes on the piezoelectric blanks. A low-melting-point
E%%i solder, In-Pb 50:50, was found to satisfy all of the above requirements.
o
o The model was used to examine the impedance curves for mixtures of In-Pb
;T; 50:50, tungsten, and copper. The copper was added to aid in attaining a high
33; attenuation and also to provide better fine tuning of the impedance without
‘ji% lowering the overall impedance. The results showed that the desired E
; ) impedance range could be obtained using less than 607 tungsten. These three f
Ai? powders were mixed in a V-shaped mixer and hot pressed at 2000 psi at a E
ES& temperature of 150°C. The impedance of the sample, calculated from the i
ﬂ}ﬁ measurement of the longitudinal velocity and mass density, was as predicted :
y by the model within experimental accuracy limits. In addition the backing
ﬂh} was cohesive and had an attenuation of 15 dB/cm. Further tests showed that
jgj; this mixture could also be hot pressed directly onto the piezoelectric blanks
fi;: and would adhere very well to the gold electrode.
N The ultrasonic output from a piezoelectric blank having a tungsten/In-Pb
2i:j 50:50/copper backing was examined in a pulse-echo mode. The received pulse
;;:; was very short and very broadband, surpassing the bandwidth of similar

commercial transducers which have comparable center frequencies. Details of

oy this study can be found in Appendix H. 5
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X

CONCLUS TON

" Work wes accomplished in two major areas--ultrasonic leaky surface-wave
-} phenomena on layered halfspaces and NDE of composites using ultrasonic
: ‘ backscattering. Several related projects were also carried out during the
course of this contract. The study of surface waves led to an undersianding
: ) of the interaction of transverse stresses with halfplane cracks normal to
-..: wavefronts. Reflection from composite interfaces and composite layers also
g fits naturally into the context of reflection from layered halfspaces.
;:’ Additionally, the work on backscattering in composites precipatated the
» development of a corrosion-detection technique. Other areas of research
:: included the coupling of enmergy into complex shapes, the reflection of finite
-.:: acoustic beams from a periodic fluid-solid interface, and the production of
> impedance-matched backing materials to allow the manufacture of broadband
e transducers.

:

-c' The leaky surface-wave phenomenon on a layered halfspace immersed in a fluid
"' is now understood through models which have been developed, both analytical
5y and numerical in nature. The observed behavior concerning the velocity
_;,E dispersion and the amplitude distribution of the reflected field agrees very
'\'.f well with theoretical calculations. Experiments conducted by other
I researchers,lo confirm the theoretical trends found in the Shoch displacement
> parameter.

>

E; Existing theoretical models of wave propagation were exploited to predict and
quantify the presence of a reflected surface wave from halfplane cracks
5 oriented normal to the wavefronts. The expected reflection was observed in
::}' the laboratory on a glass sample having a corresponding surface crack.

o d
LS NN

Efforts were made to assure that the reflection was from the crack tip and

L

not from the fringe stress field about the tip.

A model of reflection of an acoustic wave incident on a fluid fibrous-
composite interface was developed wherein the composite was unidirectional,

with its principle direction being normal to the interface.
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:::j::: The model averaged the properties of the fibers and matrix to produce an
l? \ effective, homogeneous dispersive medium. Experimental measurements verified
";_‘:g the theoretical calculations.
e .
_‘:,,..:: The non-specular reflection of finite acoustic beams from a unidirectional,
) fibrous composite plate in a fluid at acute angles has been observed and
;:: measured. The fibers were oriented parallel to the plane of incidence and ’
?'_7.::'- reflection, and parallel to the interface. An attempt was made to correlate
t?::'. these measurements with theoretical models involving Lamb waves. Preliminary
L i study and experimental observation indicated that any model used to describe
2-:;": this behavior must take into account the dispersive anisotropic nature of the
E‘;: composite.
>,
. § An acoustic backscattering technique has been shown to be extremely effective f
Sl in NDE tests of composites, allowing mapping of subcritical flaws on a
:'::: ply-by-ply basis. Fiber direction, fiber alignment, and porosity can be
\E’{ observed using this scanning procedure.
(
';::" The applicability of the acoustic backscattering technique has been extended
;:‘"' to the detection of corrosion. The resolution and sensitivity of detection
::: of various types of surface flaws 1ncluding corrosion have been measured.
) The effect of surface roughness, paint, epoxy, and porosity on the resolution |
\;' and sensitivity has been examined. The feasibility of this technique has
"' been demonstrated. As was shown, care must be taken to differentiate between
_f.: porosity and corrosion due to the similar backscattering characteristics.
o _
'.‘-'_'::- Two research systems were designed and built to aid in future NDE work within i
::: the AFWAL Material Laboratory. These are; 1) a precision, state-of-the-art, E
o, computerized C-scan system, and 2) a high repetition-rate pulsed schlieren
'6‘ system. ‘
2

The problem of coupling acoustic energy into complex-shaped structures was

y /'y

analyzed. One possible solution, that of utilizing a mating (or complement)
part was examined theoretically and experimentally to determine its effi-

..l

clency at various angles. The efficiency of coupling energy into a part at
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L)) high angles of incidence in both through-transmission and backscattering
‘t \ modes was found to be significantly increased through the use of a mating
S

T part.

:-::.{ The effect of periodic rough surfaces on the reflection of finite acoustic
J . beams from fluid/solid interfaces was 1investigated. Existing physical
“ arguments concerning phase and a new theoretical development have predicted
LR

~Te the generation of surface waves at angles other than the Rayleigh angle.
N

-}".: This was confirmed experimentally. The nature of these non-specular reflec-
>
( tions was observed experimentally, answering some questions and posing
',f:'_:: others. The surface-wave velocity of one rough-surface sample was shown to
.-:': be unperturbed. Further work is required from a theoretical perspective in
-’::j{ order to fully appreciate and understand the observed behavior of this
\ »

e phenomenon.

-‘3.:‘

::-::: Finally, a high-impedance, broadband, ultrasonic, attenuative transducer
n"‘n"

'-:.: backing was developed. This was accomplished by use of a low-melting-point
{ - alloy as a matrix, In-Pb, and a combination of tungsten and copper powders.
~j: This combination met the specific requirements for the backing when used in
-',',':-: the proportions specified by a model extracted from existing theory which
A

% gives lower bounds to the effective properties of the particulate mixtures in
' a matrix. The backing was adhered to a piezoelectric blank to produce a
S broadband transducer.
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Ultrasonic leaky waves in the presence of a thin layer

A H. Nayfeh®
Systems Rescarch Laboratories. Dayton, Ohio 45440

D. E. Chimenti, Laszlo Adler,® and R. L. Crane

AFWAL Materials Laboratory, Wright-Patterson AFB, Ohio 45433

(Received 5 January 1981, accepted for publication 23 February 1981)

This paper presents theoretical and experimental results on the problem of bounded acoustic
beam reflection at the Rayleigh angle from a fluid-solid interface which is loaded by a thin solid
layer. The theoretical developement exploits the framework of existing theory to yield a simple,
analytic model which is reasonably accurate for thin layers. It is shown that the influence of the
layer is contained entirely in the dispersive Rayleigh wavespeed and the thickness-dependent
displacement parameter 4,. Measurements of the reflected acoustic field amplitude have been
performed on several samples of stainless steel loaded with a copper layer. We have found
reasonably good agreement between the theoretical model calculations and experimental
measurements for ratios of the layer thickness to the Rayleigh wavelength as large as 0.3. Beyond
this value, some disparity is observed, particularly in the calculation of the thickness-dependent

Rayleigh wavespeced.
PACS numbers: 43.20.Fn, 43.30.Dr, 43.30.Ft

I. INTRODUCTION

The energy redistribution that occurs when a bounded
acoustic beam is reflected from a fluid-solid interface has
been the subject of many analytical and experimental inves-
tigations. Following the discovery of analogous effects in
optics by Goos and Hanchen,' Schoch predicted,’ and later
experimentally verified,’ the beam-displacement effect for
an acoustic beam incident on a liquid -solid interface. Ac-
cording to Schoch's predictions, the beam is nonspecularly
reflected in that it is laterally displaced while retaining, more
or less, its original profile. In contrast to these predictions,
many cxperiments® 7 have revealed that the reflected beam
may also suffer scvere distortion if it is incident at, or near,
the Rayleigh angle. Physically, resonant transfer of acoustic
energy from a longitudinal wave in the liquid to a pseudo-
Rayleigh wave propagating along the liquid-solid interface
occurs. As it propagates, the Rayleigh wave reradiates into
the liquid at the Rayleigh angle because of the resonant cou-
pling. The result is a redistribution of the reflected field in-
tensity such that a sizable fraction of the acoustic energy
seems linearly displaced along the interface. This energy re-
distribution includes, in addition to the lateral displacement,
a null region and a trailing field which becomes weaker as it
extends along the interface away from the incident beam.

Bertoni and Tamir® have examined the reflection coeffi-
cient for angles close to the Rayleigh angle and constructed a
model which explains these distortion phenomena. Specifi-
cally, they pointed out that the suitably simplified reflection
coefficient has a singularity which leads to solutions corre-
sponding to radiating (leaky) Rayleigh waves. According to
their analysis the distortion is the result of interference be-
tween the geometrically reflected field and the field of a

*'Consultant. Permanent address: Department of Acrospace Engineering
and Applied Mechanics, University of Cincinnati, Ohio 45221.

™Visiting Scientist. Permanent address: Department of Welding Engineer-
ing, Ohio State University, Columbus, Ohio 43211,
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leaky Rayleigh wave created by the incident beam at the
Rayleigh angle. Braezeale, Adler, and Scott® experimentally
verified the Bertoni and Tamir model, while Pitts, Plona,
and Mayer'” have recently presented theoretical results for
the case of a finite beam incident on a solid plate in a liquid.
Their results show that distortion of the reflected beam at the
Lamb angle can also occur.

This paper investigates theoretically and experimental-
ly, the influence of a thin layer bonded to a solid upon the
shift and distortion of the reflected beam. This problem dif-
fers from the no-layer case in that the reflection coefficient is
not readily available in closed form, and therefore must be
derived. The results of this analysis reveal new phenomena
that occur in the presence of the layer. Both the Rayleigh
wavespeed and the parameter associated with the energy re-
distribution are frequency dependent in the layer case. These
two new effects, in turn, influence the lateral displacement
and distortion of the reflected beam.

A solution to the equations that result from an analysis
of the above model could be obtained formally by solving the
field equations in the fluid, layer, and solid halfspace with
the appropriate boundary conditions. However, the results
would be quite complicated algebraically. Furthermore,
such detailed analysis of the wave motion in the layer would
greatly complicate the problem. An attempt to obtain the
exact solution of this problem could, therefore, obscure im-
portant features of the solution for a thin layer. However,
since we are mainly interested in the thin-layer case (thick-
ness small compared to the incident wavelength), we can
proceed in a much less cumbersome way by including the
effect of the layer as a nonzero homogeneous term in the
boundary conditions. To this end, we shall develop modified

boundary conditions, referring to the reformulated problem
as the *“reduced model.”

In Sec. II the complete theoretical treatment for leaky
Rayleigh waves in the presence of a thin layer is developed.
Section III outlines experimental considerations, and we
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present our measurements together with results from the
theoretical model in Sec. 1V.

Il. THEORY

A. Formulation of the problem

Consider a thin elastic layer of thickness 24 tightly
bonded to a solid elastic halfspace of different material.
Overlying this structure is a fluid (water) halfspace as shown
in Fig. 1. A system is chosen with the origin located at the
center of the layer, the positive z axis pointing downward
into the semi-infinite solid. The layer extends from

— h<z<h, with the solid halfspace extending fromz = — A
to oo and the fluid extending fromz = — hto — oo. In our

subsequent analysis we shail identify the field variables and
propertics of the layer, fluid, and solid substrate with the

subscripts 0, /, and s, respectively. The fluid medium is sub-
jected to a time-harmonic, bounded acoustic beam incident

onto the fluid-solid interface at an angle &, with respect to
the surface normal. To reduce the analysis to two dimen-
sions, we assume that no acoustic wave, inctdent or reflected,

has a y dependence. Alternatively, all particle motion is con-

fined to the x-z plane.

In order to study the behavior of the reflected beam, one
must solve the appropriate field equations in each of the
three media (liquid, layer, and substrate), incorporating the
appropriate continuity conditions. Formal solutions are ob-
tained by introducing the potential functions ¢ and y for

cach of the media. These functions are related to the particle

displacements and stresses by

=9 _

v= Ix ' ()
-9 N

W + g 2

2 2 2

o,=W +2ﬂ)%+i%£—+2#b%. 3)
_.[,9%% 3% d%

T =1 (2 o M v R = ) “

Since the fluid cannot support a shear wave, the shear poten-
tial ¢ is identically zero in this medium. In the two solid
‘media ¥ has only a single nonvanishing component because
particle motion is restricted to the plane of incidence.

The wave potentials ¢ and ¢ satisfy separate wave equa-
tions for linear, isotropic media, namely,

2h
FLUID 1,
LAYER —_—T>x
SUBSTRATE T

v
2

FIG. 1. Coordinate geometry.
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The longitudinal and shear wavespeeds for each medium are
given respectively by

¢ =14 +2Wpl'"”, cr=u/p)'" (6)
Solutions of Egs. {1)-{6) must also satisfy the continuity con-
ditions at the interfaces; in our notation these are

U, =g, W, =Wy, O, =0y, Oy, =09, atz=A, ™
Wo =Wy, Oy =0, O,=0,atz= —h. (8)
B. Reduced model

In principle solutions to Egs. (1){5) subject to the con-
tinuity conditions of Egs. (7) and (8) could be formally ob-
tained, but the results would be quite complicated algebra-
ically. An attempt to obtain an exact solution could obscure
important features of the problem. Moreover, since our prin-
cipal interest in this problem centers on the case of a thin
layer, we include the effect of the layer as a nonzero, homo-
geneous term in the boundary conditions. To this end we
rewrite Eqgs. (1){5) for the layer in terms of displacements
and stresses. These relations include the two-dimensional
momentum and constitutive equations

aax() aoxzo .
ad.2} = pyiy , 9
Ix + 92 Polo 9
aoz() aaxzo o
bl = , 10
Iz W PoWo (10)
w,
G0 = o 2a0) 2 4 2, 20 (1
ax az
w, du
O = Ao+ 2te) —— + Ag——, (12)
Jz ax
du, 3wo)
= ) 13
L g ﬂo( oz + o (13)

Since we assume that 24 is finite but small, variations in the
displacements u,, and w, across the thickness of the layer can
be neglected. Equations (9)—{13) may be integrated across the
thickness of the layer using the following definition of aver-
age value:

— 1

= — . 14

U Mﬁﬁw (14)
With this procedure, we obtain the following:

2/1(60i - Poﬁo) = Ol —h)—0,0h), (15)

ox

2k (a‘?"“ W ) = h A 16
T’Powo =0o(—h)—0onlh). (16)

~ © Ouy
G0 = Ao+ ) —, {17)

Ox

- du

O =i(,3:—, (18)
Nayfeh et a/. 4986
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x
If Egs. (17)+19) are substituted in Eqs. (15) and (16}, they
lead to

24 ((A‘. + 2u,) %}‘;-' _ p..ﬁ(.) = Oyl = h) = Guolh), (20

zh(y.. L p(.w.,)w,.(—h)-wm(h). 1)

Using the continuity relations Eqgs. {7) and (8), Egs. (20) and
(21) may be recast into the following forms:

2 (u(, + zu(,)a sy p..u..) = —auh),  (22)
a 4w, .
2h (llo a'z — Powo) = ‘7:/( —h)—o,lh). (23)

Equations (22) and (23) are significant since they are the
only relations that reflect the effect of the layer via the modi-
fied longitudinal and shear stress boundary conditions. In
the absence of the layer (A = 0) they reduce too,,(0) = 0,,(0),
o../(0) = 0, which are the classical liquid-solid stress con-
tinuity relations. With these approximations the displace-
ment continuity conditions, Egs. (7) and (8), reduce to

Uy =u, =U, W, =W, =w,atz=>0. 24
rr U y

To first-order approximation in A, Egs. (22) and (23) can be
recast into the approximate forms

2h (m(.+2u(,)a L p(,u.,)= oml®,  (25)

a? .
2 (un L p..w‘.) = 0,4l0) — 0,00} (26)

C. Refiection coefficient and leaky wave dispersion

To determine the reflection coefficient for plane har-
monic waves incident from a fluid onto a solid surface, we
begin by writing the Fourier transforms of the wave poten-
tials with respect to the x coordinate and assume exponential
solutions in the z coordinate. These steps lead to formal solu-
tions given by

$18) = Pexpligizh W) = W explit;2) (27a,b)
and

€)= @, explic,z + D expl — i§,2), (27¢)
where the caret indicates a transform and the prime desig-
nates a reflected field. The circular frequency is w and the
complex amplitudes @, ¥, @, and & ; are constants to be
determined from the boundary conditions. The wave-vector
components are given by

Sra=(ki, =€) & =(k]—-£9'"3, (28)
where§ ==k, sin@ with the angle @ measured from the surface
normal. The longitudinal and shear wave numbers are
k,, = w/c,,. In the fluid we shorten this notation to
k, = w/c,, since there can be no ambiguity. From Eq. (27¢)
the reflection coefficient R is given by

R=oy¢, 29)
Inserting the Fourier transformed stresses and displace-
ments into the continuity conditions Egs. (7) and (8) yields a
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system of linear equations that relate the wave potential am-
plitudes. Using these relations the value of R becomes

- Shaby, + azb) + P/“’z(faz — §ub,)

3 s (30)
Siab;, + ab)) — pwiléa, — §,,b)
where
a, =I‘.'(2§2 —k3) - Zihﬂtguggo ’ (31a)
by = 2€ (ip, 6y, — hudd 200 (31b)
a, =2 [in,8,, — hdo+ 22063 ], (31¢c)
=u.(26 P ki.) - 2”‘;:,;('10 + 206 fo . {31d)

In the absence of the layer (A = 0) Eq. (30) correctly predicts
the reflection coefficient of a liquid-solid interface (see Ref.
13 for example). Now we consider the dispersion of the prop-
agating surface waves at the liquid-solid interface. This dis-
persion is produced by a layer and, therefore, vanishes in its
absence.

The expression Eq. (30) for the reflection coefficient
contains, as a by-product, the characteristic equation for the
propagation of a modified (leaky) Rayleigh surface wave
which propagates along the interface between the fluid and a
thin layer bonded to the solid. The vanishing of the denomi-
nator in Eq. (30),

$Aa b, + asb)) — pwiléa, — 61,6 =0 (32)
is the characteristic equation for such waves. If Eq. (31) is
substituted into Eq. (32), then for a real frequency w, Eq. (32)
will admit complex solutions of the form

E=k, +ia. (33)
From Eq. (33) the phase velocity of the Rayleigh wave is
givenasc, = w/k,, and a is the attenuation coefficient. Note
that @ vanishes in the absence of the fluid, and hence no
attenuation (leaking of energy in the fluid) occurs. In the
presence of a fluid these surface waves are called leaky
waves. It will later be shown {Viktorov'' also notes this) that
¢, is hardly affected by the presence of the fluid, and there-
fore, a is very small. However, as shown by Bertoni and
Tamir,” a is important because it is related to the lateral
displacement of the reflected beam. Examination of Eq. (32)
indicates that in the layer case, the medium is dispersive, and
¢, and a depend on the frequency in a rather complicated
fashion. Notice also that Eq. (32) contains the classical char-
acteristic equation for a surface wave, which is obtained by
setting = 0and p, = 0.Graphical results of ¢, as a function
of frequency are presented and compared to measurements
in Sec. IV,

D. Field of the incident beam

In this section we discuss the propagation in the liquid
of a finite-width beam having a Gaussian profile in the plane
of incidence. This choice simplifies considerably the analytic
evaluation of the integrals in this and the next subsection. To
this end, consider a two-dimensional, finite-width Gaussian
beam generated in a liquid at an arbitrary locationz = ~ L,
and propagating toward the interface at an angle 6, with the
normal to the surface. The profile of the beam is character-
ized by an effective width 2a that is large compared to the
wavelength 4 in the liquid. Therefore, the acoustic field has
significant amplitude only for a distance @ on either side of
the beam axis. We further assume that the beam consists of

Nayfeh ot a/. 4987
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rays that are parallel to the axis of the beam. If the incident-
beam field is known at some position,e.g., z = 0, then the
beam field can be determined at any location by solving the

wave equation subject to the initial conditions. From Eq.
(27c), we have

B xz) = —— f (€ ) expliex + i, dE ,  (39)
2 =
where

@) = f 8/ix.0) * #dx . (35)

Since it is assumed that ¢,(x,0) is Gaussian, the
T, exp| — (x/a,) + ik,x
8,(x.0) = 0 P[ __( o) ] ) (36)
T a cos,

where I', represents the amplitude of the potential in appro-
priate units. Here k; = k,, sind, and a, = a secf), is the half-
width acoustic beam along the x axis. Substitution from Eq.
(36} into Eq. (35) yields

exP[ o (e ki)z(ao/z)z]

A A ot A A AL SO AR G

which, if used with Eq. (34) yields
= _C(L - _1f — k2% 2
/ix.2) = vl I exp[ € —k,) (2") ]

. . dé
Xexpliéx + if2) e (38)
Examination of Eq. (38) reveals that it cannot be invert-
ed to give exact analytic results. However, the principal con-
tribution to the integral comes from values of £ lying in the
vicinity of the incident wave number k,. Accordingly, ap-
proximate values of ¢ (x,z) can be obtained by expanding £ in
a Taylor series about k,. Using terms up to the third order,
we obtain
k? k&
&= kZi—k?" - k2 — k2 -

k}(g - ki)z
Ak:— k"
(39)

Since k; = k, sind,, {, becomes
¢, =k, /cos6, — £ 1anb, — (& — k )’/ 2k.cos’6; . (40)
Substituting from Eq. (40) into Eq. (38) and collecting terms

@, =T, ) ) 37)  yields
J
'S R -k_Z(ﬁ)’ _,__IZ._]] £ x — 2 tané, ("”‘f)ﬁ_ 41
9/x2) = 2r %,exPl € ')[ 2 + 2k, cos™d, exp(i§ (x — 2 tan6,]] exp cosf; cosé, “h

Comparing the integrals of Egs. (41) and (38), it is evident
that Eq. (41) can be inverted directly to give

exp[ik,ix sind, + z cosd, x, \?
8ix) = I, SRUkAES ] exp _(—) (@)

J7Ta. cos’9, ’
where
X, =X —2ztan8,, {43a)
a® =al + 2iz/k, cos'6, . (43b)

The beam in Eq. (42) is also Gaussian and propagates in
the direction x sind; + z cosd, with an effective complex
width of 2a,, as given by Eq. (43b). If the plane at which the
beam field is known is located at z = - L, rather that at
z = 0, the relations Egs. (43a), and (43b) have to be modified
by substituting z + L for z. Note that if two, rather than
three, terms are retained in the expansion of Eq. (40}, the
width of the beam a, would reduce to a,; hence, the beam in
Eq. (42) would only be shifted without a change in shape
(spreading and reduction in amplitude). It is the inclusion of
the third term in the expansion which is responsible for the
analytical spreading of the Gaussian beam.

E. Field of the reflected beam

Upon reflection of the incident beam into the fluid the
beam profile of Eq. (34) is modulated by the reflection coeffi-
cient R (£ ). This reflected beam is described by

b= 3‘;[:«»,(; IR (€ lexpliex — iG,2dE . (44)

where z has been replaced by — z to indicate reflection. The
evaluation of the integral in Eq. (44) is more complicated
than the corresponding integral of Eq. (34). This complica-

4988 J. Appl. Phys., Vol. 52, No. 8, August 1981

69

—
tion is due to the additional dependence of R (§ ) on £. There-
fore, in order to develop a tractable model describing the
reflection phenomena, it is also necessary to approximate
R (£) for values of £ close to k,. In adopting any form of
approximation, care must be used. The straightforward ap-
proximation, such as the Taylor-series expansion, is ade-
quateinranges where R (£ ) is well-behaved, specifically away
from the surface-wave pole at k, + ia (see above discussion
of the dispersion effects). If this fact is not taken into consid-
eration, the results of this simple expansion for incident
waves near or at the Rayleigh angle are inadequate to explain
the distortion of the reflected beam. By including the influ-
ence of the Rayleigh wave pole, Bertoni and Tamir"* were
able to explain these phenomena. In Ref. 8 it was also shown
that Schoch’s results are correct only for very wide beams.
Before considering the influence of the Rayleigh wave pole
on the reflected beam, we shall apply Schoch’s approach to
the present probiem to obtain an expression for the beam
displacement parameter 4, . By considering the case of total
internal reflection (8, > 6. ), we may write the reflection coef-
ficient in the fohowing form:

R(£) =R, (45)

where the amplitude | R (£ )| is very close to unity,and S (£ ) is
the phase of R (£ ). Consistent with our previous approxima-
tion, the Taylor-series expansion about ; is used for S(£ );
this result is equivalent to the Fresnel expansion." Then re-
taining the first two terms we obtain

R()=R(k,)
X exp{i[(€ — k)S'(k,) + Y& — k’S (k)] (46)
where S'(k,) = 35 (£ }/0& evaluated at & = k| ; the same holds
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for S ”(k,). The inclusion of the second term in the expansion
was also retained by Brekhovskikh'%; it is of the same order
of magnitude as the term in the exponent of @, as shown in
Eq. (37). Substituting from Eq. (46) into Eq. (44) and compar-
ing with Eq. (38), we deduce that, apart from a constant
multiplier, the influence of R (£ ) is twofold; first, it accounts
for the lateral displacement of the reflected beam along the x
axis through the following relation:

4, = -S'kk) (47)
and, second, the beam width is modified to a new complex
width,

a, = [a? - 28" (k)]'?. (48)
Both effects indicated in Egs. (47) and (48) exist regardless of
the value of z. The subscript on the displacement parameter
A, refers to the developer of this formalism?®*; we retain this
terminology because of its widespread use in the literature. It
follows then that the reflected beam profile at any location
(x.z) of a Gaussian beam at angles different from the Ray-
leigh angle has the approximate form of Eq. (42), if z is re-
placed by — z to indicate reflection and the parameters x,
and a, are redefined as follows:

x, =x +ztand, — S'(k,}, (49)

a? = a} — 2iz/k, cos’0, — 2iS"(k;). . (50)

It now remains to derive specific expressions for S'(k;)
and S "(k,). This can be done easily by differentiating Eq. (45)
with respect to £, Noting that since |R (£ )| is approximately
unity, we have

S'lk;)=R'(k;)/iR (k). {51)
Now, by rewriting R (£} as

R=1-2F/(G+F), (52)
where

F= - (pp*/8,)81,0; + £as),

G = a|bz + a2b||
we obtain

a4, = ~S'lk)= z( lﬂ_) (53)

G+ F)G—F)/¢=x

and

S"k;)= — 2( M_)' . (54)

HG + FNG — F)/e-«,

Substituting for F and G into Eq. {53), we obtain the lateral
displacement of the reflected beam at or near the Rayleigh
angle. Since Fand G are functions of the frequency w, 4, will
also depend on w in a manner that may be seen from Eq. (53).
In the absence of the layer (h = 0), Eq. (53) yields the results
that are reported by Schoch.’

For the special case when the beam is incident at the
Rayleigh angle, £ = k, + ia, one finds that G (k,)~0 and
Eq. {53) reduces to the form

A, = ~S'tk,)= —2iG'(k,)/F(k,) (55)
Employing the expressions for F and G in the above equa-
tion, we obtain, after some algebraic manipulations and
reductions,
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4, = — (AP.;/P/)(’S)'lz(TfDI/Tlpz)» (56)
where

Cs=(cu /), r= (ch/cf)z’ g=lcx/c,, ),
S10 = [ po/VAo + 20)]'? = 1/¢)o,
S20 = (Pp/Ho)'? = 1/¢3,
By =py/p,, E0 =y + 20)/u,,
Py=s"~sl, Py =5 — 530,
T=(s—1)'72, T,=(s—q)'? T, =(r—s)'?
D, =165 - 4s(T /T, + T/T)—8TT, -8
= QI2T? + PEy/T + (2T} + Pyouo/T,),

D,=1- QE—()PI()(T_S/T|),
and

Q = 2hk,, = 2hw/c,, (57)
In the absence of the layer Eq. (56) reduces to
_ Yo (r(r—s))m(l + 65°(1 —q)—zs(s—zm)
ap, \sls—1) s—gq ’

5

(58)
which is identical with the results obtained by Schoch (see
also Ref. 12).

The dependence of 4, /A4 on the dimensionless frequen-
¢y Q for a specific set of elastic constants discussed later is
shown in Fig. 2. In addition to the explicit appearance of @in
Eq. (56), ¢, contains an implicit dependence on frequency
and layer thickness, which also modifies the behavior of
4./A . The correct value of ¢, as a function of Q is obtained
from Eq. (32). At Q = 0, corresponding to long wavelength
or small layer thickness, the valueof 4,/4 from Fig. 2is that
appropriate for the substrate material above, as verified in
Eq. (58). As the layer thickness or the frequency increases,
A,/A decreases towards the value predicted by Eq. (58) for
the material properties of the layer. In fact, one wouldn’t
expect the model to retain validity much beyond Q = 1, con-
sidering the approximation implicit in Eqs. (17}{19). How-

600
550 -
~<
~
[J
N
$00 1
N
\\
430 : ———r
00 10 20 30 40
Q

FIG. 2. Displacement parameter over wavelength plotted as a function of
the dimensionless frequency-thickness product. Elastic constants are ap-
propriate for a copper layer on stainless steel.
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ever, the results seem fairly insensitive to the assumption of
constant displacement across the layer, although we have
determined that the sensitivity can be strongly dependent on
the specific combination of properties of the layer and sub-
strate. In any case good agreement with experimental mea-
surements is observed up to @~1.5 (24 /4 ~0.25), as we
show in Sec. IV.

With the above results the integral of Eq. (44) may now
be evaluated. Following the procedure outlined in earlier
work,""* the reflection coefficient in Eq. (30) is approximat-
ed by a truncated Laurent expansion about £ = &, + i,
keeping only the first term. In this way we consider the influ-
ence of only the Rayleigh wave pole on the reflected field,
and, correspondingly, the final result will be valid only when
0, is at or near the Rayleigh angle. Since &, is constant, the §

.dependence of §, can be explicitly developed by a suitable
expansion of terms in Eq. (28). After a change of variable, an
application of the convolution theorem, and a contour inte-
gration around the upper half-plane, we obtain the final re-
sult for the wave potential of the reflected field at the Ray-
leigh angle

¢ ; = ¢w + ¢|w ’
where the subscripts sp and 1w stand for specular and leaky
wave, respectively. These two wave potential components of
the reflected field are given explicitly from the above analysis
by
2/.2
Buplx2) = — T, cjf( x*/a;)
J ma, cosb,
xexp[ik/(x sin@, — z cosh,)] (59)

and

b2l = —28,,[1 = 7 a, exp (Mericiria, ], (60)

where
y=a,/A, — x/a,, (61)

erfc(y) is the complementary error function, and a, is given
by Eq. (50} neglecting .S " (k,). It should be noted that apart
from a generalization which includes the z dependence, Egs.
{59) and (60) are identical to Bertoni and Tamir’s® result.
This fact indicates that the modification of the reflected field
due to the layer is contained entirely in the dispersive Ray-
leigh wavespeed c,, the displacement parameter 4, and the
dimensionless frequency Q. The model presented here com-
bines the new features that emerge in the layer case with
previous results to yield an accurate, yet analytic, expression
for the total reflected field.

il. EXPERIMENTAL PROCEDURE

Experiments in support of the theoretical development
of the previous sections have been performed to test depen-
dences on important parameters of the model. We have var-
ied the layer thickness, ultrasonic frequency, incident angle,
and transducer-interface separation distance in the course of
many measurements on several samples. For rapid data ac-
quisition and reduction an on-line computer is employed.

4990 J. Appl. Phys., Vol. 52, No. 8, August 1981

A. Sample preparation

The specimens used in these measurements are 302
stainless steel electroplated with high-purity copper. Both
surfaces of the stainless steel plates {30 X 100X 10 mm} are
machine ground to assure parallelism, then abrasively pol-
ished to a mirror finish. The side to be electroplated is pick-
led and nickel-activated to achieve good adhesion of the cop-
per layer. After electroplating, the plated surface is also
mirror smooth, occasionally interrupted by small pits ap-
proximately 30 um in diameter. Although the thickness of
the deposited layer is carefully controlled in the deposition
process, a separate measurement of thickness is made to con-
firm the estimate of the electroplating. We cut into the speci-
men at several places along its edges with a high-speed abra-
sive cutter to a depth of 2 or 3 mm. The exposed surface is
chemically etched with a weak acid solution to remove any
traces of copper smeared during the cutting operation. Then
each etched surface is examined with a cathetometer, and
the copper layer thickness is measured. Variations in the
readings are less than 5%, indicating a uniform layer.

To permit as detailed a comparison with theory as pos-
sible, ultrasonic velocity measurements of a representative
steel sample have been undertaken. We find for the longitu-
dinal wavespeed a value of 5.69 + 0.02 km/sec, while the
transverse wavespeed is 3.13 + 0.01 km/sec. These results
are within 0.5% of the quoted values for 302 stainless steel. '
A possible source of uncertainty is the wavespeeds of the
copper layers. Careless electroplating can lead to porous or
spongy films. Microscopic examination of our samples has
revealed no such problems. However, we have used litera-
ture values'® of 4.76 and 2.2 km/sec, where the transverse
wavespeed represents a 5% degradation of the value for bulk
copper at room temperature. The densities are 8.93 g/cm*
for copper and 7.9 g/cm?® for stainless steel.

B. Apparatus

Linear and angular transducer orientation is critical for
accurate comparisons with the theoretical model. Precision
linear positioning is accomplished through the use of trans-
lation slides mounted to the automated bridge of an ultra-
sonic inspection tank. Translational resolution of this sytem
is 0.02 mm. Angular alignment is performed by attaching 6-

TRANSMITTER

FIG. 3. Schematic of leaky-wave experiment. Transmitter is fixed, while
receiver scans along x axis. Dashed lines in reflected field indicate specular
reflection. Shaded regions contain most of the acoustic power. Null zone is
denoted by N and leaky-wave reflected field by L W

Nay!oh etal 4990




&

o’ -
20 RN AL N

# manipulators'® to the translation slides, and the trans-
ducers are connected to the manipulators through short(5-
cm) search tubes. Approximately 0.10° is the limit of angular
resolution. We measure the angles of incidence and reflec-
tion using a protractor with bubble level. The repeatability of
the angular settings is very good, while the absolute angular
accur - v is no better than + 0.25°. Care has been taken to
ensuiv that the transducer face is indeed perpendicular to the
stainless steel search tube on which the protractor rests,
The transducers used in these experiments are either
commercial wideband immersion-type transducers or spe-
cially designed Gaussian beam transducers. These latter are
based on an earlier design'” and consist of circular quartz
plate resonators 2.5 cm in diameter with the water-side elec-
trode completely covering one face, while the other face has
a strip electrode either 6.4 or 3.6 mm in width. This configu-
ration produces a beam whose amplitude distribution in the
transducer midplane, perpendicular to the strip electrode
accurately describes a Gaussian profile, as we have verified
in measurements at several frequencies. The Gaussian beam
1s essential since it corresponds to the incident beam profile
assumed in the theoretical model of the previous section. For
measurements to determine Rayleigh critical angles the
wideband immersion transducers have proven more
accurate.
Instrumentation for our mcasurements is fairly stan-
dard. All the data we present here have been collected by
exciting the transducers with long (50--100-usec) tone bursts,
which represent a quasi-cw excitation for which the theory is
valid. The rf signal is obtained from a stable, spectrally pure
source. It is gated with a diode switch to produce tone bursts
that are amplified and applied to the transducer through an
impedance matching network. The received signal is boosted
by a wideband preamp, then further amplified by a tuned
amp, and finally detected and filtered. The video signal is
processed with a gated, integrating amplifier whose aperture
may be set to a width somewhat exceeding that of the tone
burst or much shorter than the tone burst. A consideration
here is that the time delay between the transmitter and re-
ceiver signals is changing during the scan since the water
path is a function of receiver position. The choice of aperture
width depends on the type of transducer being employed.
For all measurements an independent calibration of the en-
tire receiver system is performed. This procedure corrects
for any nonlinearities in the gain of the amplifiers or video
detector. Data are acquired by fixing the position of the
transmitting transducer with respect to the sample and scan-
ning the receiving transducer across the reflected field, as
indicated in Fig. 3. At each point in the discrete scan, the
receiver comes to a complete halt, and the data point is read
directly into the memory of an on-line computer. Then the
receiver position is incremented automatically and the pro-
cess repeated.
C. Data analysis
Comparing the measurements with the theoretical

model of the previous section requires careful reduction of
the data. First, we correct the measurements on the basis of
the calibration mentioned earlier. Second, we need to deter-
mine the proper relationship between measured and calcu-
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lated quantities. Since the transducer voltage is proportional
to the particle displacement, let us express the rms acoustic
power per unit area in terms of the displacement

P, = pecw’ld|?,
where |d |? = |u|? + |w|>. This relation demonstrates that

the transducer signal is proportional to P 2. From Eqgs. (1)
and (2)

P, =pcl6b7* + |87 + 158717
= o’/ 2,16 I
Therefore, |¢ ;| ~ P ./, and we obtain the following propor-

tionality between wave potentials in Egs. (59) and (60) and
the transducer signal

Atr(x)z)~l¢sp +¢lw|‘ (62)
No attempt is made to compare absolute amplitudes, so the
data are simply normalized by matching the maximum am-
plitude of both curves. Third, uncertainty in the transducer-
specimen separation makes absolute position determina-
tions difficult, so we further operate on the data by shifting
the entire curve by a constant so that, once again, the experi-
mental and theoretical maxima have the same x coordinate.
Since 4, is reflected in the detailed shape of the amplitude
distribution curve, we lose no generality by this procedure.

(V. RESULTS AND DISCUSSION :

Measurements of the Rayleigh wavespeed in three dif-
ferent samples as a function of Q@ ( = 2hw/c,) are shown
along with the theoretical prediction in Fig. 4. The quantity
¢, is inferred by determining the Rayleigh angle with the
following procedure. We adjust transmitter and receiver in
Fig. 3 to the same angle, then vary the receiver position and
frequency until an absolute minimum in the null region is
achieved. Changing angles, the procedure is repeated. From
Eq. (56) the beam displacement parameter 4, decreases with
increasing frequency until the null region becomes indis-
tinct. Measurements at higher Q values may then be accom-
plished with a thicker layer. The three samples in Fig. 4 have

30
o CS 2 (Q4amm)
v~ s CS 3 (024 mm)
~
+ CS | (037mm}
28 ° e -
o ~
ao S~
& © ~
Cad o -
326 s
7] +a
N .- =
2 C‘A -~
b4 £y
6 24 4 Py
+ 8
22 ‘
!
20 , ]
00 10 20 35 40
Q

FIG. 4. Surface wave phase velocity plotied vs frequency-thickness prou-
uct. Solid line 1s approximate theory, while experimental data points for
three samples correspond to symbols indicated on graph. Typical error bars
shown for a representative point.
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FIG. S Reflected acoustic field amplitude plotted vs receiver position for
sample CS1 at 1.5 MHz. Points are experimental data and solid curve is
theary from Eq. (62).

progressively increasing layer thicknesses, spanning the re-
gion from @ = 0 to 3. A representative error bar indicates
the uncertainty in the data points. Good overlap between the
data sets lends confidence to the measurements, but the
theoretical curve begins to deviate seriously from the data at
about ¢ = 1.5. By Q = 3 this disparity has grown to 45% of
the range of ¢, (@ ). The size of this deviation has led us to try
to fit other theoretical results in the literature. From this
attempt we find that agreement between the approximate
model presented here and more complicated exact results is
strongly dependent on the specific material parameters of
the substrate and layer. In particular as the ratio of sub-
strate-to-layer wavespeeds increases, so does the observed
agreement. As mentioned earlier, however, the nature of the
assumption suggests that some deviation beyond

Q = 1(2h /A ~0.2) is not unexpected.

The amplitude distribution curve for sample CSl at a
frequency of 1.5 MHz is shown as a function of receiver
position in Fig. 5. These dat®# are recorded by incrementing
the x coordinate of the receiver transducer with the trans-
mitter in a fixed position as described earlier. The individual
points are the experimental data, while the solid curve is the
theoretical result from Egs. {59)~(62). In view of the disagree-
ment between the theoretical value of ¢, (Q ) and that inferred
from Rayleigh angle measurements, we have inserted the
experimentally derived c, into the expression for 4, from
Eg. (56) used to derive the theory curve of Fig. 5. Because of

TABLE 1. Experimental parameters.

signal averaging and system calibration, experimental un-
certainty in the signal level is no larger than the plotting
symbols in this and subsequent curves.
The features of the reflected field indicated schemati-
cally in Fig. 3 are apparent in a quantitative sense in Fig. 5.
First, near x = -~ 1.0 cm, a precursor peak appears, due to
the coherent sum of ¢, and &, from Egs. (59) and (60). At
higher values of receiver position near x = 1.5 cm, a larger
displaced reflection is observed, which arises mostly from
the leaky-wave term. Between the two peaks is the null re-
gion where phase cancellation reduces the signal amplitude
to near zero. Similar observations have been made in pre-
vious work.*® From x = — 3.0 to 3.0 cm agreement be-
tween the data of Fig. 5 and the theoretical prediction is
relatively good. The precursor peak height and location of
the null are fairly well predicted. Beyond x = 3.5 cm the
experimental trailing field decreases more rapidly than pre-
dicted. This occurrence, noticed in several cases, is probably
due to the finite y» dimension of the Gaussian beam, which is
only 20 mm long. When compared to an acoustic path length
of 160 mm, the assumption of y-independent incident beam
profile appears difficult to fulfill. We have determined the
incident acoustic beam half-width from measurements at
several frequencies with two transducers at varying separa-
tions. The wide transducer (6.4 mm) is used for generation,
whereas the narrower one (3.6 mm) is the receiver. Inserting
this estimate for a/2 into Eq. {50), we examine the theoretical
fit, adjusting a/2 by no more than 10% to achieve the best
effective width in light of the finite y extent of the transducer.
Additional parameters used in the theory are summarized
for this and subsequent curves in Table I.
Figure 6 displays the amplitude distribution for sample
CS2 for Q = 0.82. Here the solid-theory curve fits the data
points somewhat better than the previous example, although
there is still a tendency for the measured field to decrease
slightly more rapidly than the model calculation. In addi-
tion, we have plotted for comparison the reflecied ficld of the
same beam at the same angle of incidence and frequency for a
stainless steel sample with no layer present. Although the
layer is rather thin (24 /4 ~0.15), the effect on the reflected
field is quite pronounced. The dashed curve, consisting of
connected data points, indicates this field in Fig. 6. A small
residual beam displacement remains since we are less than 2°
from the appropriate Rayleigh angle for the stainless steel
surface (30.8°). Far from all critical angles, the only contribu-
tion to the expression in Eq. (62} is ¢, and the undistorted
beam would be centered on x = 0.
The reflected field of sample CS2 at @ = (.41 is given in
Fig. 7. This frequency is half of the previous value, and the
amplitude distribution is only slightly peiturbed from the

Figure Sample 2h (mm) Freq.(MHz) Q 0 (deg) 2mmi a/2(mm)

S CS1i 0.37 1.5 1.1 136 94.0 10.0

6 CSs2 0.14 30 0.82 325 700 S0

6 S 0.0 3.0 0.0 2.8 70.0 SO

7 CS2 0.14 1.5 0.41 s 70.0 XN

] Cs2 0.14 45 1.23 132 700 9.0
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FIG. 6. Reflected acoustic ficld vs receiver position for sample CS2 at 3
MHz. Experimental data are plotted discretely, solid curve is theory, and
broken curve is experimental data for no-layer case.

case for no layer where 8, equals the Rayleigh angle of the
steel substrate. Some disparity in both the precursor and
trailing field beam widths are evident again here. While the
null coordinate and precursor height are correctly predicted,
the position of the precursor maximum is slightly displaced.
Results at higher frequency with Q = 1.23 for the same sam-
ple are shown in Fig. 8. At an incident angle of 33.2° the
precursor peak decreases significantly in amplitude. The
maximum of the leaky-wave peak has moved nearer to the
origin, and at very high frequency or when a/A» 1, the phe-
nomenon approaches a simple displacement of the nearly

08 4

0.6 -

04 1

AMPLITUDE

0.2 1

40 .20 00 20 40 60 80
POSITION (CM)

FIG 7. Reflected field amplitude vs receiver position. Data are plotted
discretely and solid curve is theory.
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FIG. 8. Reflected field amplitude vs receiver position. Data are plotted
discretely and solid curve is theory.

Gaussian reflected beam, as predicted by Schoch? and later
theoretically confirmed® for wide beams. Eventually, 4,
goes to zero for very large a/A, and specular reflection
results.

Although the comparison between the experimental
data and the theory developed in Sec. II of this paper is rea-
sonably satisfactory, some discrepancies do exist. These
have been cited in the presentation of the data as they have
appeared. Reviewing Figs. 5-8, we see that the most com-
mon difficulty occurs in the width of the reflected beam,
particularly the leaky-wave and trailing-field portions. Since
the experimentally realizable transducer is not a very good
approximation to the two-dimensional beam assumed in the
theory, some disagreement may be expected. We have fur-
ther determined in the course of these measurements that
transducer alignment is critical. The maximum sensitivity
direction of both transducers must lie accurately in a plane
perpendicular to the fluid-solid interface. This procedure en-
sures that y-axis sidelobes do not interfere with the signal
and that the receiver senses uniform, simultaneously arriv-
ing wavefronts.

As a first-order theory for acoustic reflection at fluid-
solid interfaces loaded by a thin layer, the model we present
here is quite adequate, particularly in the region 0< 1. How-
ever, several shortcomings should be pointed out. The calcu-
lation of ¢, as a function of @ is prohibitively complicated.
Expanding Eq. (32) and collecting coefficients of powers of
the Rayleigh wavespeed reveals a characteristic equation
which is 40th order in ¢, . Instead of proceeding in this man-
ner, we have solved Eq. (32) implicitly for ¢, by noting that
the equation is only second order in Q. The difficulty with
this method is that we know an exact complex solution for
Eq. (32) at only one value of Q, namely Q = 0. Developing a
functional dependence of Qc,) for @ > 0 requires assump-
tions concerning the behavior of ¢, in the complex plane.
Fortunately, we are aided at this point by the fact that
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Imic,)/Refc,) €. implying that these assumptions do not se-
riously affect the resuits. A more general approach, howev-
er. would be needed to climinate this problem and produce a
result in better agreement with the duta. Additional limita-
tiouns are the assumption of the Gaussian beam profile and
the intrinsic two-dimensionality of the analysis. The first of
these could be circumvented by evaluating the reflected field
numerically,'” but expanding the analysis to three dimen-
sions would be a very significant complication.

In conclusion, we have developed an approximate mod-
el for acoustic reflection at the Rayleigh angle from a fluid-
solid interface in the presence of a thin solid layer based, in
part, on previous calculations.**'* We have shown in detail
how key parameters in the model are derived and how the
presence of the layer modifies the calculation. At each stage,
we examine the limiting behavior as the layer thickness van-
ishes, and we show the results for the no-layer case are recov-
ered. In addition, we present experimental results on reflect-
ed field amplitudes of three samples of differing layer
thicknesses and at values of the dimensionless frequency Q
from 0.41 10 1.23. Comparison between the experimental
data and our model indicates reasonably good agreement
over this range of Q.
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LFAKY RAYLEIGH WAVES AT A LAYERED HALFSPACE-FLUID INTERFACE

D. E. Chimenti

AFWAL Materials Laboratory
Wright-Patterson AFB, Ohio 45433

ABSTRACT

Experimental and theoretical results on the
nonspecular reflection of finite acoustic beams
incildent at and near the Rayleigh angle onto a
fluid-solid interface in contact with an elastic
layer are presented. Measurements with Gaussian-
shaped acoustic beams have been performed on the
reflected field amplitude distribution and
surface wavespeed dispersion for loading and
stiffening layers where the fluid medium is
water, It is shown that existing theory can be
utilized to explain the results by constructing
and solving boundary condition equations for the
Rayleigh wave pole appropriate for the lossless
layered half-space with the fluid. Good agree-
ment with the exact treatment is observed in most
aspects of the measurements. In the model calcu-
lation the imaginary part of the Rayleigh wave
pole is found to display an unexpected maximum
at a value of laver thickness over wavelength
where the real part corresponds nearly to the
transverse wavespeed in the layer.

INTRODUCT1ON

Nonspecular reflection of finite-aperture
acoustic beams at a liquid-solid interface occurs
when incidence at or near the Rayleigh critical

angle 6 _ (= Sin -1

cf/cr) favors the generation
of surface waves at the interface. Rapid reradia-
tion of the suface-wave energy into the liquid
results in a lateral shift of part of the reflected
beam and leads to a redistribution of acoustic
amplitude in the reflected field. The distortion
of the reflected beam is generally manifested as

a bimodal amplitude distribution consisting of a
the superposition of the specular component and
the leaky wave with its trailing field. 1If
conditions permit, a zone near the center of the
distribution develops where the amplitude is
suddenly very small, due to phase cancellation of
the component fields. The situation is illus-
trated in Fig. 1. The dashed lines indicate the

A. H. Nayfeh*

Systems Research Laboratories, Inc.
Dayton, Ohio 45440

specular reflection, while the components of the
leaky-wave field are represented as shaded regions.
A weak trailing field caused by the decaying
surface wave persists beyond the leaky-wave maximum

for several attenuation lengths.

TRANSMITTER RECEIVER

N w

Figure 1 - Leaky-Wave Schematic. Shaded Regions
Contain Most of the Power. The Null
Zone is N, and LW is the Leaky Wave.

This problem has been investigated fairly

extensively, both experimem;allyl_7 and theor-

etically 6-8, for reflection at the interface of a
liquid and homogeneous solid. The additional
complication we consider here consists of a solid,
elastic layer of differing material in welded
contact to the solid. It has been shown9 that in
the presence of a layer the Rayleigh wave velocity
is dispersive, varying as the ratio of acoustic
wavelength to layer thickness. While the additional
effect of the liquid only slightly perturbs the
Rayleigh velocity on the composite solid, the
damping portion of the wavevector is strongly
dependent on the presence of the liquid and is also

dispersive. We demonstrate that the approximate
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:; analysis carried out prcvlnusly8 for the homogen~ parameter defined by Schochl are obtained immediately.
\ cous solid can be extended to (nclude the case " w/Re (I,p) (la)

- of the ltayered saltd by solving the expanded A = 2/1m (1), (3b)

.: characteristic equation for the kd-dependent s p
1 ;: Raylelgh wave pole. Experimental measurements where gp ls the Rayleigh wave pole. With this

f\ . are presented {in conjunction with the calculations. {nformation the theoretical model of Bertoni and
:}‘ Tamir8 can be extended to include the case of
) . Theoretical Summary layered substrate. The variation of gp as a function

.:, of Q(-ktsd) in the complex plane is shown in

::j The plan here is to express the acoustic Fig. 2. At intervals of 0.5 a plotting symbol

;:z waves in the three media, solid, layer and ::::a;s, :::1:::::ict::n::;zzzve rate of change of Ep
* e liquid, by their wave potentials combined with ) employed here are
( the appropriate phase factors. Requiring the appropriate for a copper layer on stainless steel.
jﬁ: wave potentials to satisfy plane-strain boundary For the loading layer the Rayleigh wavespeed of the
f:‘ conditions leads to a system of linear equations composite structure decreases monotonically from Q=0
{ :: for the wave potentials In terms of the frequency, to Q>>1, where the plotting symbols cluster as

::: layer thickness, and material properties of the minimal further change occurs. A maximum in the
three media. The formal solutions are of the attenuation occurs near @=2.2, at which point Im (Ep)
[ form: s significantly larger than the values at either of
::f os - °g[ exp (“13 z + 1n) (1a) the limiting points of Q. This non—mPnotonic aspect
i;; v =y oxp (15 e+ tn) (15 of the leaky Rayleigh wave attenuatéon is absent

By . s -3} ts ’ from our earlier approximate model. An interesting

where ¢ and ¢ are amplitudes of the longitudinal

( and transverse waves, respectively. Subscripts 0 06

:?? 1 and 2 refer to incident and reflected waves.
‘:i‘ The wavevectorzcompo;e;ts are given by w
k7 g = (kig = &) (2a)
" kg = Wieg), (2b) 1

;,:.. where a = £,t for longitudinal and transverse w0041

:{, components and 8 = f,o,s for fluid, layer, and E

){ solid, respectively. The circular frequency is w, <(

::: caB i3 the appropriate acoustic bulk velocity, g

.“ and n = £x - wt. The invariant x component of ;

~ the wavevector is £ = k. sin 8, where 8 is the — 0.02 1

:; incident angle. Combining (1) with the usual

:? boundary conditions imposed on the displacements
.\} and stresses yields a seventh order system of

s . equations. The characteristic equation is

’i solved by a Newton-Raphson method. To insure that 0.00 — —— : —
?-:. it {terates to the desired root, the routine is 2 22 2.4 26 28 3
::E:' seeded with an approximate solution of a simpler REAL ¢

:;: case, the one for which the density of the

'i? liquid vanishes. Once the root is found, the Figure 2 - Rayleigh Wave Pole Loci vs Q for Copper

on Stainless Steel.

Rayleigh wavespeed and the beam displacement

By N 4 \‘
e
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correlation exists between the occurrence of the
maximum in Im(cp) and the transverse wavespeed

of the subsatrate. At Im(cp)mnx the real part of
the wavevector assumes the value of Re(f )= W/cts'
The limiting poilnts of Im(EP) in both models,
however, correspond to the values appropriate

for the substrate and layer materials alone.

For a layer having stiffer elastic constants
than the substrate, the situation changes. Omnly
a single surface-wave mode is present, and its
wavespeed is limited by the transverse wavespeed
of the substrate, as described by others.g’10
Figure 3 gives the variation of Ep as Q changes
from zero at the upper right to 1.8 at the
lower left. The range of L is restricted to
less than 10% of Ceg® while Im(gp) decreases
toward zero as the cutoff value of Q is approached.
The implication from Eq. (3b) is that the beam
displacement parameter As increases rapidly near
the cutoff, and this behavior strongly influences
the reflected field amplitude.

cl4
s
> e
o /
< 22 -
< L
< el
< .
=
- 'l

Gl

2 2.2
REAL ¢

Figure 3 - Rayleigh Wave Pole Loci vs Q for
Chromium on Stainless Steel.

78

Results and Discussion

Since the analytical nodel8 we have employed in
part of our calculations assumes a Gaussian distri-
bution for the incident beam profile, we use specially
designed transducer elements which approximate the
two dimensional profile of the calculation. Samples
used in this study are stainless steel plated with
either copper or chromium. The elastic constants
0e = 5.69km/s, Ce ™ 3.1,
o 2.3, Po ™ 8.9 (cop?er),

used in this model are: ¢
Lo = 4.76, <,
Co ™ 6.6, Ceo” 4.0, Py = 7.2 (chromium). Further
details concerning the experimental arrangement are

Pg = 7.9, ¢

given elsewhere.

32

o Exp

Theory

CR(KM /SEC)

8

Figure 4 - Rayleigh Wavespeed vs Q for Chromium on
Stainless Steel.

The dispersion of the phase velocity for a
chromium layer on stainless steel is given in Fig.
4. Several samples of differing layer thickness
allow the entire range of Q to be covered. The
trend of the data is fairly well represented by the
theoretical curve. At the predicted cutoff, how-

ever, the observed behavior deviates from the model.

Instead of extinguishing sharply at the value of Q

corresponding to c, - 2,1km/8, a leaky wave persists

up to about 1302 of this cutoff Q, probably due to

the finite angular spread of the measuring beam.
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The theoretical curve of Fig. 4 is, of course,
derived from the plane-wave reflecticn coefficient.
Figure 5 gives an example of the reflected fileld
amplitude distribution for a chromium layer on
stuinleas srteel. The frequency is 5.5 MHz and
the anple of incidence ts 29°. With a layer
thickness of 0.135 mm, the corresponding value
of Q 18 1.51. For x>2 cm, the predicted leaky
wave appears much stronger than the measured
amplitude. Closer to the cutoff angle, the beam
displacement parameter increases quickly, as
inferred from Fig. 3, and the leaky-wave peak
stretches out and decreases in amplitude, even-

tually leaving all the power in the specular

component.
! ¢ Ex
? N P
$ _
H ) Theory
s / ol
3 \
V] l d
S ! .
= r \
3 .
a ! \
= . \
a4 a i
: ! hd
1S . \
e - N\
$2 / _ .
L] » L]
{c . .0. - ~ -
-4 -2 € 3

: 2 s
POSITION (CM)

Figure 5 - Reflected Amplitude Distribution for
Chromium Layer.
Better agreement between experimental results
and the model is observed in the data of Fig. 6.
These data correspond to a frequency of 3 MHz
and an incident angle of 32.5° for a copper layer
on gstainless steel. Here, the tail of the pre-
dicted leaky wave follows the data quite well.
Acknowledgements
The authors wish to express their thanks to
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these measurements.
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Leaky Rayleigh waves on a layered halfspace

AFWAL Materials Laboratory, Wright-Patterson Air Force Base, Ohio 45433

A.H. Nayfeh®
Sysiems Research Laboratories, Dayton, Ohio 45440

D. L. Butler®
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Experimental and theoretical results on the nonspecular reflection of finite acoustic beams
mcident at and near the Rayleigh angle onto a fluid-solid interface loaded by an elastic layer are
presented. Measurements with Gaussian-shaped acoustic beams have been performed on the
reflected field amplitude distribution and surface wave speed dispersion in copper-loaded
stainless-steel specimens where the fluid medium is water. It is shown that existing theory can be
utilized to explain the results by constructing and solving boundary condition equations for the
Rayleigh wave pole appropriate for the lossless layered halfspace with the fluid. Excellent
agreement with the exact treatment is observed in most aspects of the measurements. In the model
calculation the imaginary part of the Rayleigh wave pole is found to display an unexpected
maximum at a value of layer thickness over wavelength where the real part corresponds nearly to

the transverse wave speed in the layer.
PACS numbers: 43.20.Fn, 43.30.Dr, 62.30. + d

i. INTRODUCTION

Investigation of reflection phenomena of bounded
acoustic beams incident upon a fluid-solid interface at or
near the Rayleigh angle has received considerable atten-
ton.''* Experimental demonstrations have indicated the
possible utility of these Rayleigh-angle phenomena in the
detection of surface'® or subsurface'’ defects. Since practical
inspection situations might also include the presence of an
elastic layer of dissimilar material bonded to the solid, analy-
sis of this problem is of some interest. The phenomenon con-
sists of resonant energy transfer between the longitudinal
wave in the liquid and a Rayleigh-type wave on the solid-
liquid interface. At the Rayleigh angle 8,, wave fronts of the
incident longitudinal wave propagate along the interface at
the surface wave speed strongly exciting a surface wave. This
surface excitation differs from a classical Rayleigh wave in
that it is effectively damped at about 0.5 dB/wavelength by
the presence of the liquid through an inverse process to the
one described above, the energy reappearing in the liquid.
Since the energy “‘leaks™ into the fluid, the excitation has
been termed a *'leaky™ wave. The result, depending on the
exact values of the beam diameter and wavelength, is an
apparent shift and distortion of the reflected field of a finite-
aperture acoustic beam. The addition of an elastic layer
changes the propagation characteristics of the Rayleigh
wave. We have recently undertaken a model calculation'® of
the reflected field of a bounded beam for the special case of a
thin layer. In that paper it is shown that for ratios of the layer
thickness to the Rayleigh wavelength larger than 0.3, signifi-
cant disparity between the approximate theory and experi-
mental measurements is observed.

“Consultant. Permanent address: Dept. of Aerospace Engineering and Ap-
plied Mechanics, University of Cincinnati, Cincinnati, Ohio 45221.
"Present address: EDS Nuclear, Inc., Norcross, Georgia.

170 J. Appl. Phys. §3(1), January 1882

The current paper presents an exact model calculation,
supported by experimental measurements, of bounded-
beam reflection from a fluid-solid interface loaded by an
elastic layer of any thickness. We combine elements of both
an approximate model® and an exact calculation to yield an
accurate result for the reflected field of a finite-aperture
beam. Our result is valid for any value of the layer-thickness-
to-wavelength ratio, subject to the provision that the acous-
tic absorption in the elastic materials is small. The approach
consists of setting up the usual simultaneous equations de-
rived from the continuity conditions for the reflected field,
then locating the leaky Rayleigh wave singularity in the
plane of the complex wave vector by numerical methods.
Once the pole coordinates are known to sufficient accuracy,
the analysis proceeds along the lines of previous approxi-
mate calculations,® yielding the amplitude distribution of
the reflected acoustic field. We have verified the accuracy of
these results by direct numerical evaluation®*'° of the Four-
ier integral corresponding to the reflected field. Since a fin-
ite-aperture beam can be represented by a superposition of
plane waves, the spectral components of the reflected field
are given by the product of the k-dependent reflection coeffi-
cient and the Fourier-transformed incident beam. The real-
space reflected amplitude distribution is then the inverse
transform of that product. This representation cf the reflect-
ed acoustic field forms the basis of most of the calculations,
exact or approximate, which have been performed on this
problem and constitutes the Fourier integral mentioned
above. Although numerical evaluation of this integral is at-
tractive because it permits the consideration of a variety of
beam profiles, we have not used it extensively. Its disadvan-
tages are its numerical complication and the tendency of
computer algorithms to conceal the role of the various pa-
rameters in determining the reflection properties.

In measurements of the Rayleigh wave speed we find
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FIG. 1. Coordinate geometry.

excellent agreement, within experimental uncertainty, with
theoretical results for this quantity deduced from the behav-
ior of the reflection coefficient in the complex plane. Our
measurements extend over a range of frequency from 1.5-6.0
MHz and layer thickness of 0.14-0.37 mm. Good agree-
ment is also observed in comparisons of measured and calcu-
lated acoustic amplitude distributions in the reflected field,
both near and at the Rayleigh angle. Section 11 covers the
derivation of essential theoretical expressions, a summary of
the experimental technique is given in Sec. 111, and we pre-
sent our results and analysis in Sec. V.

Ii. THEORY

Let us postulate an elastic layer of thickness d overlay-
ing and in welded contact with an elastic halfspace of differ-
ing material. Also in contact with the elastic layer is a semi-
infinite fluid medium, as shown in Fig. 1. The coordinate
system is chosen with the layer-substrate interface in the x-y
plane. Therefore, the substrate extends from 0 <z < oo, the
layer from — d<z<0, and the fluid from — 0 <2< —d.
We establish the convention that the field variables and
properties of the fluid, layer, and substrate will be identified
with the subscripts £, o, and s, respectively. The analysis is
limited to two dimensions by assuming that all particle mo-
tion is confined to the x-z plane.

For each of the media, the potential functions @ and ¥
are introduced, corresponding to longitudinal and trans-
verse wave motion, respectively. Formal solutions of the
ficld equations are combined with the proper interfacial con-
tinuity conditions to yield boundary condition equations
which are solved for the amplitudes of the wave potentials.
The potential functions @ and ¥ are related to the particle
displacements and stresses by

u = (9P /dx) — (3Y /3z), (1)
w = (0P /3z) + (OV¥ /Ix) (2)
&’ Je aFv
=(A A 3
ou =W +2) Tt Y 2 Ixdz G
171 J. Appi. Phys., Vol. 53, No. 1, January 1982

g

A

Ixdz + ax’ az’

Here u and w are the x and z components of the particle
displacment, and A and y are the Lame constunts which are
related to the longitudinal and transverse wave speeds
through

2 2 2
;=l‘(28¢ F v (7'!’). @)

= ulp, ¢ plp, ()
where o is the mass density. Fellowing our notation, solu-
tions of the field equations must satisfy the interfacial con-
tinuity conditions

U S U, W, =W, Oy =0y, Oppe =0, atz=0,

(6)

W, =W, Oy, =0, Oy, =0 atz= —d. 7

The reflection coefficient for an acoustic wave incident
from the fluid onto the layer is determined by solving the
boundary condition equations which result from substitu-
tion of the formal wave-potential solutions into Egs. (6} and

(7). These formal solutions for the incident and reflected
wave potentials in all three media are

D, =9, exp iz + in) (8a)
V. =y, explic, +2z +in) (8b)
Po = eXp (4,2 + in) + &, expl - i5,,z + in), (Ya)
Vo=, exp i,z +in)+ ¥, exp— (i,,z + in) (9b)

D, =@, exp [iEdz +d)+in]
+é,exp [ —ilz+d)+in], (10)
where ¢ and ¢ are unknown amplitudes, and the subscripts 1

and 2 refer to incident and reflected waves, respectively. The
wave vector components are given by

San = (k iy~ £3)"7,

(11)
kaﬂ = w/ Copts

wherea = /. tand B = f, 0, 5; w is the circular frequency, and
7 = £x — w!. The invariant x component of the wavevector
is just

&=k, sing,

where @ is the angle of incidence. For the fluid there can be
no ambiguity concerning mode, so the wave properties are
denoted by a single subscript. Substituting from Eqs. (81{10)
into Egs. (1)~(4) and applying the interfacial continuity con-
ditions [Eqs. (6) and (7)] we obtain, after some algebraic re-
ductions, the following system of linzar equations [see Eq.
(13)] where

;ali = ;llﬁ/é.o
w=wd/c, =Qc,/c,iie,Q=wd/c,, (12)

By =Ho/p,.
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Here, ¢, is the dispersive Rayleigh wave speed, and u, is fluid present. However, info_rma?ion on the peam displace-
the shear modulus of the substrate. The reflection coefficient ment parameter 4, is contained in the imaginary part of the
is defined as the ratio of the reflected wave amplitude in the wave vector, and so long as p, = 0, the solution of det
fluid to the incident amplitude, A7 = 0 for the lowest surface wave mode will be entirely

R=¢,,/¢ (14)  real The reflection coefficient exhibits a singularity in the

RGN complex plane corresponding to the generation of Rayleigh
Asaninitial condition weset ¢, = 1andsolveford,, inEq.  waves at the fluid-solid interface. Solving the general equa-
(13) by Cramer’s Rule. If the layer thickness vanishes, we
recover the reflection coefficient of a simple fluid-solid inter- 10
face.'® Similar calculations of the dispersive Rayleigh wave- |
speed in the absence of the fluid are given by Achenbach and |
Keshava® and Farnell and Adler.*' The case of a fluid-solid ]
interface with no layer is treated in detail by Mott,?? and
Auld*! gives a perturbation solution for this case.

The Rayleigh wave speed ¢, and the beam displacement i
parameter 4, can now be determined by examining the be-
havior of R (£ ) in the complex plane. Expressing the determi- E
nants in the solution of Eq. (13) by their Laplace expansions 2

e on the seventh column, we obtain i
o R = detd,,/ det A (15) “g’ 0o .
'2-,': Pl det A7 + pchdet 437 (16) 5
= — N -
2 PG det AL —pcidet AT &
'~$‘_‘ where det A4 is the determinant of the coefficients in Eq. (13),
:f.' and det &, is the Cramer’s Rule substitution of the vector -0s}-
::': on the right-hand side of Eq. (13) into the column corre-
g sponding to ¢,,. The notation det 4 ¥ indicates the minor of
e’ order n reduced from the (i) element of 4. A Rayleigh wave i
exists when the denominator in Eq. (15) vanishes.'® If there is
no fluid present (p, = 0), the condition det 4 = O reduces to 1o
det A4 {7 = 0 by inspection of Eq. (13).

The latter condition yields a wave speed which differs FIG. 2. Real and imaginary parts of the reflection coefficient as a function of
very little (~0.1%) from the more general solution with the incident angle for a layered substrate where Q = 3.
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tion is equivalent to finding this Rayleigh-wave pole. In their
analysis Bertoni and Tamir® develop the reflection coeffi-
cient in a Laurent expansion, keeping only the most signifi-
cant term. We have used the implied analyticity of R in the
vicinity of the pole to eimploy a Newton-Raphson technique,
generalized for functions of a complex vartable, to locate
numerically the appropriate zero of det 4 in the complex &
plane. The Newton-Raphson routine is seceded with an ap-
proximate solution of det 4 ;7 = 0, which insures rapid con-
vergence to the desired root. Figure 2 demonstrates the rapid
variation in the real and imaginary parts of R (¢ ) along the
real £ axis near the Rayleigh angle. Since [R | = 1, this vari-
ation implies a rapid change in the phase angle of the reflect-
ed wave, and this phase reversal manifests itself under suit-
able conditions as a null region observed in the reflected
field-amplitude distribution.

The loci of £, in the complex plane is shown in Fig. 3.
To isolate the effect of the layer, the frequency is separately
held constant. With this constraint the pole coordinates dis-
play a 509 variation in Re(£, ) and a 200% excursion in
Im(£,) as the dimensionless parameter Q progresses from
Q = 010Q == 6. Re and Im refer to real and imaginary parts,
respectively. Each interval of 0.6 in Q is denoted on the curve
in Fig. 3 by a plotting symbol. From these, a qualitative esti-
mate of the speed of variation of pole coordinates as a func-
tion of Q can be made. The most rapid change appears to
occur between Q = 1.2 and Q == 1.8, and it would be in this
regime where the refiected field is most sensitive to differ-
ences in film thickness. As Q) increases beyond 3, the pole

.10

0O Q«06n

008

0.06

IMAGINARY §

0.04 |-

0.02

0.00 — U Y S U S W G S SV Y P B T
20 22 24 26 28 30

REAL ¢

FIG. 3. Caiculated Rayleigh wave pole trajectory in the complex £ plane as
afunction of Q. Plotting symbols are placed at integral multiples of @ = 0.6
from Q = 010 6.0. Relative rate of change of §, as a function of Q is indicat-
ed by the spacing between plotting symbols.
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moves very little, indicating that the layer dominates the
elastic behavior of the leaky Raylcigh wave past this point.
Another interesting feature is that the attenuation reaches a
maximum near Q — 2.2, which is significantly larger than
the value at cither of the limiting points of Q. Thereafter Im
(&,,) decreases to the value appropriate for the layer maierial
alone. This nonmonotonic aspect of the reflection coeflicient
is ubsent from the approximate model'™ and appears only in
the exact treatment. :

From the result of the pumerical procedures to find the
Rayleigh wave pole£,, we obtain the Rayleigh wave speed ¢,
and the beam displacement parameter 4.,

¢, = w/Rel§,), (17a)
4, =2/Im(£,). (17b)

The latter definition follows from Schoch’s original analysis
of the problem.'” These two quantities in Eq. (17) together
with the beam width at the interface and the interface-to-
receiver distance completely specify the solution, as given by
Bertoni and Tamir.® Although their analysis is approximate
and rests on an assumption concerning the acoustic beam
profile, it is rather accurate, as we have verified by direct
numerical evaluation of the reflected-field integral. More-
over, it has the advantage of being a closed-form expression.
Figure 4 shows the displacement parameter 4, normal-
ized by the acoustic wavelength in the fluid as a function of
Q. The clastic constants are appropriatce for copper on stain-
less steel.” The quantity 4 /2 is not explicitly frequency
dependent and would be a constant at all frequency if the
layer were absent. The strong dependence of 4, /4 on Q,
particularly between Q = 0 and Q = 2, indicates the sub-

60
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O- A Ly il i —i " i
o) 1 2 3 4 -] ]

FIG. 4. Beam displacement parameter normalized by acoustic wavelcngth
in the fluid as a function of Q, as calculated from Eq. (17b). Minimum
approximately coincides in Q@ with ¢,{(Q) = ¢,,.
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stantial effect of the layer on the leaky wave. Within this
range the film thickness increases from d = 0 to d~0.34,.
For Q =0o0r O»1, 4, assumes limiting values correspond-
ing respectively to a halfspace of the substrate material alone
or the layer material alone, as calculated from Schoch’s ex-
pression.' The minimum in 4,/4 observed near @ = 2.2
mirrors the corresponding feature from Fig. 3. Some insight
into the origin of the minimum may be achieved by consider-
ing the value of ¢, at which it occurs. From Fig. 3 it is seen
that the extremum in Im(£,) corresponds to a Rayleigh wave
speed within 1% of the transverse wave speed of the layer. If
¢,, is altfowed to vary in the calculation, the value of ¢, corre-
sponding to the extremum in Im(£,) follows the layer trans-
verse wave speed fairly accurately. Another way to state this
is that the Rayleigh angle at the critical value of Q very near-
ly equals the critical angle for transverse wave propagation
in the layer material. This transverse wave cannot have a net
energy flux in the positive z direction since the transverse
wave speed of the substrate is larger than ¢, at @ = 0. While
wce can suggest no specific mechanism to explain the maxi-
mum of Im(£,), the correlation with ¢, is probably
significant.

The real part of the Rayleigh wave pole contains the
dispersive propagation constant, as indicated in Eq. (17a).
The value of the calculated Rayleigh wave speed as a func-
tion of @ is shown in Fig. 5 together with the experimental
results on three samples of copper-coated stainless steel. Dif-
ferent film thicknesses are denoted by different plotting sym-
bols. Data are collected by searching for the characteristic
minimum®"* in the reflected field distribution which indi-

30

o O.i4mm

C, (KM/SEC)

20 b

FIG. 5. Rayleigh wavespeed vs Q for different thicknesses of copper on
stainless steel, indicated on figure. Experimental uncertainty is denoted by
the sample error bars. Solid curve is model caiculation from Eq. (17a).
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cates the Rayleigh angle. Further experimental details are
given in Sec. III. Within the error limits indicated in Fig. 5
agreement with the theoretical model is quite good from

Q = 0to Q = 3, where the Rayleigh wave speed has nearly
reached the asymptotic value appropriate for the elastic
properties of the layer. Similar results for samples of cadmi-
um and zinc on iron have been observed by Luukala and
Hattunen®*** using a slightly different, but related, tech-
nique. Their analysis follows along the lines of other theo-
retical treatments,?™?' where the effect of the fluid has been
neglected. In that case the lowest order Rayleigh wave singu-
larity will fall on the real axis, as indicated earlier, and, there-
fore, the beam displacement parameter in the fluid cannot be
found by this calculation.

). EXPERIMENTAL DETAILS

Dependence of the important parameters in the theo-
retical model have been examined by performing a series of
experiments on several samples of stainless steel loaded by a

-layer of copper. The copper is electrodeposited onto the pol-
ished stainless-steel substrate material to a controlled thick-
ness, which is checked independently after deposition by use
of an optical cathetometer. We have measured the ultrasonic
velocities of the substrate material and found the values to be
within 0.5% of the established results for 302 stainless
steel.?® The values of the remaining physical constants used
in the calculations are recorded in Ref. 27.

The apparatus we employ in these measurements con-
sists of an x-y bridge supported over an ultrasonic inspection
tank. This system is capable of precision linear positioning
and automated, computer-controlled stepping. The transla-
tional resolution of our bridge is 0.02 mm. Angular adjust-
ment is achieved with two-angle manipulators attached to
the translation frame. These permit a resolution of 0.1°,
while the absolute accuracy is + 0.25°.

Since the theoretical model® we utilize to fit the ampli-
tude distribution curves of the next section is based on the
assumption that the incident acoustic beam has a Gaussian
profile, we have employed specially configured transducers
designed to fulfill this requirement. They are based on an
earlier design®® and consist of circular quartz plate resona-
tors 25 mm in diameter with the fluid-side electrode com-
pletely covering one face, while the other face has a strip
electrode 6.4 mm in width. This arrangement produces an
acoustic beam whose amplitude distribution in the trans-
ducer midplane, perpendicular to the strip electrode accu-
rately describes a Gaussian curve.

Data collection in these experiments has been accom-
plished by er«iting the Gaussian-beam transducers with
long (50-100 usec) tone bursts which represent a good ap-
proximation to cw excitation. A continuous rf signal source
is gated with a diode switch to produce tone bursts that are
applied to a linear power amplifier, then sent through an
impedance matching network to the transducer. A low-
noise, wideband preamp on the detection side following a
second matching network enables the signal to drive a long
coax line to a tuned amplifier and video detector. The detec-
tor output is smoothed by centering the aperture (5 usec in
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duration) of a gated integrator on the received signal, using
an integration time constant of about 0.5 sec. The sensitivity
of this system is about 100 nV, although this level of sensitiv-
ity is seldom needed. An independent calibration of the sys-
tem after each measurement insures that nonlinearities in
the amplifiers or video detector can be compensated for in
the data reduction.

The amplitude distribution curves are acquired by fix-
ing the position of the transmitter with respect to the sample
and scanning the receiver stepwise across the reflected field
parallel to the sample surface. In comparisons between ex-
perimental and theoretical amplitude distributions the x co-
ordinates of the curve maxima have been chosen to be equal.
This procedure simplifies the measurements and does not
seriously affect a critical comparison between experiment
and theory, since the displacement parameter also influences
the shape of the distribution. In addition, we perform rela-
tive measurements and therefore constrain the magnitude of
the distributions to be equal at a single point, usually the
absolute maximum corresponding to the leaky wave peak. A
more complete description of the experimental technique
can be found elsewhere. '

IV. RESULTS

The reflected acoustic field amplitude distribution for a
2.5-MHz bounded beam incident on a steel substrate loaded
by a copper layer is shown in Fig. 6. Experimental points are
indicated »y the open circles, and the solid curve is the model
calculation. Data are collected by fixing the position of the
transmitting transducer and scanning the receiver in the x

o8}

06 |-

AMPLITUDE

os |-

0.2

POSITION (CM)

FIG. 6. Reflected field amplitude distribution as a function of receiver posi-
tion at a frequency of 2.5 MHz and an incident angle of 37.5°. Layer thick-
ness is 0.37 mm, and Q = 1.86. Solid curve is theoretical prediction, and
open circles are data.

175 J. Appl. Phys., Vol. 63, No. 1, January 1882

o8-

0.6 |-

AMPLITUDE

osf

Q
o
o
o2} °
[»]
(]
[+]
<

0.0 b U T S S

POSITION (CM)

FIG. 7. Reflected field amplitude distribution as a function of receiver posi-
tion at 2.5 MHz and 0.2° below 8,. Layer thickness is 0.14 mm, and
Q@ =0.68. Solid curve is theory, and open circles are data.

direction across the reflected field. The receiver is halted at
each point in the scan so that the response time of the gated
integrator does not affect the amplitude. From Fig. 6 we see
that agreement between the model calculation and the ex-
periment is rather good. The shapes of the displaced leaky-
wave beam and the remnant specular reflection to the left of
x = O are both accurately reproduced by the theory. In addi-
tion, the model predicts the relative peak heights and separa-
tion to within experimental uncertainty, represented by the
size of the plotting symbols. Some disparity, however, can be
noted in the tails of the distribution, where diffraction ef-
fects, perhaps caused by the finite y extent of the transducer
together with a small misalignment, appear in the data. Also,
the degree of cancellation of the specular reflection and leaky
wave in antiphase near x = 0 predicted by the model is less
than that observed experimentally. For the data of Fig. 6, the
dimensionless parameter Q is 1.86 (4, /d = 2.6), close to the
point of maximum attenuation from Fig. 4. The fact that our
model, augmented by the calculation along the lines of Ber-
toni and Tamir, accurately predicts most features of the
data at a midrange value of Q tends to confirm the validity of
this approach.

Figure 7 shows the results for a different sample of cop-
per-loaded stainless steel, where the beam is not incident at
the Rayleigh angle, and Q = 0.68. Away from the Rayleigh
angle, coupling to the leaky wave weakens, and the two com-
ponents of the reflected field are more nearly equal. Still
farther from 6,, the peaks would merge into one, which
would then be Gaussian in shape and centered on x = 0.
Reasonably good agreement is evidenced in the data of Fig.
7, particularly in the -nodeling of the relative peak ampli-
tudes, their separation, and the depth of the null. Experi-
mentally, the angle of incidence is 0.5° 4 0.15° below the
Rayleigh angle, whereas the best fit to the data occurs at a
value of 8, — 8, of approximately 0.2°. Either the measured
angle is in error, or the theory overestimates the change in
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FIG. 8. Calculated Rayleigh wave pole trajectory for variation iu layer
transverse wavespeed. Atupperright ¢, - 2 km/sec, and plotting symbols
denote a change of 0.1 km/sec to ¢, = 3 km/sec at lower ieft.

amplitude distribution as the incident angle moves away
from the Rayleigh angle. Considering the uncertainty in the
angle determination, that source of error is most probably
the cause of the apparent disagreement observed here. Re-
garding their general characteristics, the results presented in
Figs 6 and 7 are representative of data at lower and higher
values of Q, where the model fits the data as well or better.

The sharpness of the extinction in the reflected field at
the Rayleigh angle suggests a possible application of this
phenomenon as a layer thickness gauge, as others noted.*
Determination of the Rayleigh angle 8, permits us to deduce
the layer thickness from the functional relationship depicted
graphically in Fig. 5. A related effect is the variation of the
Rayleigh wave pole as a function of the layer transverse wave
speed ¢,,. An indication of this variation is given in Fig. 8,
where the normalized real and imaginary parts of ¢, are
plotted as a function of ¢,,. The curve begins at the upper
right with ¢, = 2 km/sec, and Q is held constant at 1.2,
Plotting symbols are spaced every 0.1 km/sec to a maximum
vaiue of ¢, = 3 km/sec. As ¢, approaches c,,, the change in
£, becomes progressively smaller. A variation of about one
partin 10%in c,, at Q = 1.2 corresponds to a change in the
Rayleigh angle of 0.1°, near the experimental limit of resolu-
tion. Because of the nonlinear relationship between 6, and
¢..» which also depends on Q, the same fractional variation in
c,, will not be mirrozed in 6,. Generally, as Q increases, the
layer transverse wave speed and the Rayleigh angle ap-
proach a linear dependence for small variations.
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In conclusion, we have presented experimental mea-
surements with finite Gaussian acoustic beams of the reflect-
ed field-amplitude distribution for water-steel interfaces
loaded with a copper layer of various thicknesses. We have
shown that it is possible to utilize an existing theoretical
model® to explain our results by constructing and solving
suitable boundary condition equations for the Rayleigh
wave pole which is appropriate for the layered substrate with
the fluid. Excellent agreement with our exact treatment is
observed in most aspects of the measurements, at and near
the Rayleigh angle, of the reflected acoustic field distribu-
tion and of the Rayleigh wave speed dispersion as a function
of layer thickness over the acoustic wavelength. In the model
calculation the imaginary part of the Rayleigh wave pole is
found to display an unexpected maximum at a value of Q
where the real part of £, corresponds nearly to the transverse
wave speed in the layer.
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Reflection of finite acoustic beams from loaded and stiffened

half-spaces
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Results of theoretical calculations and experimental measurements on the reflection of finite
acoustic beams from a fluid—solid interace in the presence of a loading or stiffening layer on the
solid are presented. Measurements with Gaussian-profile acoustic beams are reported on wave-
speed dispersion and reflected-beam amplitude distribution for stiffening layers of chromium on
either brass or stainless steel. Good agreement is generally observed. Detailed results of
calculations of the reflection coefficient to delineate the behavior of cutoff modes for both
stiffened and loaded half-spaces are given. A straightforward method for deducing the complex
Rayleigh wavenumber directly from the reflection coefficient is discussed. Comparisons between
direct numerical integration of the reflected beam distribution and results of an extended
analytical model demonstrate decreasing accuracy of the latter as one nears a mode cutoff.

PACS numbers: 43.20.Fn, 68.25. + j, 43.20.Bi

INTRODUCTION

The lateral displacement and associated distortion of a
finite-aperture acoustic wave incident from a fluid onto a
fluid-solid interface at or near the Rayleigh critical angle is a
pheromenon which has received considerable attention re-
cently.'"* Physically, resonant generation of a Rayleigh-like
wave and rapid reradiation of this surface-wave energy into
the fluid are responsible for the characteristic displacement
and distortion of the acoustic beam. These effects typically
lead to a bimodal reflected acoustic field, composed of a rem-
nant specular reflection summed coherently with the radiat-
ing surface wave. When conditions of beamwidth and wave-
length are favorable, a portion of the field distribution shows
a strong reduction in amplitude, due to the phase cancella-
tion of component fields. The situation is illustrated schema-
tically in Fig. 1. An acoustic beam incident at the Rayleigh
angle suffers displacement and distortion with most of the

TRANSMITTER

RECEIVER

FIG. 1. Schematic of leaky wave experiment. The transmitter is fixed rela-
tive to sample, while receiver scans along interface. Dashed lines in reflected
field indicate specular reflection. Shaded regions contain most of the acous-
tic power. Null zone is denoted by ¥, and leaky wave reflected field by LW.
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power contained in the shaded regions. The suppressed
specular reflection is indicated by the dashed lines.

In two recent papers®’ we analyzed, both analytically
and experimentally, the reflected waves from liquid-solid
interfaces separated by layers of different elastic materials in
welded contact to the solid. In Ref. 6 we have derived the
exact expression for the reflection coefficient from a layered
half-space in a fluid. Using those results, we have further
shown that an earlier approximate analysis® may be ex-
tended to the case where a layer of differing density and
elastic constants is in welded contact with the solid half-
space. In the earlier paper,’ on the other hand, it was postu-
lated that for cases in which the thickness of the layer is small
compared with the incident wavelength, details of the propa-
gation process in the layer might be unnecessary in light of
the expectation that variations in the displacements across
the layer thickness will be small. Thus in Ref. 7 a basic analy-
sis was presented in which the details of the propagation in
the layer were ignored but the layer’s influence was pre-
served. Specifically, it was found that the effect of the layer is
manifested in the form of a madifier to the interface stress-
continuity conditions between the liquid and the solid sub-
strate. This leads to an approximate simplified expression for

" the reflection coefficient.

It is of interest to note that all physical effects of the
reflected beam can be explained by examining the behavior
of the appropriate reflection coefficient. Generally speaking,
the inclusion of the layer was found to give rise to dispersive
effects in both the surface wave speed and the lateral dis-
placement of the beam. These two effects further influence
the distortion of the reflected beam. The specific influence of
the layer, however, depends highly upon its material charac-
teristics as compared with those of the substrate. Besides the
trivial case in which the layer’s properties are identical with
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those of the substrate, the layer can either load or stiffen the
substrate. The loading situation occurs when the layer’s elas-
tic properties are softer than those of the substrate, and stiff-
ening occurs for layers stiffer than the substrate.

In our previous investigations®” we concentrated on es-
tablishing the behavior of the zeroth-order surface mode of
the loading case. It is found that the frequency dependence
of the surface wave speed and of the beam displacement
vary from those corresponding to the substrate at Q =0
(Q = k,, d where k,, is the shear wavenumber of the sub-
strate and d is the layer thickness) to those corresponding to
the layer as 0 — oo, as expected. Further examination of the
reflection coefficient reveals the existence of an infinite num-
ber of higher order leaky surface modes. The phase velocities
of these modes behave in a different manner from that of the
zeroth-order mode, however. Specifically, each of these
modes exists beyond a critical value of Q, at which its phase
velocity is bounded by the substrate’s transverse wave speed
and asymptotically approaches the layer's transverse wave
speed as Q — o0. Furthermorc, the corresponding beam dis-
placements of these modes grow indefinitely as Q ap-
proaches its critical values and infinity. The purpose of this
paper is to present results pertaining to the leaky surface
mode’s cutoff behavior in the cases of loaded and stiffened
half-spaces. This includes both calculations and measure-
ments.

. THEORY

In what follows we present a short summary of the theo-
retical analysis of the present problem. For the complete
details of the analysis we refer the reader to our earlier pa-
per.” The plan is to introduce for each medium the potential

are then combined with the proper interface continuity con-
ditions to yield amplitudes of the wave potentials. Among
these amplitudes will be the reflected beam amplitude which
yields the reflection coefficient. The formal solutions for the
incident and reflected wave potentials in the half-space, lay-
er, and fluid are given by

P, =@, explil, z + in), (1)
v, =49, explib, 2+ i) 2)
Do = b0, explilio 2+ in) + do €Xpl — i5,0 2 + i), 3)
Yo =ty expliC,o 2 + i) + Yo expl — i, 2 + i), {4)
P, = ¢, explibylz +d) +in]

+é exp[ — iz +d)+iy], (5)

whereall ¢ 's and ¢¥'s are unknown amplitudes, the subscripts
/, 0, s refer to fluid, layer, and solid half-space, respectively,
and the subscripts 1 and 2 refer to incident and reflected
waves. The wave-vector components are given by

bap = (k2s — ENV% ko = w/cep, (6}

wherea =/, tand 8 = f, o, s; w is the circular frequency, and
7 = {x — wt. The invariant x component of the wave vector
is just £ = k, sin §,, where 8, is the angle of incidence. For
the fluid there can be no ambiguity concerning the mode, so
the wave properties are denoted by a single subscript.

By combining the potentials with the proper interface
continuity conditions on stresses and displacements at the
two interfaces and defining the reflection coefficient

R=¢,2/¢f|y (7)
one can, using Cramer’s rule, conveniently display R as

_ \r, —(P/C} r//PuC:zo _Z/ )

DAY e
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funton a0d ¥ crepcing o ngodieaad T b L) .
field equations when expressed in terms of these potentiais where

J
( 1 0 %o 0 -1 £ )
0 ro 0 i - & -1
Aol io — 1) 0 %o 0 1-¢4 -2,
r,= 0 ~ Fiio 0 Aol o — 1) 2, 1-22
Ciosin@L o — i€ cos B0 (1=Z3)2 (€1 — 12 0 0
X sin &g, X cos w&,,
— il = 1) €lo—1 — 2, cosBL,, 0 8indf, 0 0
| X cos @l X sin &g, J
) i . (9a)
1 0 — &0 0 -1 Sis
0 o 0 1 - & ‘ —1
Folb o = 1) 0 %k o 0 1-g0 -2,
r,= 0 ~ o Lro 0 ol i — 1) 22, 1-£l
Em sin @, ~ i c0s @& o t ——Zfol/Z i€ 20~ 1)/2 0 0
X sin @¢,, X €08 @6, q
=& SINDE il cOs BE 1o — sin&¢,, i cos &L, q 0 0
19b)
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and
Ey =t Gt goood Qe (10)
13 I, c, c,
Here, ¢, 15 the Rayleigh wave speed, and g, i1s the shear
inodulus of the substrate. For later reference in the analysis,
we further assume that a Gaussian beam is incident from the
fluid onto the fluid-solid layer interface. Its incident field is

represented by
bpinai=— [ GG renplicx + ig, Mg, (11
where

8,161 = exp[ — (€ — k,{ay/2)* ] /cos 6. (11b)

The caret indicates a Fourier transform, k,{ = k, sin 6,) and
8, are the wave vector and angle of incidence, and a, is the
incident acoustic beam half-width projected onto the x axis.
Upon its reflection, the incident beam of Eq. (11) is modulat-
ed by the reflection coefficient R, and the reflected field is
thus given by

1 (7 A ) .
b= [ iR G renpiign — it 2. 12

The representation of the reflected field in Eq. (12) completes
the description of finite-beam reflection from fluid—-solid in-
terfaces. This integral can be evaluated analytically by mak-
ing several assumptions about the reflection coefficient and
the incident beam profile, as was done in the analysis of Ber-
toni and Tamir® for a fluid over an isotropic half-space. Since
Rayleigh wave propagation on a layered half-space in con-
tact with a fluid is equivalent to propagation on an unlayered
half-space of suitably modified elastic behavior, we find that
the above approximate analysis can be extended to include a
layer.®” Alternatively, the integral of Eq. (12) may be evalu-
ated numerically, enabling consideration of other beam pro-
files.

il. QUALITATIVE DESCRIPTION OF LEAKY MODE
EXTRACTION

Insight on the problem of nonspecular reflection of fin-
ite acoustic beams from fluid-solid interfaces can be gained
from an examination of the reflection coefficient R () as a
function of angle of incidence and Q. The expression (8) for
the reflection coefficient contains, as a by-product, the char-
acteristic equation for the propagation of modified (leaky)
Rayleigh surface waves which propagate along the fluid-
layered solid interface. The vanishing of the denominator in
Eq. (8), namely,

[r,+(p,c}l',/pocfo $)=0 (13)
defines the characteristic equation for such waves. Further-
more, in the absence of the fluid, i.e., for p, =0, Eq. (13)
reduces to

Ir,|=0 (13a)

which defines the characteristic equation for Rayleigh sur-
face waves on a solid layer bonded to a semi-infinite solid
substrate.>'°

For given real frequency w (or @ ), the real wavenumber
solutions £, = k, of (13a) define propagating Rayleigh sur-
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face modes. It is found that in the case of a loading layer an
infinite number of modes exist, whereas in the cuse of a stff-
ening layer only a single mode exists. It is important to indi-
cate that in the absence of the layer only a single real solution
will exist. This will be the classical surface wave mode which
propagates on a half-spacc. In the presence of the liquid these
real wavenumbers will be perturbed rather mildly and be-
come complex. This, of course, is confirmed by Eq. (13)
which admits the complex solutions

& =k, +ia (14)

From Eq. (14) the phase velocity is given as¢, = w/k, anda
is the attenuation coefficient. Notice that a vanishes in the
absence of the fluid and hence no attenuation {leaking of
energy in the fluid) occurs. Hence, in the presence of the fluid
these surface waves are called leaky waves. It is also known
that ¢, is hardly affected by the presence of the fluid.®* How-
ever, as has been shown earlier®® a is very important be-
cause it is related to the lateral displacement of the reflected
beam. In fact, the beam displacement parameter 4, is de-
fined to be equal to 2/a.

Since we have concluded that the vanishing of | I, ] de-

fines the propagating surfuace modes, then it is clear from (8) s

thatas || —0, R —+ — 1 and hence |R | = 1. Also at this
critical location, the phase of R passes through 7.° Thus,
closetothe zerosof |I', | where |R | — 1, wefind that we have

an alternative method for deducing the leaky wave propaga- °

tion constant. Accordingly, the reflection coefficient at any
Rayleigh angle can be represented by expanding its phase
factor about the incident wave vector in powers & and retain-
ing the leading term®*®

R(§)~ exp[i§ —k,)S"(k,)], (13)
where k, is the Rayleigh wave vector, and § '(k, ) is the deri-
vative with respect to £ of the phase of R evaluated at k,. By
substituting from {15) into (12) and combining similar terms
in the exponential, it is shown that the beam displacement
parameter 4, can be expressed as

4, = —-S'k,) (16)

Furthermore, Egs. (15) and (16) are also valid at any
incident angle above the transverse critical angle, permitting
straightforward calculation of 4, away from the mode criti-
cal angles. (This point is illustrated later in Fig. 9.}

{Il. RESULTS AND DISCUSSIONS
A. Loading layers

Samples of the results obtained for a copper layer load-
ing a stainless steel substrate are illustrated in Fig. 2. A series
of four curves are collected which display the appearance of
higher order modes and their Q dependence.

In accordance with the definitons of ¢, and 4, one can
also determine the dispersive behavior of each mode as will
be described below. In the first frame at @{ = k,, d) = O the
magnitude of R represented as a broken curve attains a value
of 1.0 near 29°, the transverse critical angle, and remains at
1.0 for all higher incident angles. Here, all of the information
in R (@) is contained in its phase. Tlis quantity experiences a
small variation at the transverse critical angle and a rapid
reversal near 31°, the Rayleigh crit:cal angle. The phase re-
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FIG. 2. Phase and magnitude of the reflection coefficient versus ir. .ident angle for several values of Q. Materials are a copper layer on a stainless steel half-
space. The phase variable has been arbitrarily shifted by 180°.

versal in R (8 ) leads to the generation of the zero-order leaky
Rayleigh waves for finite beams incident at or near its occur- COPPER / STEEL
rence, as can be inferred from the integral in Eq. (12). In Fig. 3.2 1
2(b) at Q = 2.0 this angle has moved to near 38.5°, and the
. beam displacement parameter 4, has decreased as indicated 304 Ma W
- by the curve’s smaller slope. This clearly displays the disper-
= sive behavior of this mode. At @ = 2.5 in Fig. 2(c) the vari- <
. ation in R near 28.5° suggests the appearance of an additional 3_55 281 M3
~ propagating leaky surface mode. In Fig. 2(d) this new mode o
- has moved to 33.3° and yet another higher order mode is 26 M2 .
- about to begin propagation from the transverse critical an-
T gle. In fact, an infinite number of such modes exist for the § 244 LR
:: loading layer, as also noted in the review article by Farnell .
~ and Adler® for the case with no fluid present. The quantita-
;-. tive wave-speed dispersion of these modes for the layered 2.2-
) 1alf-space is presented in Fig. 3. At the left the zeroth-order
' @ mode is displayed, for which we have presented data in pre- 20 . v v T ——
." vious work.® Higher order modes are labeled M2, M3, etc. o 2 4 6 8 10 2
'k These modes have a cutoff at the half-space transverse wave Q
:“ speed, and at large values of Q their phase velocn.y ap- FIG. 3. Phase velocity versus Q of the zeroth and higher order modecs for a
N proaches the layer transverse wave speed asymptotically.  joaded half-space.
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FI1G. 4. Beam displacement parameter versus Q of the zeroth and higher
order modes for a loaded half-space.

We have compared these calculations to existing data on a
water-cadmium-iron system'' and find acceptable agree-
ment.

The new element which appears when the fluid is in-
cluded in the problem is the lossy part of the wave vector,
represented as 4,/4, vs Q in Fig. 4. Higher order leaky
modes are indicated as before, and the zeroth leaky mode,
denoted LR, is included from our previous work® for com-
parison. The minimum observed in the normalized displace-
ment parameter for the zeroth mode near @ = 2.2 also ap-
pears in the results for the higher order modes. Here,
however, the absolute values are much larger, and the curves
diverge at the wave cutoffs. For increasing Q past each mini-
mum, the normalized displacement parameters of the higher
order modes rise monotonically, in contrast to the zeroth

1
0.8 |
W 0.6
=1
L
-
s
3 041
0.2 1
o T T T By
-20 o 20 40 60 80

POSITION (mm)

FIG. 5. Amplitude distribution of reflected Gaussian acoustic beam inci-
dent at critical angle of M2 mode.
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mode where 4,/ approaches an asymptotic value.'?
Finally, as an example of how a reflected beam is in-
fluenced by the M2 mode when a suitable combination of
incident angle and Q is chosen, we represent the amplitude of
the reflected field as a function of receiver position as shown
in Fig. 5. The large peak on the left corresponds to the com-
ponent illustrated within the region of the geometnical re-
fiection of Fig. 1, while the leaky M2 wave with its trailing
field is located on the right. Between these two signal ele-
ments is a zone of strong phase cancellation. The behavior of
the reflected beam in the vicinity of this higher order leaky
mode is qualitatively similar to that for the zero-order
wave,*’ a bimodal amplitude distribution with a decaying
surface wave separated by a sharp null. One noteworthy dif-
ference is caused by the magnitude of the beam displacement
parameter. When this quantity is large, as is the case here,
energy leaks more slowly from the surface wave into the
fluid, accounting for the long tail on the distribution and the
relatively small leaky wave peak near x = 12 mm.

B. Stiffening layer

When the layer material has a higher transverse wave
speed than that of the substrate, the propagation characteris-
tics of leaky surface waves are substantially changed. In fact,
only a single leaky surface mode is found to exist. This mode
begins propagation at the half-space wave speed for ¢ = 0,
and its phase velocity increases with increasing Q as the stiff-
ening effect of the layer blends in. At the point where the
compound wave speed nearly equals the transverse phase
velocity of the half-space, the mode ceases to propagate. This
cutoff is clearly a consequence of the fact that the half-space
will not support a surface mode excitation which propagates
faster than its bulk transverse wave.

To confirm the existence of only a single mode, we de-
pict in Fig. 6 a history of the variation of the reflection coefhi-
cient with four values of Q for a chromium layer stiffening a
steel half-space. As in Fig. 2 we plot magnitude and phase of
R (0), noting that the zero crossing of the phase curves de-
notes the Rayleigh angle. From Fig. 6{a) to Fig. 6(b) the slope
of the phase curve at the abscissa has sharpened considerably
indicating an increase in the beam displacement parameter
4,. This behavior continues in Fig. 6(c) at Q = 1.8. Then at
Q = 1.86 in Fig. 6{d), above the cutoff value of 1.82, the
phase curve no longer crosses zero, and the mode ceases to
propagate as a surface wave. Since only a single phase crosses
zero and that it ceases to cross zero beyond the critical value
of O, we conclude that only a single leaky mode exists. Simi-

- lar numerical calculations of chromium over brass also con-

firm the above conclusion.

The wave-speed dispersion for two cases of a stiffened
half-space is demonstrated in Figs. 7 and 8 for chromium on
stainless steel and chromium on brass, respectively. The sol-
id curves are taken from the theory developed in the last
section, and the discrete points represent measurements on
the reflected field to deduce the Rayleigh angle from the
occurrence of beam distortion and displacement effects. De-
tails of the experimental procedure and samplc preparation
have been given elsewhere.> All wave speeds uscd in our
computations are collected in Ref. 14. In both Figs. 7and 8
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experimental uncertainty is indicated by a typical error bar.
Although measurements near the wave cutoff are complicat-
ed by the rapid vanation in 4, /4, agreement with the pre-
diction of the model calculation presented earlier is reasona-
bly good. At the cutoff, the Ruayleigh wave speed is a few
tenths of a percent higher than the substrate transverse ve-
locity c,,. resulting from the presence of the fluid.

The nonzero imaginary part of the Rayleigh propaga-
tion constant leads to the beam displacement or energy leak-
age effects discussed earlier. This quantity can be conve-
niently represented in dimensionless form as 4,/4,, where
the beam displacement parameter 4, is given by either 2/
Im(¢, ) or by — S'(k,)of Eq. (16}, and the ratio of 4, to the
fluid wavelength has no explicit frequency dependence.
Here, £, is the complex leaky wave pole. As we indicated in
the Introduction, the normalized beam displacement param-
eter increases without limit as Q_, the value of Q at the mode
cutoff, is approached. Beyond that point the mode ceases
propagation for the case of the stiffened half-space. This be-
havior can be easily deduced from Fig. 9. In this figure, using
the somewhat relaxed form A,(§} = — §'(€) of Eq. (16), we
calculate the normalized beam displacement parameter as a
function of angles of incidence that are close to Rayleigh
critical angles for four values of Q. As can be easily seen each
curve displays a sharp maximum with a nearly symmetric
decrease as one moves away from the Rayleigh angle. The
widths of the curves tend to narrow, and their peaks increase
in amplitude with increasing Q. This behavior is intuitively
correct since we expect that far from the critical angles,
specular geometrical reflection will be restored.

Since the wave-speed dispersion of the single Rayleigh
mode for the stiffened half-space is determined by solving
numerically a complicated transcendental equation, an ex-
act general expression for the value of Q. as a function of
material parameters cannot easily be derived, as others have

140 1 CHROMIUM / STEEL
Q+16
120 |
100
{80 1.0
qm
o 0.5
0.0
40
i / k
) :

+ ¥

26 28 30 32 34
6 (deg)

FIG. 9. Beam displacement parameter as a function of incident angle for a
stiffened haif-space.
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noted.'’ However, we can make an analyuical estimate of Q,
from our previously reported” approaimate wnalysis of leaky
waves in the presence of thin layers. Neglecting the influence
of the fluid, we expand the characterishic equation in puwers
of wd and substitute for the wave vector its approximate
value at the cutoff, { = k,,. Then retaiming only the first-
order terms and solving for @, we obtain

Q. "=yl - )L (e Ze ] i17)

If this result 1s specialized to the case of chronum or steel,
we estimate (. ~=1.96 compared to the value i 1 3.2 us pre-
dicted from the numerical investigation of the exact solution
shown in Fig. 7. For chromium on brass the & 2. cenient 1s not
quite as good.

Let us finally consider the distributic, of (ha vetiected
acoustic amplitude along the direcuon of L.~ vpagating
surface wave modes. With the finid-soid interice in the x-y
plane and an acoustic beam incident st & ir tie x-z plane, we
seek the reflected field paratle!l to the » axis at & fined value of
z, say 2 = Z. In previous work™’ we have slwowe that the
approximate analysts of the unlayered Ruiu- «.1a “nv:erface®
could be exiended to include the layered haii-s xac. by solv-
ing a boundary-condition equatica for the elast:e belavior of
the compound system. As long as the assumptions rmiphcit
in the derivation of the analytical expiession for the reflected
field are satisfied in the layer case, the cxtension is quite
accurate, as we have shown experimentally ior tne zeroth-
order mode of the loading laver

In all cases where cutoffs sccur, the energy distrbu-
tions are qualitatively different from this well benaved mode,
however. In their anaiysis of acoustic-beam reflection from a
fluid-solid interface. Bertoni and Tamir® eva'uatea an ap-
proximate form of the integral represented 1n bk« (12) by
contour integration. Since for their case a sing.¢ n3udisper-

sive mode cxisted, they assumed thar the only important

contribution to this integral comes from a LR pule of order
one at £,. This assumption is certainly satished for the un-
layered half-space as long as the integrand of Eq. 112} is smalil
near other rapid variationsin R (£ }, like theone at k. . Practi-
cally, this will be the case if k, — k,, > m/a,. For the loading
layer this assumption is still accurate for 1. zercti-order
mode. For those modes which begin to appear o1 lase ab-
ruptly, however, this assumption is no longer valid as cne
approaches the 1rode cutoff. The rapid change in the refec-
tion coeflicient at the cutoff adds 1 contnbution to the re-
flected field which 1s not accounted for in the approaunate
evaluatior. of Eq. {12). Examples of this progrestive aver-
gence of the approximate mode! .rom a numeni ot evaluation
of Eq. (12) are given in Figs. 10 and {1 o7 acoustic beams
incident at the respective Rayleish angles. Here, we repre-
sent the extended anaivtical «xarossion by a cashea enrve
and a 200-quadrant numercus .nteg-ation using Sumpson’s
rule by a solid curve for the case o chromiu. s onsteel Below
Q = 1.0 the two curves are acari’ .ioding o, .ot At
@ =1.0in Fig. 10, where A, - &, ~7/g, . ‘2 ou dis-
parity is ooserved, particelaiiy i the not zons Tais e
ence increases as kK, approaches &, ad Seco. .on very poo-
nounced in the vicinity of the cuwal, as <fown 1 Fie L
Q = 1.76. Increasing the r.. mber o (ateriabion (10 5ty
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FIG. 10. Reflected beam amplitude distribution for a stiffened half-space.
Solid curve is numerical evaluation of integral in Eq. (12); dashed curve is
extended analytical model.

fourfold does not significantly affect the results. Above Q,
{ = 1.82) no propagating solution for the layered half-space
exists.

An example of the comparison between measurements
of the reflected field from a stiffened substrate and the results
of our model is shown in Fig. 12. The data are acquired by
fixing the relative positions of transmitting transducer and
sample, and stepping the receiver across the refiected beam
with 1-mm resolution, as in Fig. 1. We employ specially de-
signed Gaussian-profile transducers® intended to approxi-
mate the beam profile assumed in the extended analytical

CHROMIUM / STEEL

AMDUITUDE

POSITION (mm)
FIG. 11. Reflected beam amplitude distribution for a stiffenc.] half-space.
Solid curve is numerica) evaluation of integral in Eq. (12); dashed curve is
extended analytical model. .
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FIG. 12. Reflected beam amplitude distribution for a stiffened half-space.
Solid curve is extended analytical model; discrete points are data.

model. Good agreement is evident in the relative amplitudes
at the two peaks in the distribution as well as their positions.
The shape of the theoretical curve follows the data reasona-
bly well until the trailing-field portion above about 20 mm.
The disparity here may be caused by diffraction or absorp-
tion losses unaccounted for in the model.

(V. CONCLUSIONS

In conclusion, we have presented calculations and mea-
surements on the reflection of finite acoustic beams from
fluid-solid interfaces either loaded or stiffened by layers in
welded contact with the solid. In particular, we have concen-
trated on the discussions relating to the cutoff phenomena of
propagating leaky surface modes. Numerical results and
data have been reported on wave-speed dispersion for a stiff-

_ ening layer of chromium on stainless steel and chromium on

brass and the reflected-beam’ amplitude distribution for
chromium on stainless steel. Generally, very good agree-
ment is observed. Detailed calculations of the reflection co-
efficient R (@) for stiffened and loaded half-spaces are given,
and a straightforward method for deducing surface-wave
propagation constants from R at arbitrary incident angles is
discussed. The dispersion of the beam displacement param-
eter, related to the imaginary part of the surface-wave propa-
gation constant, has been calculated as a function of reduced
layer thickness using our model. All modes displaying cutoff
behavior lead to unbounded beam displacement parameters
at the respective wave cutoffs. We have compared results of
an extended analytical model to numerical integration of the
reflected beam distribution and have found increasing dis-
parity as the wave cutoff is approached.
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Transverse stresses in plane and cylindrical Rayleigh waves

D.A. Lee,” R.L. Crane,” and D. A. Stubbs®
Wright-Patterson Air Force Base, Ohio 45433

(Received 26 July 1983; accepted for publication 3 October 1983)

Plane and cylindrical Rayleigh waves are shown to involve tractions perpendicular to the
propagation direction, on planes perpendicular to both the free surface and direction of
propagation. Experiments show that backscatter from interruptions of these transverse tractions
is sufficiently efficient to allow the observation of planar cracks the planes of which are
perpendicular to the free surface and contain the propagation direction.

PACS numbers: 43.20.Bi, 43.35.Pt
INTRODUCTION

The most frequently occurring flaws in highly loaded
structures are surface-connected fatigue cracks. Surface
wave ultrasonic techniques are often used to locate and size
these flaws. In such cases, the interrogating transducer is
positioned such that surface waves are propagated normal,
or at least obliquely, to the plane of the crack. Indeed, most
discussions to date concentrated on this particular inspec-
tion geometry.' Sometimes, as in the case of a fatigue crack
originating on the surface of a highly loaded bolt hole, the
flaw lies in a plane containing the direction of propagation
{see Fig. 1). Conventional wisdom would dictate that such a
flaw would be undetectable with conventional Rayleigh
wave inspection methods. However, as this paper will show,
both classical Rayleigh waves and cylindrical Rayl :igh
waves, that is, axisymmetric waves guided along the surface
of a circular cylindrical hole,? involve nonzero tractions on
the free surface perpendicular to the propagation direction,
which in principle will be scattered not only by flaws lying in
planes oblique to the propagation direction, but also by flaws
lying in planes containing the propagation direction.

We present straightforward theoretical developments to
show that the transverse tractions result from nonzero
Poisson stresses in the plane case, and from a combination
of geometric effects and the Poisson stresses in the cylindri-
cal case. We present experimental results which show that
backscattering of plane Rayleigh waves by interruption of
transverse tractions is a sufficiently efficient process to be
observed.

I. PLANE RAYLEIGH WAVES

We briefly recapitulate the well-known basic theory of
this case for the sake of completeness and to establish nota-
tion. Such textbook discussions as Achenbach’s,’ and Lord
Rayleigh's original paper,? are excellent sources of more
details.

Rayleigh waves? may be viewed as being composed of an
appropriate combination of special irrotational and solen-
oidal elastodynamic waves. Specifically,

u=Vézt)+ VX[dlrztle, ], (1
where

¢ = a explikz — kAy — iwt), (2)

¥ = B explikz — kBy — iwt). (3)
The irrotational displacement field V¢ will satisfy the Na-
vier-Cauchy equation

Hu

o

a*V(Veu) — b2V XV Xu = (4)

where a and b denote, respectively, the material’s dilation
wave speed and shear wave speed, provided

A=(1—-c/a)". (5)
The solenoidal displacement field V X ye, will satisfy (4) if
B=(1-c/b%)"?, (6)

where the wave's propagation speed ¢ is related to frequen-
cy @ and wavenumber k by

c=w/k. ]
The condition of vanishing tractions on the free surface
y =0 leads to two homogeneous algebraic equations in a

and A. The vanishing of the determinant of this system
leads to

(2—~c¥b?%)? — 448 =0, (8)
which determines the Rayleigh wave speed ¢ as a function
of material properties a and b. Since the wave speed deter-
mined by (8) is independent of frequency, Rayleigh waves
are not dispersive.

The only nonvanishing transverse tractions for these
plane Rayleigh waves will be

au = '{ul.l + zlt(ux,x) (9)
= — k24, (10)

since u, =0,and u,, = V¢ = — k4. Thus
O = [ — Aw%p/(A + 2u))a explikz — kAy — iwt )
= [v/(l — v)]pw’a explikz — kAy — iwt), (1)

where p is the density of the medium. Equation (11) shows
that the transverse tractions do not vanish, unless Poisson's
ratio v, or the parameter a is zero.

The parameter a does not vanish for propagating Ray-
leigh waves. The ratio of the Rayleigh wave parameters a
and £ is a function of Poisson's ratio; for v = 0.25, a value
close to that found in many materials, |@/8 | = 0.68. Thus

AYD #US Air Force Institute of Technology. . R . . RN R
A ™ Air Force Wright Acronautical Laboratones (AFWAL/MLLP). classical R.aylelgh waves in typical materials involve trans-
<, j " Systems Research Laboratories verse tractions.
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FIG. 1. A schematic representation of a crack extending radially from the
internal surface of a hole in a solid half-space.

1. CYLINDRICAL RAYLEIGH WAVES

M. A. Biot described axisymmetric waves guided along
the surface of a circular cylindrical hole.* Since these cylin-
drical Rayleigh waves are not as widely discussed as the
plane ones, we present the following detailed treatment.

In general coordinates, an irrotational wave's displace-
ment field can be written

=g, , (12)
while a solenoidal wave's dlsplacement field can be ex-
pressed in the form

u' = (1/g)e ™A, (13)
where the once-covariant tensor A4, is a function of position
and time, as is the scalar ¢.

In (12) and (13), g/ denotes the contravariant metric
tensor elements of the coordinate system. A comma preced-
ing 2n index denotes covariant differentiation, e.g.,

3~ L=

The permutation tensor elements €/ may be defined as

Ak'lz

sgn(m) if (ij,k ) is permutation 7 of (1,2,3) _
o, otherwise B

These elements are special in that they transform both
as three-times contravariant relative tensor clements of
weight + 1 and as three-times covariant relative tensor ele-
ments of weight — 1.

6”"5{

€

The Navier-Cauchy equation ‘) may be written in gen-

eral coordinates as
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Seeking an irrotational solution of {14), one finds 1nat
gt =g, 2

is symmetric in m and k&, so that the second term of the left

side of (14) is identically zero. The remaining terms of (14)
require

(s, -2 7%) =0 ,

A
a’u',g™ - biere,,. u o =

which will be met if
2glﬂl¢ ‘;zf {15) {

One may take (15} as the defining equation for irrotational
waves.
Turning to solenoidal waves with displacement fields of

the form (13), one sees that
u7, = (1/\g)e™*4, ., =0,

by the symmetry of 4, ,,, with respect tojand m, so that now
the first term on the left side of (14) is identically zero. The
remaining terms lead, after some manipulation, to

- —T] =0,
o]

ar

for which it is sufficient that the quantity in square brackets
is identically zero. But that condition leads, after use of the
identity

Einm € =88, — 6,6,

e [ — b€ A, ,, (16)

to

2 ’d azAl
(goAArp_g‘AspA)- .

But the defining tensor 4, of the solenoidal waves is itself
solenoidal, so that

g* Ax.pz (amn ;
Then the defining equations for a solenoidal wave may be }
written as (17) together with

. &4,
b 2gPAk.rp —bﬁ.

While the forms of tensor equations (15) and (18) are
succinct and easy to remember, these forms are not usually
the most convenient ones to use when writing out the de-
tailed statements which those equations imply in a given
coordinate system. Direct evaluation of (18}, for example,
usually requires evaluation of Christoficl symbols and their
derivatives.

Explicit “unfolding™ of (15} for a specific coordinate
system is made easier by the well-known identity®

(18)

a
£0m = (Vg 2%), (19)
Vg o9x"
by virtue of which (15) is equlvalem to
2 -
/_ 3 ax 81
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exphicit dehneation of (18) is simplified in most cases by
the following considerations: the elements T*, defined by

T'=(1/Vgle' !,
are once-contravariant {oriented) tensor coordinates. Also,
they may be evaluated explicitly without evaluating Chris-
toffel symbols, since

é“kt‘h,/ € "‘?-Ak

e [j’;l,«" . 21

and the last term in (21) is identically zero by virtue of the
symmetry of the Christoffel symbol in its lower indices j and
k, and the antisymmetry of €'/* in those indices. Thus the S,
i A
S.=g,T =5 ek
N ax’

are once-covariant, oriented tensor coordinates. Repeating
the previous arguments of this paragraph then shows that
the R,,

R =@, /Vg)e™™S,.
as, ;
—_ gl"l gl—m é"

= 2 emnp. LA np_i(gp’ kaAk ) ,
NS "z ox"\ Jg I’
are once-covariant tensor coordinates, which can be written

out without evaluating Christoffel symbols. In rectangular
Cartesian coordinates,

Rk = Eknpep;rﬂ: o
dx’ dx"

Now, the quantity

VA Eeknm emnAup i

appearing in (16} is also a set of once-covariant tensor coordi-
nates. In rectangular Cartesian coordinates,

PA the cylindrical hole, r = R, leads to two homogeneous lin-
Ve = €nm e,,,,,’—'ns X - ear algebraic equations in @ and B, and eventually, to the

Ox" dx dispersion relation

J
W2 ¢? 24 ' K,(kBR)
" KJkAR) + Ak kaR) 2B (K kBR)+ '——)
pi KlAR )+ LpKikaAR) ok BRI+ =R )| = 0, (29)
24K (kAR) (2 - c¥/b}K,(kBR)
—

which is equivalent to Eq. (7.16) of Ref. 1.
The only nonvanishing transverse traction for these
waves is 03;

03 = Auly + uu}
= [ — alkiKykAR ) — (2au/rkAK (kAr)
—~ (2ikBu/rK (kBR )} explikz — iwt ). (30)
Inspection of (30) shows, first, that in the cylindrical case as

in the plane case, transverse tractions are present, and, sec-
ond, that here geometric effects—the terms with the factor
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But then R, =V, since coordinates of a given tensor charac-

ter which are equal in one coordinate system are equal in all
coordinate systems. Thus a set of equations equivalent to (17)
and {18} is (17) and

m — A

-b ‘g‘—; e'""ha—(fi- P ) = i:‘-. (22
Vg Ix"\ Jg  Ix! o’

Equation (22)is more convenient for expansion than Fq. (15),

since no Christoffel symbols appear in (22). Moreover, the
operations on the left side of (22) can all be accomplished by

fairly straightforward matrix multiplications and differen- .
tiations.
We apply the preceding material of this section to de-
scribe axisymmetric waves guided along a circular cylindri- °
cal hole, setting
@ (r.O.z2.t )=a f(r) explikz — iwt). {23)
Ay =Prglr) explikz — iwt ), (24)
A,=0=4_,

in cylindrical coordinates (7,0,z). The vector field 4, defined
by (24 is solenoidal. On writing out (15) and simplifying, one
finds

' +’(l/r)f’—k2A’f=0. (25)
Similarly, (22) leads to
g +(1/rg —(k*B* + /g =0. (26)

Imposing the condition that the fields vanish as r—» o leads
to homologs of (2) and (3) as

& = aK (kAr) explikz — iwt ). 27)
Ag = BrK (kBr) explikz — iwt), (28)
A,=0=A4,.

The requirement that tractions vanish on the free surface of

p/r—contribute to the transverse tractions, in addition to
the Poisson-ratio effects of the term with the factor a4. In .
the limit of large ratios of R to wavelength (kR—» ), the
geometric terms vanish, but the Poisson-ratio term tends tn
effect to the term obtained in Sec. I for the plane case. Itisin .
this sense that the remark of Ref. 3, ““...an axial symmetnic
deformation gives rise to circumferential stresses which do
not exist in the two-dimensional case” should be interpreted.

Il. EXPERIMENT i

The predictions of the above analysis were verified by
observing the reflection of a Rayleigh wave from a surface- |
connected crack. For these experiments glass was chosen

Lee et a/ . Rayieigh waves 663
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FIG. 2. Oscilloscope time records showing, in the trace (), the surface wave reflections from a prestine glass plate. The echoes betwen 0-and 12 us are from the
transducer/glass interface. The echocs between 36 and 48 us are from the end of the plate. Trace (b) shows the echoes from the plate with a crack that dvas
started from the saw notch.

as the solid media since it climinated any concern about
grain scatiering which 1s common to metal specimens.

tape to ensure intimate contact. The surface wave trans-
ducer was then placed to launch waves both parallel and

‘_ Also, in the absence of grain boundaries long, straight perpendicular to the plane of crack. A wedge was driven
\:: cracks could be produced in the glass by localized rapid into the mouth of the crack to increase the stress field at the
::4- heating of the specimen. In fact, the flaws produced by this crack tip. The intensity of this stress field was confirmed
‘-:: method were so smooth and straight that water, which act- photoelastically. At no stress level prior to fracture was a
N ed as a stress corrosion agent, had to be added to the tip of  reflection from the crack tip observed for either surface
- each crack to prevent its subsequent closure and healing. wave propagation direction. Even after 64 averages no re-
All cracks produced in this manner were perpendicular to flection from the vicinity of the crack tip could be dis-
the surface of the glass plates. A standard 10-MHz ultra- cerned. When the tape and knife edge was removed, the
sonic surface-wave transducer was used both to send and crack reflection was immediately apparent. We therefore
receive the interrogating pulses. For Rayleigh waves concluded that the observed reflection was indeed due to
launched perpendicular to the plane of the crack the famil- the presence of the free surface of the crack.
iar large return echo was observed at the appropriate time. '
For the case of a Rayleigh wave propagating parallel to the
plane of the flaw a smaller yet clearly distinguishable echo
was observed as shown in Fig. 2. For comparison, a trace is
shown from a plate that did not contain a crack. What is
particularly impressive about these data is that they were
obtained without the use of significant signal enhancement. ' Metals Handbook, Vol. 11-Nondestructive Inspection and Quality Control
In order to ensure that the reflection of the Rayleigh {American Society for Metals, Metals Park, OH, 1976).
wave was caused by the presence of the crack and not the ~ ’Lord Raylcigh, The Theory of Sound (Dover, New York. 1945).
stress field ahead of it, the following experiment was per- ’Ib%)‘“;:‘:“;’:':h' ':?;’ Propagation in Elastic Solids (Elsevier, New York,
formed. A piece of electrical tape was placed just over the <y A Biot, J. 'Ap;',p,, Phys. 23, 998-1000 (1952}.
tip of the crack and a knife edge forced into the edge of the 31. S. Sokolnikoff, Tensor Analysis (Wiley, New York, 1964}, p. 89.
!.
)
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LEAKY LAMB WAVES IN FIBER~-REINFORCED COMPOSITE PLATES

Y. Bar-Cohen*

Systems Research Laboratories
Dayton, OH 45440

D. E. Chimenti

Air Force Wright Aeronautical Laboratories
Wright Patterson Air Force Base, OH 45433

INTRODUCTION

Leaky ultrasonic waves are characterized by the continuous
conversion of ultrasonic energy at an interface from one mode
(usually a surface wave) into a bulk wave. For a flufd-solid
interface the surface wave mode can be any surface-connected elastic
wave having a significant particle displacement normal to the
interface. Then, 1f the bulk fluid wavespeed is less than the
surface wavespeed, ultrasonic energy will leak into the fluid at an
angle determined by arcsin(v_/v_ )., Likewise, surface waves can be
generated by the inverse phenomenon. A brief review of recent work
on leaky Rayleigh waves has been given by Nayfeh, et al.l Leaky
Lamb waves in 1sotrop1c materials have been investigated both
theoretically?"* and experimentally.s

N In the present work we report observations of leaky Lamb wave
,}: behavior in fiber-reinforced, plastic laminates. As might be
Lo expected by analogy to isotropic materials, the phase velocity of
;ﬁ the Lamb modes which we studied is found to depend on frequency and .
. plate thickness. Moreover, a dependence on relative orientation
4 between the fibers and the plane of incidence of the sound wave has
:J: been established empirically.
. -
Lo
:*: *Present address: Douglas Aircraft Company, Dept. CI-E29

»*

(i)
-

3855 Lakewood Blvd., Long Beach, CA 90846
1043

Review of Pregress in Quantitative Nondestructive Evaluation

%.10 i;hompqon and D. E. Chimenti, Eds. (Plenum Press, NY, 1984),
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o Fig. 1. Schematic of leaky Lamb wave experiment. LW indicates
!’ leaky wave, while N refers to null zone between components
AN of reflected field. A sipilar radiation pattern, not
N shown, exists below the plate.
AN
{
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2
o EXPERIMENTAL PROCEDURE
)
$‘ The ultrasonic system employed in these measurements is of
conventional design, except for the mechanical positioning system
e which permits very accurate angulation (%.05 degree) of the trans-
0 mitting and receiving transducers. The transmitter is excited with
o

long tone bursts, and the received signal is monitored with the
fixed gate of a boxcar integrator as the receiver scans across the
reflected beam. Further experimental details can be found
elsevhere.®

RESULTS AND DISCUSSION

In this section we present the results of measurements performed
in the following way. Both transmitting and receiving transducers
! are adjusted to the same angle with respect to the sample normal.
The specimen and transmitter are held in a fixed position, while
the recelver scans stepwise across the reflected field, parallel to K
the sample surface, as seen in Figure 1. We then display the
receiver amplitude as a function of receiver position. Since we
employ piston radiators, we have obtained a reference field _ )
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LEAKY LAMB WAVES IN FIBER-REINFORCED COMPQSITES PLATES 1045

indicating the beam distribution and relative amplitude of
sidelobes by reflecting the sound beam from a tungsten foil (0.2mm)
placed directly over the sample. Subsequently, data are collected
at several frequencies demonstrating the generation of leaky Lamb
waves. An example of these data is shown in Figure 2.

The reflected beam profile of the reference beam is indicated
with a solid line which peaks near x = 24mm. Then, the solid
curve at 2.0 MHz demonstrates the displacement and distortion in
the reflected field characteristic of leaky waves, which were also
observed by others both for Lamb and Rayleigh waves® ® ip isotropic
materials. At frequencies well removed from the condition for Lamb
wave generation, the reflected beam from the composite sample shows
much the same profile as the reference reflection. Another example
of this behavior is shown in Figure 3 where a similar series of
curves have been obtained for a cross-ply, glass-epoxy composite
({0,90], ) plate with a thickness of 2mm. In this case the plane
of inciggnce contains the 0° fiber direction. Leaky waves are
generated at 2.92 MHz, while the profiles recorded at 200 kHz above
and below the resonart frequency do not show the same strong
distortion and displacement of the reflected beam.

2\ —— REF 21 MHz
VAN ———  23MH:
—_— 20 MHz

-]

AMPLITUDE
>

X (mm)

Fig. 2, Reflected beam profiles for a unidirectional glass-
epoxy composite plate lmm thick showing a leaky Lamb
wave at 2.0 MHz. Reference reflection from tungsten
foil indicates approximate incident beam profile.
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"t Fig. 3. Reflected beam profiles for cross-ply composite plate

® 2mm thick. Leaky Lamb wave generated at 2.92 MHz.
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SO

IR Continuing with this method of examining Lamb modes in the

<l composite, we have constructed an experimental dispersion curve for
| the two lowest order symmetric modes. These data are collected in

RO Figure 4. We tentatively identify the left-hand curve as the S

4‘\:‘_ mode and the right-hand curve as the S, mode by analogy to these
:\..: modes in isotropic plates. For incident angles less than 15
~.-',‘:P. degrees no leaky Lamb wave could be observed, while for incidence
:_\\*; greater than 24 degrees, no characteristic bimodal reflected beam

profile could be generated at any frequency. As an additiomal
- empirical investigation we studied the effect of fiber misalignment
with respect to the plane of incidence. As the unidirectional

NOAC sample was rotated so that its fibers were a few degrees out of the
plane of incidence, the incident angle corresponding to Lamb wave
generation rose slightly, indicating a lower effective plate
T wavespeed.
_?— To provide partial confirmation of these results, leaky Lamb
.::-.:: waves in composites have been observed using pulsed Schlieren
N visualization. For an angle of incidence of 16.5 degrees and a
e frequency of 2 MHz in the cross-ply specimen, the incident and
N reflected fields are shown in Figure 5. Since the stroboscopic
S . light source has a very short duration, the 180-degree phase
o difference between specular and leaky wave components of the
-,j-:." reflected field can easily be seen. The trailing field of the
oo leaky wave component can be observed decaying to the right. The
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dark region dividing the two components of the reflected field is a
null zone produced by phase cancellation.

CONCLUSIONS

Leaky Lamb wave behavior has been observed in unidirectional
and cross-ply composite laminate plates and confirmed in pulsed
Schlieren visualization. Two distinct modes are observed, and
their dispersion has been determined experimentally over a limited
range of frequency times plate thickness, as well as incident angle.
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i

Fig. 5. Schlieren photograph of acoustic field distribution
showing leaky Lamb waves on unidirectional composite
plate. Angle of incidence is 16.5 degrees, and
frequency of tone burst is 2. MHz.
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Theoretical and experimental results are presented for the reflection of acoustic waves from
liquid-fibrous composite interfaces. For this purpose the composite is oriented such that the fibers
are parallel to the propagation directions. Because of the complex microstructure of composites,
continuity conditions exist on both the macro (water/composite interface) and micro (fiber/
matrix interface) scales. Due to the number and nature of these conditions exact solutions are
exceedingly difficult, if not impossible to obtain. As an alternative we formulate an approximate
analysis in which the composite medium is replaced by a homogeneous, yet dispersive medium. In
the process of replacing the composite with such a material model, the micro continuity
conditions are utilized. The validity of the analytical model is verified by comparisons with
experimental results obtained from graphite/epoxy and boron/epoxy composites specimens.
Results are found to correlate very well with the analytical model, especially at low frequency

. ranges.
PACS numbers: 43.20.Fn, 68.25. + j, 81.70. 4-r

I. INTRODUCTION

The high specific strength and stiffness of composite
materials has lead to their wide spread use in efficient struc-
tures. Since most of these structures are subjected to cyclic
loads which can lead to rapid degradation in load carrying
capability, initial inspection and continued monitoring of
these materials for detection and sizing of strength degrad-
ing flaws is necessary in order to ensure adequate structural
reliability. Unfortunately, many of the current inspection
techniques can not be directly utilized for this purpose be-
cause of the inhomogeneous, anisotropic nature of compo-
sites. In addition, the kinds, types, and numbers of internal
flaws that must be detected and quantified for structural
integrity models differ substantially from those traditionally
encountered. Currently the most useful technique for in-
specting composite structures is ultrasonic c-scanning which
was developed to inspect homogeneous, isotropic materials,
i.e., metals. Before this technique can be fully exploited for
inspecting composites, a firm understanding of the interac-
tion between ultrasonic waves and the material is necessary.
This paper examines one aspect of this problem, namely, the
reflection of ultrasonic waves from composite materials.

il. THEORETICAL DEVELOPMENT

Consider the case of an acoustic wave normally incident
onto a water/composite interface as shown in Fig. 1. For our
purposes we have oriented the composite such that the fibers
are parallel to the propagation direction and assumed that
the composite consists of a hexagonal array of fibers embed-
ded in a compliant matrix. We wish to calculate the amount
of acoustic energy reflected at the fluid/composite interface.
We know that in the case of homogeneous materials the re-
flection coefficient is independent of frequency, while in the

L J. Appl. Phrys. 86 (3), 1 February 1084

case of composites, the reflection coefficient is a function of
frequency due to their dispersive nature. In order to investi-
gate this phenomenon, we must first solve the field equations
in both the fluid and the composite and then satisfy the ap-
propriate interfacial continuity relations at the interface
between the media. Because of the complex microstructure
of composites, continuity conditions exist on both the macro
and micro scales. On the macro scale the continuity condi-
tions across the fluid-composite interface must be satisfied,
while on the micro scale appropriate conditions along the
fiber and matrix interface must be fulfilled. Due to the num-
ber and nature of these conditions exact solutions would be
exceedingly difficult, if not impossible to cbtain. As an alter-
native we shall formulate an approximate analysis in which
the composite medium is replaced by a homogeneous, yet
dispersive medium. In the process of replacing the composite
with such a material model, the micro continuity conditions

FLUID
ACOUSTIC BEAM

COMPOSITE

FIG. 1. Model.
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(1e.. along fiber-matrix interfaces) will be utilized. Recently,
a variety of approaches have been used to describe both the
static and dynamic behavior of composites in the absence of
the fluid.'= In particular, we shall follow the lines of our
recent static analysis concerning thermomechanically in-
duced interfacial stresses in fibrous composites® in order to
derive an equivalent dynamic model for the homogenized
composite.

A. Continuum modeling of the composite

Due to the symmetry inherent in the composite micro-
structure and the alignment of the direction of propagation
with the fibers we begin by approximating the composite as a
hexagonal array of concentric cylinders with perfect inter-
face bonds which are subject to vanishing shear stresses and
radial displacements on their outer boundaries as illustrated
in Fig. 2. For this approximation, the relevant field equa-
tions are

J
——-—;' + -—}%(frf‘,) = pil, (1
do, + do., ( ' =0 5
—— —— e =\, ~ =V,
or gx r o @
ou A
L=t 2 Ly, 3
o (+2ﬂaxfrar(’v, ‘ {3)
, A Av Jdu
R R TS A il 4
o, = fzﬂ;ar'r . + ™ (4)
o &‘)
w=p{=+ =) 5
4 ”(ébc + - {5)

which hold for both the fiber and matrix components. In our
subsequent analysis we shall refer te the fibers as material 1
and to the matrix as materal 2.

In addition to Egs. (1}{5) the following symmetry and
continuity relations hold

MATRIX

-0

[ 4
? eOv 77‘(

FIG. 2. Representative repeating celi of the composite.
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U,(x,O) 2‘-0. a,,,(x.0)=0. (6)
Vi, 7)) =0, u,ix ) =0, 7
Vy=U,, U =Uy O =0 O, =0, at r= ry. (8)

If Eqgs. (1) and (3) are averaged according to

B (9a)
]Tr‘l‘ Jn

(b= — | 20( \yrar, (9b)
T"("z - n) y

and the symmetry and continuity relations (6}~{8) are used,
then we obtain the following equations

ao, B o
T pn L (108)
aﬁxl (92 ﬁﬂ
Ny —e — y——=T, 10b
. P2y 917 (10b)
n, ., — A, ny,)n,%l;—'=i,S, (11a)
ni 6o, —m‘z+zﬂzmz%= _4;5. (11b)

where n, and n, are the volume fractions of fiber and matrix,
respectively, and

no=r/m., n,=1-n, (12)
In Egs. (10) and (11) 7 and S are defined as
S=2n,0v*/r, (13)
with o* and ¢* being the values of shear stress o,, and not-
mal displacement » at r = r,. Relations (4) and (5) may be
utilized to calculate 7 and S. To this end and guided by the
symmeiy relations (6) and (7), we assume that v (7, x),
0,.(r, x), vy{r, X), and o,,, (r, x) vary according to

- *
r=2n,9%/r,

uyir, x) = A,(x}r, (14a)

T, lr, x) = B\ix)r, (14b)

Uz(r.x) '——AZ(X)(-’:—Z- - l)’. (14‘:)
1 =0, -3 = r,

> N3 (14d)

where 4,. B,. 4,, B, are independent of r. Notice that for
r = r, {14} yicids the same values for v* and o* as in Eq. (13).
In the case of material / we multiply Eq. (5) by /3,
neglect du/dx compared with du/dr (see Refs. 1-3 for justifi-
cation), integrate according to definition (9a), and we get

{ 3
ut —, = L7 (15)
l 4 u,
where
u* = u(r, x). (16)

Furthermore, in the case of material 2 we multiply Eq. (5) by
(P — r3)/(r; — 7). integrate according to Eq. (9b), and we
obtain

u* — 4= _Q'..l.g:, “7)
4
23]

where
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By eliminating »* from (15) and utilizing the continuity con-
dition (7) we solve for o* and hence for 7, yielding

1 _
T =—-Ald- — 4,), 19
__(r§l( 2= Uy) (19)
where
K=(u,+u, QVeéu p, (20)

A similar analysis can be carried out to solve for S. By impos-
ing the continuity condition on o, we get

S=F(y2 CLES Q%%‘). @1)

ax
where
F=A,—A)/[Tu, Q+u)l

(22)
T= "’l"“H’{l +agny + (A + iy + 412l
nom
Finally, substituting Egs. (19) and (21) into Eqgs. (10) and (11)
yields
. &n, &, Pu, G,—iu,

T4 ol —a o —da o = %K , (23a)

_ P, P§, P _ §,-@

p2 atzz —022 ale _aZ| ale = l'JzKZ' (23b)
- du dii

noy =a,,—5‘l+a,: 3;&’ (24a)
- au, du,
x2 — —+a;—5 24b

R0 =4y, ax 2o (24b)

where

a,, = A+ 2u)n + A pu, FQ,

ay, = Ay + 2uny — Ay F,

apy=Ap F, ay= —A,p, FQ,

PL=p Ry Pr=pyny (25)

B. Derivation of the reflection coefficient

Equations (23) and (25) constitute a system of coupled
field equations which describe the dynamic behavior of a
composite. The composite has been replaced by a higher or-
der dispersive continuum. The influence of the microinter-
face continuity conditions can be seen in the coupling coeffi-
cients. In what follows we shall combine this analysis with
the equations for the fluid in order to derive an expression for
the reflection coefficient for their common boundary or in-
terface.

Representative displacement and stress boundary con-
ditions for the homogenized composite will be matched with
the corresponding values for the liquid at the interface,
x =0, according to the rule of mixtures

u, =E|”| +l72n2, (26&)
O =0, 0 +0,n, (26b)

Thus, the liquid-solid interface continuity conditions are
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u=u, o,=0, atx=0. (27)

The composite field Egs. (23) and (24) are complemented
with the following fluid field equations

L%y, 28

@ o (28a)
du,

=4, —Z 28b

oy 7 ax ( )

In the special case of normal incident waves from the
liquid onto the liquid/composite interface we assume solu-
tions of the form
itwt + kyx)

u,=Up e + Uy &0, (29)

(@), 1)) = (U, Up)e™* %, (30)
where k, = w/c, is the liquid wave number, o is the angular
frequency and g is the composite wave number. As a by pro-
duct of this analysis we note that by using (30) to satisfy Eqgs.
{23a)and (23b) the values of g and D = U,/ U, are found to be
restricted by the dispersion relations

¢ -2’ +6=0, (31)
po U riKea-po)+] (32)
U, 1 —ay, 7 k¢
with

- Pa: +p, a0’ K — (ay, + ay, +a,, + a3))
275 K(a, a5, — a3 ay)

(33a)
85=p,p, o' K — o +ﬁz,a'2~ (33b)

Substituting from Egs. (29) and (30) into Eqgs. (28a), (28b) and
(23a), (23b), followed by formulating 4, and o, using the rule
of mixtures (26a), (26b) and finally satisfying the interface
continuity relations {27), we find the reflection coefficient
R=U,/U, tobe

A kdny +n, D) —gla, +a, D)

R = , (34)
Askgn, +n, D)+ qla, +a, D)

where

a,=ay, +ay, (35a)

az = a22 + a|2. (35b)
Since

k=2 ¢g=2 and A, =p,

f ., ¢ s =Pr

Eq. (34) can be rewritten in the equivalent form

R= preselny +n,D)—fa, +a, D) (36)

presciny +n, D)+ (a, +a, D)’
where, for a given w, the value of the phase velocity c and the
displacement ratio D can be calculated from relations (31)
and (32). Notice that in the special case where both compos-
ite components are the same material Eq. (36) reduces to

—p. €
R= L P4 (37
pf cf +p‘ C
as expected. This can be seen since D reduces to unity, c

reduces to ¢, and a, + a, reduces to p, c’.
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lil. COMPARISON WITH EXPERIMENTAL DATA

In order to verify the validity of the analytical model,
attempts were made to measure the reflection coefficient of
two common composite materials directly using the method
proposed by Papadakas.” Unfortunately, the very larger at-
tenuation coeflicient of these materials did not permit a reli-
able measurement of the second back surface reflection re-
quired by this method. We, therefore, were forced to
measure the longitudinal phase velocity of each specimen
and calculate the reflection coefficient with the homogen-
eous media relationship
prey=pr ¢
P Cr +p.C

Our measurement of acoustic velocity used standard
interferometric measurement techniques.® In order to en-
sure that the observed dispersion in velocity was not an arti-
fact of either the measurement technique or the instrumenta-
tion, the compressional velocity of a piece of quartz glass was
measured over the frequency range of 1-15 MHz, The phase
velocity of this specimen was found to be 5.45X 10° cm/s
with an estimated accuracy of + 2% over this range of fre-
quency. An error analysis of the experimental procedure
showed that the experimental results presented in this paper
are accurate to within + 2%.

The two types of composite specimens utilized for re-
flection measurements were graphite/epoxy and boron/ep-
oxy. In both cases specimens were fabricated with high vol-
ume concentrations of fibers, 60 vol. % in the former and 45
vol. % in the latter case. The specific properties utilized in
our calculations are listed in Ref. 9. Specimens were ma-
chined from large pieces of this material such that all fibers
were aligned parallel to the direction of wave propagation. A
schematic representation of these specimens is shown in Fig.
1

R= (38)

The results of the phase velocity experiment for graph-
ite/epoxy is shown in Fig. 3. The corresponding reflection
coefficient were calculated using the relationship for homo-
geneous media, i.c., Eq. (38) with the mixture density of
1.583 g/cc. It is obvious that these results show negligible

|l0’-
%000"
£ .
r o
8 -
~d
g 80}
PO e e s @ i s s i
0 ¢ 2 3 4 3 6 7 8 9

FREQUENCY (MH2)

FIG. 3. Longitudinal phase velocity vs frequency for an acoustic beam
propagating parallel to the fiber direction in a 60 vol. % graphite/epoxy
composite (solid line is theory, dots are experiment).
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FIG. 4. Longitudinal phase velocity vs frequency for an acoustic beam
propagating parallel the fibers in a 45 vol. % boron/epoxy composite (solid
line is theory. dots are experiment).

dispersion, i.e.. phase velocity and reflection coefficient vari-
ation with frequency are undetectable. This conclusion is not
unexpected given the very small size of the graphite fiber. A
photomicrograph of the actual surface of this specimen is
shown in Fig. 6(a). The reader will note that not only are the
fibers tightly packed in an approximate hexagonal network,
but the fiber diameter is approximately 8 um + 1 um. For
this size range the acoustic wave, with a wavelength in water
of 150 sm sees the composite as if it were an average of both
fiber and matrix properties weighted by their respective vol-
ume fractions.

The same measurements were made with the boron/
epoxy sample and the results are displayed in Figs. 4 and 5,
respectively. As in the case of the graphite epoxy, the homo-
geneous media relation, Eq. (38) was used to calculate the
reflection coefficient. For these calculations a density of
1.968 g/cc was used. The theoretical predictions of our ap-
proximate model are shown by the solid lines.

o9 r

REFLECTION COEFFICIENT

FREQUENCY (MH2)
FIG. 5. Calculated and measured reflection coefficient for a boron/epoxy

composit- in water [solid line theory, dots representative data points calcu-
lated via £:q. (38)].
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FI1G. 6. (a) A micrograph if the graphite/epoxy composite. Fiber diameter is
approximately 8 + 1 sm. (b) A micrograph of a boron/epoxy composite.
Fiber diameter is approximately 100 + 3 um.

For the present case the experimental data confirm the
dispersion predicted by our model, i.e., Eq. (36). A photo
micrograph of the surface of the specimen shown in Fig. 6(b)
explains why. The reader will note that the microdimension
of the effective repeating cell of boron/epoxy composites are
substantially larger than those of graphite/epoxy. Since the
repeating unit of this composite is approximately the same
size as the acoustic wavelength. The extent of the dispersion
observed in this material was expected. In fact, the agree-
ment between theory and experiment is quite satisfactory
given the assumptions used in the derivation of our model.
The difference between the analytical prediction and data
above 7 MHz is due to the increasing inaccuracy of the ap-
proximate analysis as is manifested in the linear approxima-
tions of Eq. (14). Furthermore, the fact that the model does
not take into account the higher frequency attenuating prop-
erty of epoxy adds to this discrepency.

IV. CONCLUSIONS

We have presented an approximate analysis for the re-
flection of an acoustic wave from a water/composite inter-

680 J. Appl. Phys., Vol. 55, No. 3, 1 February 1064
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face. In this analysis the heterogeneous microstructure of the
composite is replaced with a homogeneous, dispersive medi-
um. In this process we replaced the microscopic continuity
relations with macroscopic relations in order to satisfy the
conditions of the analysis. The validity of this analysis was
verified from experimental data which showed that the mod-
el works well in the lower frequency ranges. In the frequency
range where the wavelength of the incident wave approaches
the characteristic size of the composite microstructure the
validity of the model begins to break down as shown by the
deviation of data from the analytical prediction.
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- CHARACTERIZATION OF MULTIPLE DEFECTS IN COMPOSITES
A USING A NEW ULTRASONIC TECHNIQUE -
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iy
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< > The utilization of the peculiar ultrasonic wave propagation inherent in com-

AN posite materials is usually thought of as being too complicated for application to

nondestructive fnspection situaricns., llewever, receat experimental studies have
shown that a significant increase iu backscattering for acoustic waves at normal

- incidence to the fiber ax!s or to the surface of Jdiscontinuities can be used to
" detect and choracterize such multiple defects as matrix cracking, fiber orieantation
2 and misalignment, and ply gaps.

o
~ INTRODUCTION
.‘3
s During the last decade, the use of composites in aeroaautical structures has

incrcased tremendously due to the recognition of their high specific stremgth and

S modulus. As ts the case with other structural materfals, composites contafn
.r\ production and service-induced defects which grow during usage. In order to
)‘. anticipate and preveut premature fallure of composite materials, new NDE methods
J" are required. Conventional ultrasenic methods, which are widcly used for the
-~ detection of delaminations, are not cipable of detecting subtler forms of damage

T because they were developed for detection of single flaws in houwogeneous, isotropic

): materials. Composites, however, arc inhomogeneous and usually contain many initial

L flaws whose density increases as a function of fatlgue life. Recent studies of

acoustic backscattering lrom composites indicate that a technique based on this

J phenomenon has the putential to overcome the limitations of the conventional
o ultrasonic techniques, This methodolegy ut{lizes the inhomogeneous, anisotropic,

e, and layered nature of compcsites to detect specifically oriented microstructural
‘-',‘ features such as fibers and cracks.

-

‘\:. The significance of acoustic scattering phenomena to the characterization of

‘.',' scatterers by analysis of the acoustic-field distribution was recognized in the

' * 125t century, Most studies have been councentrated on single scatterers fan homo-

pu teneous media to determine tne information that can be eatracted about the scatterer

‘ from measurements of the acoustic fleld.! However, the case of multiple scattering
' from an array of cylinders, f.e., {ibers in composites, is more complicated. The
LS work in this area (sce, for example, Refs. 2 and 3) has been limited to randomly
AN spaced low-volume-fraction fibera and non-layered media. Due to the dearth of

;s’ spplicable theorctical work, the authors cxamined bavkscattering of composites from

"b' an experimental point of view. The results were found to be quite useful, ss this

.r\-' paper will show.
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o EXPERTMENTAL PROCEDURE
v
\}' The ultrasonic set-up used for the backscattering experiments consisted of one
-t of scveral 6. br-am-diam. transduccrs and a Panametrics PRS052 pulser/recelver. The
o interrogating pul<es had a centeal (requency in the range between 5 and 25 Miz,
". ’ This frequency ranpe yielded ka values between 0.05 and 1.0, wheve k is the wave
. . aumber and o s the nominal diameter of the commerciuslly available praphite or
K gloass fibers.  Experimental data on backscatteriag were averaged using a Princeton
Applicd Research Model 160 Boxcar Averager to reduce noise. Tlese data were also
> used Lo produce acoustic images with the aid of conventional X-Y and polar C-scan
", recording instrumentation.
ot
;: In the cxperiments, a turntable was used to enable one angle of a spherical
‘,_ coordinate system to be held constant wnile the other was varied continuously. The
“, transducer and turntable with teat specimen were immersed in water which served as

a delay line and coupling medium. The measurements were taken at angles of inci-

dence in the range 0 to 90 deg. and angles of rotation in the range 0 to 180 deg.

The composite specimens included graphite/epoxy (T300 fiber/5200 resin) and glass/
epoxy (Scotch 1002) with thicknesses which ranged from 2 to 13 plies.

At L)

“»
’\: RESULTS ARD DISCUSSION

-..
)\3 The backscattcrced acoustic field of a unidirectional composite 1s shown in
Yol Figure 1. The data recach o maximum only at a small angular range of the normal to
K the fiber axis. Elsewhere, scattering is uniform and low unless other sources of

scattering such as suiface roughness, internal voids, or potrosity are located along
the acoustic beam path. The effects of surface roughness were rediuced hy sanding
the test specimen or coating it with a strippable varnish. These results suggest
the utility of using backscatter signals to determine ply orientation as well as
fiber nljgnment within a specific ply. Filgure 2 shows the effect of precessing the
transduccr around the normal to the plane of the fibers. By varying the angle of
incidcnce in a plane normal to the fiber direction in a unidirectfonal composite,
the data shown in Figure 3 were obtained. This figure indicates the existence of
two backscattering maxima which seem to be rclated to the longitudinal and oue of
two possible shear veloclitles.

E ol

The magnitude of acoustic backscattering varies according to the type and size
of the defect; for example, transverse-crack scattering is about 2% dB above that
due to the fibers in graphite/epoxy laminates. It is, therefore, quite easy to
discriminate crack scattering from that due to fibers and to generate an image of
cracks in the varfous lavers of composites. A quasi-isotropic graphite/epoxy
N specimen was fatigue loaded to 80T of the ultimate strength and 5000 cycles and
C-scanned using this technique. The result, as showm in Flgure 4, clearly indicates
the presence ol transverse cracks due to cyclic loading at the various ply orfenta-
tions. The cffect of the incidence angle on the backscattering image of these
defccts is shown in Figure f. As can clearly bc seen, the closer this angle is to
the "critical” angle, the higher the signal-to-noise ratio. Unfortunately, rajising
the angle of {ncidence luvoi the resvludiva due to chadowing of cracka 'y those
in the foreground, These faccs required optimization of the fncidence angle, which
was found empirically for graphite/epoxy to be approximately 21 dvg. The results
of using this optimized tectinique to scan a group of fatigued specimens are shown
in Figure 6. Transverse cracks are gencrated also as a resule of static stresses,
as shown in Figure 7 where a sample was loaded to 90% of the vitimate tensiie
strength. These results dewonstrate the usefulness of backscattering in studying
the process of crack growth in composite materials.
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Figure 1. Backscattering from a Uni-directional ([0°]g) Glass/Epoxy Composite.
The cffect of gurface roughness 18 shown. ‘lhe angle of incidence a = 30.
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Figure 4.
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ANGLE OF INCIDENCE (a), DEGREES

Backscattering as a Function of Angle of Incidence for t:.lass/Epoxy
Composite, at the Planc of the Normal to the Fiber Axes (8 = 0°%).
The two critical angles are clearly indicated.
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Backscattering Scan of Quasi-Isotropic Graphite/Epoxy Specimen Fatigue
Loaded to 75% of Ultimate Strength and 5000 Cycles.
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Acoustic Backscattering Imapes of Fatigue Damage at the 90° Oricntation
of [0°, 90° + 45%]g Craphite/Epoxy Spucimen Loaded to 757 of Ultimate
Strength and 5000 Cycles and Tested at Varfous Angles of Incidence.
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Figure 6. C-Scan Imaging of Transverse Cracks (90°) in [0°, 90°, + 45°]¢
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Fgure 7.

{iber orientation and misalignment.

Graphite/Epoxy Specimens Fatigue Loaded to 75% of Ultimate Strength
and 5000 Cycles.

SURFACE YRANSVERSE
TAB  ROUGHNESS CRACKS TAB

C-Scan Backscattering Image of Static Loaded (902 of Ultimate Strength)

Graphite/Epoxy [0°, 90°, + kS']s Specimen. Angle of incidence a = 21°.

Tt can be concluded that backscattering measurements can be used to determine
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NONDESERUCTIVE EVALUATION OF COMPOSITE
MATERTALS WITH BACKSCATTERING MEASUREMENTS

Y. Bar-Cohen
Systems Rescarch Laboratories, Inc., Dayton, Ohio

and

R. L. Crane
AFWAL/MLLP, WPAFB, Ohio

ABSTRACT

Initial experiments have been performed to characterize the scattering of acoustic waves from glass/

epoxy and graphite/epoxy composite pancls.
both types of fiber reinforced composites.

Experiments were conducted in the region 0.1 < ka g 1.0 on
The data clearly show that a maximum in the backscattering

ultrasonic energy occurs for oricntations which place the fiber axis perpendicular to the propagation

vector.

INTRODUCTION

The propagation of elastic wave through fiber
reinforced composite {8 a very complex process. As
it travels through the material, the acoustic wave
is dramatically affected by the anisotropic nature
of the layered composite. Significant changes also
result from the multiple scattering ecvents that
occur because of the myriad of stiff fibers in a
soft plastic matrix. Only recently have theoreti-
cal and experimental studies begun to unravel the
subtleties of the acoustic wave/composite interac-
tion.

The objective of this research work has to
study the multiple scattering phenomcna in fiber
reinforced composites, as revealed by backscatter-
ing measurements.

RESULTS AND DISCUSSION

An experimental apparatus was built to permit
rotating test specimen while maintaining a constant
angle of incidence. By varying the fiber dismeter
and the frequency of the incident wave, tests were
conducted in the pseudo-Rayleigh scattering range
0.1 < ka 5 1.0, where k is the wave number and a 1is
the fiber diameter. The composite materials exam-
ined were graphite/epoxy and glass/epoxy. A schem-
atic of the experimental set-up and nomenclature
are shown in Fig. 1. Measurements of backscatter-
ing were averaged over 32 points on the specimen
for a constant incident angle. As expected, the
backscattering (scattering detected by the sending
transducer) is maximum for orientations that place
the fibers in a specific ply perpcundicular to the
ultrasonic beam, (see Fib. 2). Also shown in Fig.
2 is the effect of surface roughness which contri-
buted about 1 dB to the backscattered energy. This
can be nearly eliminated by polishing the specimen
surface. 1In Fig. 3 a schematic diagram is shown
as a guide in determining fiber angle in a quazi-
isotropic laminate. Using this simple convention
then Figs. 4 and 5 demonstrate the case of using
backscattering information to determine ply orien-
tation.

The width of the backscattering peak is af-
fected by both the beam divergence and the uniform-
ity of fiber alignment. If beam divergence is con-
stant, then the peak width may he usced to estimate
the amount of waviness in an otherwire parallel row
of fibers. To demonstrate this, a sample with a
30° misalignment was fabricated. The cffect of

this misalignment 1s shown along with perfectly
aligned sample in Fig. 6. The increased bandwidth
wan capable of determining nisalignment to an ac~
curacy of + 12 of arc. This {s shown in Fig. 7,
where the actual angle versus the calculated mis-
alignment angles are plotted.

Backscattering is observed whenever a discon-
tinuity {s encountered by the acoustic. Defects
such as a porosity with spherical symmetry, result
in a uniform increase of scattering over wide
angles as shown in Fig. 8.

It is concluded that backscattering measure-
ments may be used to determine fibers orientation,
misalignment and in some cases the presence of
porosity. Further work is underway to quantify the
angular dependence and intensity of backscattering
in composite materials.
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Fig. 1. Schematic representation of
experimental set-up uced to
measure backscattering from

composite samples.
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( 0] )G1/Ep composite for a 30° angle
ot incidence. The effect of surface
roughness is also shown.
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Fig. 3 Angular convention used to determine

fiber oricntation in backscattering
exper iments.
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Acoustic-Backscattering Imaging of
Subcritical Flaws in Composites

by Y. Bar-Cohen and R. L. Crane

Abstract

Experimental studies of acoustic backscattering in the Ray-
leigh region, i.e., 0.05 < ka < 1.0, from fiber-reinforced com-
posites were conducted. A significant increase in backscat-
tering was observed for those orientations which place the axis
of the fibers or other discontinuities at normal incidence to
the acoustic beam. Using this technique, fiber orientations
and the distribution of cracks within specific plies were easily
mapped.

INTRODUCTION

During the past decade, fiber-reinforced composites have
found increasing utilization in primary (safety-of-flight) air-
craft components. Current USAF damage-tolerant design phi-
losophy requires the detection and tracking of service-induced
damage using nondestructive evaluation (NDE) methods.
Presently, ultrasonic techniques are widely used for this pur-
pose. However, these NDE methods were developed principally
for the inspection of metal structures and, therefore, are op-
timized for the detection of single flaws in homogeneous, iso-
tropic monolithic materials. Unfortunately, the detection of
flaws in composites is particularly difficult because of the in-
homogeneous, anisotropic, and layered nature of these mate-
rials. Another complication arises from the fact that composites
do not accumulate damage via the growth of a single self-sim-
jlar flaw, but rather by initiation of a myriad of small matrix
cracks. For many composites currently in use in aircraft struc-
tures, this matrix cracking ultimately leads to the development
of a delamination late in the fatigue life. For stiffness-critical
structures, this can be defined as the end point of the struc-
ture's useful life. Given these considerations and the fact that
previous investigations (see, for example, Ref. 1) of the classic
ultrasonic techniques have yielded results of limited applica-
bility to composites, the authors decided to investigate uitra-
sonic backscattering which utilizes the inhomogeneous, layered
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nature of the composite to detect and image dominant mi-
crostructural features.

The scattering of waves has been the subject of numerous
publications because much can be deduced about the scatterer
from measurements of the angular distribution and magnitude
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of the scattered energy. Recent developments in the field of
acoustic seattening of sound waves by single ohjects in homo-
geneous solid or fluid medin hene seeved extensively to deter

mine what information concernoy, the size, Shape, and ornen

tatien of the scattecer can be gleaned from ulteasonic
measurements (see, tor example, Rets. 2 and 3). The situation
is much more ditficuit to analyze in the case of compuosite
matenals becanse sound energy is both reflected at the nter-
face between layers and scattered by the fibers and numerous
inherent Naws within each ply. A detailed analysis of experi-
mental data must, therefore, depend upon a consideration of
mulitiple scattering. Diffuse scattering by dispersoids has re-
ceived much attention in recent years, particularly with regard
to biological materials.* While theoretical analyses of multiple
scattering in solids have been performed,’® researchers have
only recently ittempted to rationalize analytical predictions
with quantitative measurements. For example, O'Donnell and
Miller’ were able to obtain reasonable agreement between anal-
ysis and experiment for a plastic containing approximately 4.0
volume percent voids. While this and most previous work has
been done with media containing spherical voids, very little
work-- either analytical or empirical — has been devoted to the
examination of the scattering of coaxially aligned cylinders.
The analysis of Varadan, et a!* examined the forward scat-
tering of randomly dispersed coaxial fibers; but the results are
not generally applicable to composites because of the limitation
of the analysis to low-volume-fraction non-layered media. The
work of Bose and Mal,® Data,'® Chang!' and Golovchan and
Guz'? are similarly limited in applicability. Therefore, the pres-
ent work examines—from an experimental standpoint—back-
scattering from composites. The results are quite useful in at-
tempts to track or monitor mechanical damage in composites.

EXPERIMENTAL PROCEDURE

The four types of composites examined in this investigation
were glass/epoxy (fabricated from Scotch 1002), graphite/epoxy
(T300 fiber/5200 resin), 5.6-mil boron/epoxy, and silicon car-
bide (5.6 mil)/titanium (Ti-6A1-4V). Various cross-ply lay-ups
were used for both the glass/epoxy and graphite/epoxy mate-
rials; but for the other two materials, only unidirectional spec-
imens were fabricated. All specimens consisted of 2 to 14 plies,
depending upon the complexity of the lay-up; e.g., unidirec-
tional panels usually contained two plies, while quasi-isotropic
panels contained eight. All systems were fabricated using stan-
dard autoclave cycles which had been optimized for minimum
porosity in the finished laminates. To investigate the effect of
porosity upon backscattering, one specimen was fabricated with
hollow glass microspheres,* 80 um in diam., dusted between
glass epoxy tapes during lay-up. Because of the highly localized
nature of the porosity, no attempt was made to measure ac-
curately its volume fraction. However, estimates from gravi-
metric measurements indicate it to be =2.0 percent.

Because of the potential of the backscattering technique to
image both fiber orientation and processing errors, both angle-
ply and single-ply sheets were examined. For ply-orientation
determination a special [0°, —15°, —30°, +45°, —60°, +75°,
90°], specimen was fabricated using standard curing proce-
dures. The utility of the technique in examining fiber flaws
was investigated with a single layer of uncured graphite/epoxy.
For these experiments, fiber waviness was simulated by dis-
torting the fiber tows into a single-cycle sine-wave pattern with
a wavelength of about 6.5 cm and an amplitude of 0.25 cm.

The imaging of small cracks within the composite was carried
out on specimens having first-ply failure cracks. These were
obtained by fatiguing eight-ply quasi-isotropic graphite/epoxy
specimens until several lineal densities of transverse cracks
were obtained. The fatigue loading was carried out with a stan-
dard ramp loading spectrum, with a maximum load of 75 per-

'—Eﬂ—\l;th\un and Commiangs, Inc., Canton, MA,
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cent of the ultimate tensile failure load and R= 0.1. This spec-
trum easily produced specimens with 90° and + 457 ply cracks
in a relatively short time (5000 cycles). The number and lo
cation of these cracks were easily established with edpe rep
lication and the standaed eadiographie technigue usige an x
radintion opaque penetrant.

The instrumentition used in these experiments is shown
schematically in Fig. 1. A wide-band, flat, 6.35 mm diam. trans-
ducer located at the far field was driven by a Panametrics
PR5052 pulser/receiver. In experiments requiring high reso-
lution, a 6.35 mm diam., 25-MHz, 12.7 mm focus wide-band
transducer was used. The center frequency of the interrogating
pulse of ultrasound was varied from 5.0 to 25.0 MHz which
yielded values of ka in the range 0.05 to 1.0, where & is the
wave number that is equal to 2x/wavelength and a is the nom-
inal diameter of the scattering object. In several experiments,
data were time averaged using a Princeton Applied Research
boxcar averager to reduce system noise. All experiments were
conducted in a water bath which served as an ultrasonic cou-
plant and a delay line.

A schematic representation of the transducer and specimen
reference axis is given in Fig. 2. The angles of incidence of
measurement were taken in the range 0° <a=< 90° and the
angles of rotation in the range 0° <g< 180°. The angle of
incidence « was measured from the normal to the tested lam-

SPECIMEN
r TER TRANSOUCER
RECEIVER
/\ -
ACQUSTIC BEAM ~ MOTOR
, 4
A/D
OSCILLOSCOPE
CONVERTER ANGLE GAUGE
: AND TRIGGER
BOXCAR
AVERAGER
x-y
RECORDER

Figure 1—Schematic representation of electronic instrumen-
tation used in backscattering experiments.
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a - ANGLE OF INCIDENCE

B— ANGLE BETWEEN Y-AXIS AND THE TRANSMITTER
BEAM TRAJECTORY ON THE LAYER PLANE

Figure 2—Schematic diagram of experimental system used
to measure backscattering from composite samples.
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mate, whereas f was mensured counterclockwine with respect
to the plate Y nxis. ‘The reference system thus obtained s
equivalent to the standard notation of ply orientation,” with
the first layer of the laminate determining the coordinate sys-
tem in which X is the fiber direction. In the various experi-
ments, one angle was maintained constant and the other has
been changed. For studies of backscattering phenomena, the
amplitude of backscattering was recorded as a function of an-
gular position. The results obtained served to determine the
optimum position in which the transducer should be located
for subcritical-flaw imaging.

RESULTS AND DISCUSSION

Investigation of the backscattering field of unidirectional
composite materials indicates, as shown in Fig. 3, that the data
reach a maximum only at a small angular range of the normal
to the fiber axis. Elsewhere, scattering is uniform and low un-
less other sources of scattering are located along the acoustic-
beam path. Surface roughness is also a source of such scatter-
ing, but its characteristics can be substantially eliminated by
sanding the test specimen using a No. 180-grid metallographic
paper. Surface-roughness scattering can also be reduced (2 dB)
by coating the surface with a lacquer which can be stripped.®
Although the scattering amplitude from the surface roughness
is relatively low (see Fig. 3), for the sake of simplicity, all test
specimens during the present investigation were hand sanded
smooth to permit accurate imaging of small defects.

The effect of changing the angle of incidence a upon back-
scattering amplitude is shown in Fig. 4. Two maxima are ob-
served in each of the characteristic curves which represent
graphite/epoxy and silicon/carbide composites. These maxima
occur at the quasi-critical angles and are dependent upon the
quasi-longitudinal and quasi-shear wave velocities which are
functions of the angle 8. The fact that maximum scattering
is observed at these angles has been used to advantage, and
most experiments were conducted at the angle of incidence
which provided the most intense signals, namely, higher signal-
to-noise ratio. However. no attempt was made to optimize the
transducer orientation for maximum scattering by a simulta-
neously changing a as a function of 8 or vice versa, and all
experiments were conducted with at least one constant angle.

Backacattering as a function of angle of rotation, 8, for a
quasi-isotropic graphite/epoxy specimen is shown in Fig. 5. It
is quite obvious that each layer of the composite reflects over
a small range of the angle 8, which is normal to the fiber axis
of the specific layer of interest.

It was noted that the intensity of the scattering from glass/
epoxy is 3 to 5 dB higher than that from the graphite/epoxy
composite. This is presumably due to the much larger differ-
ence in acoustic impedance between glass and epoxy as com-
pared to that between graphite and epoxy—the acoustic
impedances of graphite, glass, and epoxy are 6.89, 14.48, and
2.48x10° gm/cm? sec., respectively. The difference in imped-
ance for glass/epoxy is almost three times that for graphite/
epoxy. This does not completely explain the difference in scat-
tered intensity since the difference in fiber (i.e., scatterer) di-
ameter and the number of scatterers per unit volume must also
be considered. Unfortunately, the only models of scattering
from a layer of cylinders which have been developed thus far
present quite difficult computational problems.!"'? Therefore,
a rationalization of analysis and experiment is not possible at
this time.

A schematic diagram demonstrating the angular relationship
between the scattering angle, 8, and ply orientation is shown
in Fig. 6. It should be noted that the X and Y axes of the
composite plate are uniquely related to the axis of the scanning
system. The scan of a specially fabricated graphite/epoxy com-
pusite is shown in Fig. 7. In this case, it is obvious that in order
to specify ply orientation uniquely, the relationship between

”T:h;S-herwin Williams Corp., Cleveland, OH, Stripple Lacquer M6aW1.
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Figure 3— Backscattering from a unidirectional [0°], glass/
epoxy cumposite. The effect of surface roughness is also shown.
The angle of incidence a=30°.
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Figure 4—Comparison of backscattering from both a SiC/T}
and a glass/epoxy composite as a function of angle of inci-
dence. Rotational angle §=0.
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Figure 5—Backscattering from a quasi-isotropic [0°, = 45°,
90° ] graphite/epoxy composite. Scattering from each ply is
apparent. Angle of incidence a=30".
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Figure 6- Schematic diagram of composite plate and mea-
surement coordinate system.
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Figure 7—Backscattering froma [0°, — 15°, —30°, +45°, —60°,
+75°, 90° s graphite/epoxy composite a=40°.

the measurement coordinate system and that associated with
the composite must be carefully specified; for example, the [0°,
~15°, -30°, +45°, —60°, +75°, 90°]|; composite could easily
become a [0°, +15°, +30°, —45°, +60°, -75° 90°], if the
specimen were inverted, making the + X axis the — X axis. In
Fig. 7. it appears that the effect of the changing critical angle

as function of 4 can explam the increased backseatterning trom
the 75-dep. layer os compared to the O deg. lavee at o 107,

Analteraate method of displaying backscattering data s the
polar plot using the C sean systen in the rotation mode, where
scattering intensity is plotted as a function of angle of rotiation,
as shown in Fig. 8. Data for this plot were obtained for uni-
directional [0°]s, cross-ply [0°, 90°],s and quasi-isotropic [0°,
90°, +45°]¢ graphite/epoxy material. The effects of surface
roughness are shown in Fig. 8(c) as the background speckle in
the 90° +12.5° directions. This roughness is the result of the
bleeder-cloth impression on the surface of the plate.

Since the backscattering discussed thus far arises from the
fibers and, therefore, is highly dependent upon their orienta-
tion, it was natural to extend these experiments to the inves-
tigation of the effects of slight misalignments within a specific
ply. If the focal spot of the transducer covers an area containing
minor misalignments, i.e., fiber waviness, and the axis of ro-
tation is located at the center of the misaligned fiber bundle,
then this should cause a broadening of the scattering angular-
spectrum peak. For a sharply bent composite tape of dimen-
sions which are smaller than the acoustically scanned area, the
backscatter peak is broadened and splits into two peaks as
shown in Fig. 9(a). If the peak width is calibrated against known
angles of deviation, then it is a simple matter to estimate the

a. [0°],

8100 Wl —*I

b [0%90%],,

G:90° pR.aHe-~ - RN S 2

[: X2} 8:0° = -a3°
c. [0°,90°,¢45°] s .

Figure 8—Polar plots of backscattering from three glass/epoxy
eight-ply specimens (Specimens a and b were polished). Fiber
ortentation is clearly indicated.
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Figure 9(a) — Effect of fiber misalignment upon width of back-
scattering peak.
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loenl waviness of the fiber tows. This s shown in Fig. 9(b),
where pood agrecment between estimated and actual misalign-
ments e observed.

While 11 was arelatively simple matter 1o measure fiber er
rors from peak broadening, it was far more instructive  al-
though more difficult -to image the fiber array. This was ac-
complished by plotting the intensity of the backscattering as
a function of position using polar C-scan instrumentation. Care
was taken to use a focused transducer with focal spot size which
was very small (0.3 mm) compared to the wavelength of the
fiber-tow sine-wave displacement. The resulting image is shown
in Fig. 10(a). As can be seen, a rather informative acoustic
image of the fiber misalighment was obtained.

As noted earlier, discontinuities scatter whenever the normal
to their surface is parallel to the acoustic main lobe of the
transducer. Transverse cracks have preferred-direction scat-
tering: and in graphite/epoxy laminates, a very strong scatter-
ing (~ 30 dB) was ohserved. This was determined by recording
the scattering from the 90° ply of a quasi-isotropic graphite/
epoxy laminate that had heen fatigued to a point where this
plv had numerous transverse cracks, as depicted in Fig. 11{a).
The experiment was conducted in such a way that only back-
scattered intensity levels above those associated with fiber scat-
tering were recorded. It is apparent that the 0.13 mm high
interply cracks are efficient reflectors of acoustic energy. It
should also be noted that the +45° and —45° plies both above
and below the ply of interest contained the same type of cracks;
however, they are resolved separately as shown in Fig. 11(b).
The cracks are imaged on a ply-by-ply basis. A radiograph of
these specimens after treatment with opaque penetrant clearly
showed these cracks and confirmed the accuracy of the acoustic
image. The radiograph is not included here because the printed
picture had much less resolution than that of the radiographic
film and many crack indications were lost in the transfer pro-
cess.

While the scattering due to the surface roughness caused by
the bleeder-cloth impression is limited to specific directions,
porosity gives rise to omni-directional scattering due to the
spherical symmetry of each pore, dispersed through the com-
posite. To document the effects of porosity, a [0°, 90°].s glass/
epoxy laminate was fabricated with numerous hollow glass mi-
crospheres dusted between the 0° and 90° plies. The results
of the scattering measurements are shown in Fig. 12. Since the
outermost ply was unaffected by the porosity addition, scat-
tering from it is undiminished. However, the enhanced back-
ground is caused by omni-directional scattering of the inter-
laminar porosity. It is also apparent that much less ultrasonic
energy reaches the 90° ply because its backscattering is sig-
nificantly reduced. Interlaminar porosity scatters and, there-
fore, attenuates both the incoming and backscattered waves.

2500

1300

1000

MEASURED ANGLE (OEGREE)

300

e b e

ooo Tweo 000 =00 2000 2500
ACTUAL ANGLF {DEGREE)

Figure 9(b) -Cumpurison of measured versus actual fiber mis-
alignment in a single ply of glass/epoxy.
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Figure 10— Polar-scan imaging of misalignment a) sine tex-
ture, b) discrete misalignment of 0°, + 30°. Scale factor is 1:1.
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Figure 11 - Backscattering scan of quasi-isotrapic con.;.«site
a) 8=90°, b) 8=45°. Transverse cracks at 90° and 45° are
separately resolved. Specimen was fatigue loaded to 7570 of
ultimate strength and 5000 cycles. Scale factor is 2:1.
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Figure 12— Backscattering from a [0°, 90° ],; glass/epoxy com-
posite, both with and without added interlaminar porosity.

CONCLUSIONS

The conclusions of the study are summarized below:

1. The backscattered acoustic field of a composite can be uti-
lized to determine both gross fiber orientation and small
misalignments of fiber bundles.

2. If the backscattered acoustic field is sampled in a rastered
pattern across a composite plate, then it is possible to image
or map the intralaminar cracks associated with ply failure.
The process is analogous to C-scanning, the only difference
being that the interrogating transducer must be carefully
oriented with respect to both the composite plate and the
flaws within a ply.

3. Backscattering requires development of analytical tech-
niques if it is to serve as a quantitative tool for characterizing
composite materials.

)
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NONDESTRUCTIVE FVALUATION OF F1LBER-REINFORCED
COMPOLITES WLTH BACKSCATTERING MEAGUREMENTS

R. L. Crane

Alr Force Wright Aeronautical Laboratories
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Wright-Patterson Air Force Base, OH 45433

Y. Bar-Cohen .
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ABSTRACT: Experimental studies of acoustic backscattering in the
Rayleigh region, i.e., 0.1 < ka < 1.0, from fiber-reinforced composites
were conducted. A significant increase in backscattering was observed
for those orientations which place the axis of the fibers or other dis-
) continuities at normal incidence to the acoustic beam. Using this
technique, fiber orientations and the distribution of cracks within
specific plies wa2re easily mapped.

)

elaele

Introduction

During the past decade fiber-reinforced composites have found in-
creasing utilization in-primary (safety-of-flight) aircraft components.
As with metal structures composites require detecting and tracking of
53 service-induced damage and general material degradation using nonde-

: structive evaluation (NDE) methods. One of the most widely used tech-
niques for this purpose is ultrasonic measurements. However, this NDE
method was developed principally for the inspection of metal structures,
i.e., it is optimized for the detection of single flaws in homogencous,
A isotropic, monolithic materials. Unfortunately, the detection of flaws
. in composite materials is particularly difficult because of the inho-

e mogeneous, anistropic, layered naturc of the materials. Another compli--
;3 cation arises from the fact that composites do not appear to degrade via
o the growth of a single dominant flaw, but rather by the growth of a

e damage zone consisting of a myriad of very small cracks. These diffi-
S culties led us to investigate ultrasonic backscattering (see Fig 1)

- which utilizes the inhomogeneous, layered nature of the composite to

S detect and image dominant microstructural features, such as cracks,

fibers, etc.

. Presented at the 29th Defense Conference on Nondestructive Testing,
:?: November 17-20, 1980, McClellan Air Force Base, CA; published in
S Conference Proceedings.
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The scattering of waves has been the subject of numerous publica-
tions, because one can deduce much about the scatterer from mcasure-

Recent attention to the scattering of sound waves by single objects in

homogeneous solid or fluid media has defined what information concerning

the size and identity of the scatterer can be gleaned from acoustic

measurements (see for example, Refs (1) and (2)). The situation is much
h more difficult to analyze in the case of composite materials, because

-
4
,
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¢
% ments of the angular distribution and magnitude of the scattered energy.
.

.l. .. « s
oy

a
"

sound encrgy is reflected at the interface between layers and scattered <]
by the fibers and numerous inherent flaws within cach ply. Analysis of !‘
experimental data must, therefore, depend upon a consideration of multi- -
scattering. The diffuse scattering by dispersoids has received much o
attention in recent years, particularly with regard to biological i:
materials (3). While theoretical analyses of multiple scattering in -
solids have been performed (4,5), researchers have only recently =
attempted to rationalize analytical predictions with quantitative ]
measurements of the phenomenon. O0'Donnell and Miller (6) were able to N
obtain reasonable agreement between analysis and experimeat for a -~
plastic containing approximately 4.0 volume percent voids. While this ::

and most previous work has been done with media containinz spherial voids,
very little work--either analytical or empirical--has exanined the
scattering of coaxial aligned cylinders. The analysis of Varadan, et al
(7), examined the forward scattering of randomly dispersed, coaxial
fibers; but the results are not generally applicable to composites

X

.
s

‘.
because of the limitation of the analysis to low-volume-fraction, non- o
layered media. The work of Base and Mal (8) and Data (9) are similarly s
limited in applicability. Therefore, the present work examines--from an =
experimental standpoint~--backscattering from composites. The results of !
the experiments are quite useful to those attempting to track or monitor -
mechanical damage to composites. f‘

Experimental Procedures

Four types of composites were examined in this investigation. These
were glass/epoxy (fabricated from Scotch 1002), graphite/epoxy (T300
fiber/5200 resin), 5.6 mil boron/epoxy and silicon carbide (5.6 mil)/
titanium (Ti-6A1-4V)., Various cross-ply lay-ups were used for both the
glass/epoxy and graphite/cpoxy materials; but for the other two materials,
only unidirectional specimens were fabricated. All specimens consisted
of 2 - 14 plys, depending upon the complexity of the lay-up; e.g., uni-
directional panels usually contalned two plys, while quasi-isotropic
panels contained eight. All systems were fabricated using standard
autoclave cycles which had been optimized for minimum porosity in the
finished laminates. One specimen was specifically designed to contain
a high level of interlaminar porosity. For this purpose, hollow glass
micro-spheresl - 80 um in diameter were dusted between gli:ss/epoxy tapes
during lay-up. Because of the highly localized nature of the porosity,
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no attempt was made to accurately mcasure the volume fraction of
porosity. However, estimates of thc amount from gravimetric measure-
ments indicate it to be - 2.0 percent.

The instrumentation used in these experiments 1is shown schemati-
cally in Fig 2. The 6.35 mm (0.25 in.) diameter piezoelectric trans-—
ducer was drivea by a Panametrics PR5052 pulser/receiver. The center
frequency of the interrogating pulse of ultrasound was varied from 5.0
to 20.0 MHz, This gave values of ka in the range 0.1 to 1,0--where k
is the wave number and equal to 2 7/wavelength, and a is the nominal
diameter of the scattering object. In several experiments data were
time-averaged using a Princeton Applied Research box~car averager to
reduce system noisc.

Referring to Fig 3, backscattered data were taken for angles of
incidence in the range 00 < a < 90° and angles of rotation in the
range 0° < B < 180°. It should be noted that the angle a is always
measured from the vertical, and B is measured clockwise with respect
to the plate x-axis. This is similar to standard notation of ply
orientation. In the experiments in which B was varied, the specimen
was mounted on a rotating table in a water bath which served as an
ultrasonic couplant and delay line. The amplitude of backscattered
sound was recorded as a function of angular position.

Results and Discussion

The backscattered ultrasonic signal for a typical unidirectional
composite material is shown in Fig 4. It is obvious from these data
that a maximur in backscattered energy occurs over a small angular
range on either side of normal incidence to the fiber axis. That is,
reflection of the ultrasonic beam occurs only when the incident beam is
approximately at right angles to the axis of the fibers within a parti-
cular layer. The effect of surface roughness is also shown. While
surface roughness was not a problem in most experiments, the surfaces
of several specimens were sanded smooth to permit accurate imaging of
small defects.

The backscattering as a function of angle of incidence, a, for both
unidirectional glass/epoxy and silicon~carbide composites is shown in
Fig 5. Even though the specimens were quite thin, i.e., two plys, the
effects of angle of incidence are adequately demonstrated. The peaks
in both curves occur at two quasi-critical angles., Because both the
longitudinal and shear-wave velocities change as a function of a and 8,
the curves in Fig 5 change with each new orientation, B, of the trans-—
ducer and specimen. Since backscattering is more intense at the critical
angles, most experiments were conducted at the angle of incidence which
provided the most intense signals. v
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O Backscattering as a function of angle of rotatfon, B, for quasi-
isotropic graphite/epoxy is shown in Fig 6. It is quite obvious that
each layer of the composite reflects over a small range of angle 8 .
Since the frequency of the insonifying pulse was ~ 5 MHz, the ka 1is

~ 0.16, assuming the wavelength of the fast shear wave to be 0.37 mm.
Rayleigh scattering predominates in this region of ka. It was also
noted that the intensity of the scattering from glass/epoxy is ~3 to 5
dB higher than that from the graphite/epoxy composite. This is pre-
sumably due to the much larger difference in acoustic impedance between
glass and epoxy as compared to that between graphite and epoxy-~the
acoustic impedencesof graphite, glass, and epoxy are 6.89, 14.48, and
3.48 x 105 gm/cm? sec., respectively. The difference in impedance for
glass/epoxy 1is almost three times that of graphite/epoxy. This cannot
completely account for the difference in scattered intensity since the
difference in fiber/scatterer diameter and the number of scatterers per
unit volume must also be considered. Unfortunately, the only models of
scattering from a layer of cylinders developed thus far present quite
difficult computational problems (10). Therefore, a rationalization of
analysis and experiment is not possible at this time.

A schematic diagram demonstrating the angular relationship between
the scattering angle, 8 , and ply orientation is shown in Fig 7. The
only point that should be noted from this diagram is that the x and y
axes of the composite plate are uniquely related to the axls of the
scanning system. The scan of a specially fabricated graphite/epoxy
composite is shown in Fig 8. In this case it is obvious that in order
to uniquely specify ply orientation, the relationship betw2en the
measurement coordinate system and that associated with the composite
must be carcefully specified; for example, the {0°, -15°, =300, +45°,
-60°, +75°, 90°}S composite could easily become a {0°, +15°, +30°,
-45%, +60°, —75‘.’,900}s if the plate were inverted so that the +x axis
becomes the -x axis.

A polar plot of scattering intensity as a function of angle of
rotation 1s shown in Fig 9. Data were obtained for a unidirectional,
{00}8, {°, 90% ,g and quasi-isotropic {0°, 90°, +45%}g graphite/epoxy
material. The effects of surface roughness are shown in Fig 9(c) as
the background speckle with a preferred orientation in the 0%and 90°
directions. This is the result of the bleeder-=cloth impregsion on the
surface of the plate. 1If a strippable lacquer® is used to coat the
surface, then a reduction (~ 2dB) in scattering from surface roughness
is observed.

» Since the scattering discussed so far arises from the fibers and
is dependent upon their orientation, it was a natural exteusion of these
experiments to investigate the effects of slight misaligunments within a
specific ply. If the focal spot of the transducer covers an area that
has minor misalignments, i.e., fiber waviness, then this should cause
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a broadening of the scattering peak. For sharp bends in the composite
tape, pcak broadening eventually leads to two peaks as shown in Fig 10.
If the peak width is calibrated against known angles of misaligument,
then it is a simple matter to estimate the local wavincss of the fiber
tows. This is shown in Fig 11 with good agreecment between estimated and
actual misaligonment.

While the scattering due to the surface roughness caused by the
bleeder-cioth impression is limited to specific directions, porosity
gives rise to omnidirectional scattering due to spherical voids dispersed
throughout the composite. To document the effects of porosity, a
{o°, 90°}2g glass/epoxy laminate was fabricated with numerous hollow
epoxy microspheres dusted between the (° and 90° plys. The results of
the scattering measurements are shown in Fig 12, Since the outermost
ply was unaffected by the porosity addition, scattering from it is
undiminished. However, the enhanced background caused by omnidirectional
scattering of the interlaminar porosity is most evident. It 1s also
apparent that much less ultrascnic energy reaches the 9(0° ply since its
backscattering is significantly reduced. Interlaminar porosity scatters
and, therefore attcnuates both the incoming and backscattered waves.

While both porosity and the fibers of a composite are strong
scatterers of ultrasonic energy, cracks should be even stronger scat-
terers. This supposition was tested by recording the scattering from the
90° ply of a quasi-isotropic graphite epoxy laminate that had been
fatigued to a point where the 90° ply had numerous transverse cracks.
The experiment was conducted in such a manner that only backscattered
intensity levels above those associated with fiber scattering were
recorded. The results are shown in Fig 13. It 1is quite obvious that
interply cracks are being recorded and not the fibers when the fatigued
specimens are compared with unloaded or pristine specimens. It should
also be noted that the +45° and -45° plys both above and below the ply
of interest contained the same type of cracks, but these are not shown.
A radiograph of these specimens after treatment with opaque penetrant
clearly shows the extent of this damage. The radiograph is not included
for two reasons. First, the printed picture has much less resolution
than that of the radiographic film, and many crack indications are lost
in the transfer process. Second, since the acoustic image is obtained
off the axis of the crack, several cracks may appear as one, limiting a
one-to-one correlation,

Conclusions
The conclusions of the study are summarized below:

1. The backscattered acoustic field of a composite can be utilized
to determine both gross fiber orientation and small misalignments of
fiber bundles ia a specific ply.
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f}: 2. If the backscattered acoustic field is sampled in a rastered

" pattern across a composite plate, then it is possible to image or map the
(? intralaminar cracks associated with ply failure. The process is analo-
'5: gous to c~scanning. The only diffcrence in the technique is that the

o interrogating transducer must be carefully oriented with respect to both
L . the composite plate and the probable orientation of flaws within a ply.
“

i

.~ 3. VWork is continuing on a method of separating the omnidirectional
] . scattering of porosity from that of oriented flaws. If this process can
oh be made quantitative, then a tool will be available that will permit

)ﬁ mapping of most of the currently known pernicious flaws in a composite.
I

h
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APPENDIX E

C-SCAN SYSTEM

ANALOG-TO-DIGITAL UNIT

A 12-bit analog-to-digital (A/D) converter unit is used to digitize and store
one scan line of a C-scan (see Fig. E-1). Digitization is accomplished with
a Datel/Intersil Miniature Modular Data Acquisition System, Model MDAS-16.
Up to 16 separate, single-ended, analog inputs are available. Control of the
A/D is maintained with a microcomputer (uC). A Motorola MC6809E was chosen
as the microprocessor (uP). The A/D may be triggered from two sources--the
uC and an external device. An external trigger would originate from an
instrument such as the position encoder unit. A detailed description of the

MDAS-16 can be found in the specification sheet on that item.

Operation of the A/D unit is controlled by the pC. The uC consists of a
microprocessor unit (MPU or uP), 3 Kbyte of random access memory (RAM)
including 1 Kbyte for scratchpad use and 2 Kbyte for buffer storage, provi-
sion for up to 8 Kbyte of erasable/programmable read-only memory (EPROM), an
1EEE-488 Interface, and two peripheral interface adapters (PIA's).

EPROM is used to store the program which the uC employs to control its
operation. This program divides the duties of the uC into two main parts--
one which reads the output of the MDAS-16 when it has acquired data and then
stores that data in the buffer memory and the second which controls the
communication of data and commands over the IEEE-488 interface bus [also
referred to as the general purpose interface bus (GPIB)]. Since the A/D has
12-bit words, up to 1024 data points can be stored in the buffer memory.
With an appropriate change in software, fewer bits of the A/D could be used,
thus increasing the storage capacity of the buffer.

The MDAS-16 is presently wired for + 10-V signals. The digital output is in
2's complement form. The PIA's are used to interface the A/D with the uC.
Channel selection 1is controlled by the uC through the GPIB. An L.E.D.
display is used to indicate to the user which channel is active.
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As stated, the A/D unit is capable of receiving commands/data and transmit-
ting data over the GPIB. Electrically this 1is accomplished by means of a
Motorola MC68488 GPIA integrated circuit along with two MC3447 bus trans-
ceivers. The GPIA handles the GPIB protocol to relieve the uC of that task.
Through the GPIB an external controller such as the LSI-11 or HP-9825 com-
puter could change channels, initiate an acquisition sequence, change the

number of data points taken, etc.

The front panel of the instrument has only two switches--a power switch and a
reset switch, The function of the power switch is obvious. Actuation of the
reset switch causes the reset input of the uP to be asserted, the result
being the same as if the unit were turned off and then on again. It is
faster to reset the unit in this way due to the fact that the power supplies
remain active for a short period of time after the power to the unit is
turned off. Internally a set of switches defines the A/D's address on the
GPIB. The address chosen should be different from that of any other device

being used on the same GPIB system at the same time.

POSITION ENCODER UNIT

The purpose of the position encoder is to supply trigger pulses to the A/D
unit at programmed intervals-of-distance of a mechanical translator. As with
the A/D unit, the position encoder (PE) uses a uC to control its operation
(see Fig. E-2). Interfacing to the C-scan computer (LSI-11l) is accomplished
with the GPIB. Provision 1is made for the future addition of electronics to
handle the output of a rotary shaft encoder during the performance of polar

scans.

Position information is obtained from linear-scale optical spars located on
the C-scan water tank. Two axes are supplied--X and Y. Pulses from the
spars are processed by a digital readout system manufactured by Mitutoyo.
For operation in the English system of measurement, the resolution 1{is
0.0005 in. The position displayed is a distance relative toc a user-defined
zero reference point. Multiplexed binary-coded-decimal (BCD) information is
available on connectors at the back of the readout system. Modifications to
some of the signal lines going to these connectors allow other internal

signals to be used by the PE.
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Level translators are used to interface the Mitutoyo readout system to the PE

since the logic circuits in the readout system use a + 12-V power supply,
while those in the PE use + 5V.

Programmable up/down counters are used to count conditioned pulses from the
spars. The three counters are: position-change (PCC), trigger (TRC), and
overscan (OVC). One set of counters is used for both axes. Only one axis at
a time is used to generate trigger pulses, the one used being determined by
external programming. The frequency of trigger pulse generation, in terms of
distance traveled, is determined by the PCC. If the decision is made to
generate a trigger pulse every 10 mils, the PCC is programmed to count 10
pulses (it counts 1.0-mil displacement pulses). For every trigger pulse
generated by the PCC, the TRC 1s decremented by one. The TRC is programmed
with the number of data points to be taken on one scan line. When the TRC

reaches zero, trigger pulses are inhibited and the OVC tracks the mechanical
translator.

Both the PCC and TRC are wired as down counters, while the OVC is wired as a

true up/down counter. The PCC generates the trigger pulses.

The uC for the position encoder is essentially the same one used for the A/D
unit. There are slight differences in some of the integrated circuits used.
The main difference is that less RAM is used (no buffer storage is required)

and no PIA's are incorporated. The programmable counters are memory mapped.

There are two types of outputs for the trigger pulses; the primary one drives
a TTL open-collector transistor, and the second drives a 50-f load, such as a

terminated coaxial transmission line.

The BCD data from the digital readout system are also provided. It may be
desirable to have this information, although it 1s not used as position

feedback for the stepper-motor control system. Therefore, these data are

made available to the pC and thus to the LSI-11 (through the GPIB).
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;*\¢ DETECTION OF DEFECTS IN COMPLEX-SHAPE STRUCTURES
A

o N. K. Batra

Q?:: Systems Research Laboratories, Inc.

J

: 2800 Indian Ripple Road
| Dayton, OH 45440

and

R. L. Crane
NDE Branch
AFWAL Materials Laboratory .
Wright-Patterson Air Force Base, OH 45433

Abstract :
A major limitation to the manufacture of net- and near-net-
shape components is the inability to perform an adequate
ultrasonic inspection of the part. The lensing of the sound
beam in areas with small radii of curvature creates blind or
uninspected zones. The fabrication of a mating part which
would encapsulate the component could substantially alleviate
this difficulty. To investigate this concept, a half-cylinder
with a near-surface defect along with its mating part was
fabricated and used in a parametric study of the important
acoustic parameters. The two blocks were acoustically coupled
with water and the transmission and reflection coefficients
determined as functions of the angle of incidence. It was
demonstrated that with adequate precautions, ultrasound can be
transmitted into a complex-shape part, and the backscattered
signal from defects may be detected for angles of incidence up
to 80°. Results are compared with theoretical predictions.
Application of the above technique to practical complex-shape
structures is discussed.

1. INTRODUCTION
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A major limitation to the fabrication of
net~net-shape components is the current
inability to perform adequate non-
destructive inspection of the entire
This
is principally due to two phenomena which

volume of the part ultrasonically.

are inherent to such inspection process:
1) a "dead zone" caused by the large
front-surface reflection which masks
many reflections from small flaws just
beneath the couplant/part interface, and
2) the lensing of the sound beam in areas
of enhanced stress concentration. The
use of a mating part which would encap-
sulate the component could substantially
alleviate this latter difficulty. while
some inspectors have used simple matching

shapes for nondestructive inspection of
complex-shape parts, a quantitative
description of the process and its
advantages and disadvantages is lacking.
This paper presents a description

of an investigation into this concept.

2. THEORETICAL CONSIDERATIONS

The propagation of sound through layered
media has been of longstanding interest

to the seismological community.(l'Z)

More
recently the problem of acoustic-wave

interaction with a fluid layer sandwiched
between two solid half-spaceswas examined
by Chang, et g},(3)in their consideration

of the ultrasonic reflectivity of fatigue .

Presented at the 13th Symposium on NDE, April 22, 1981, San Antonio, TX;

published in Conference Proceedings.
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cracks. With such literature readily
available, only the essential features
of the boundary-value problem will be
considered here. Before beginning, it
should be noted that it was quite temp-
ting to utilize the formalism for
layered media suggested by Thompson
and reviewed by Brekhovskikh(s) to
develop the necessary analytical expres-
Unfortunately, one soon dis-

(4,5)

sions.
covers that several elements of the
transfer matrix which relates the veloci-
ties and stresses at one interface of the
fluid layer to those at the other contain
the Lame constant b for the layer. Since
4 is the shear modulus of the layer,

this simple approach is inadequate.
Attempts to retain this constant and
make it vanishingly small in the final
algebraic reduction of terms were unsuc-
cegssful. For this reason, the problem
is formulated as a simple boundary-value
problem as shown in Fig. 1.

Py+S):H
SOLID
y=0 X
FLUID
Po%
Y=h
SOLID
P3'°3' bs
y
Figure 1. Schematic Diagram of Fluid

Layexr Sandwiched Between
Solid Half-Spaces.

Two important assumptions will be made
in order to simplify the analysis.
First, plane waves of infinite aperture

and duration are incident upon the fluid
This assumption is not violated

layer.
in practice so long as tone bursts of
acoustic energy are long in duration as
compared to the travel time across the
layer. Second, the angle of incidence
must be small or the layer sufficiently
thin to permit much of the incident beam
to reverberate many times within the
layer. If these conditions are met, a
steady-state solution for each layer may
be written in terms of longitudinal (¢)
and transverse (y) wave potentials

i(wt~ax-dly) i(mt-ax+d1y)

¢y =he *B)e

- i(wt-ax+e,y)
¥y =D,e 1

ei(wt-ax-dzy) i(mt-ax+d2y) (1)

02 = Az +Bze

03" A3ei (wt-ax-d4y)

- i(wt-ax-e,y)
W3 D3e 3

where Alel‘“t-ax-dly) is the incident
longitudinal wave and the constants in
the exponentials are defined as follows:

d1 = klco:’.el,d2 = l<2<:c>a’.92,d3 = k:’cose3

e = ulcosvl. e, = '3605Y3

(2)
kn = Zﬂf/cn, Kn= 2 nf/bn

we=2nf

with £ being the frequency of the inci-
dent wave and ¢ and b the longitudinal
and shear wave, respectively, for the
appropriate media. Snell's law is
defined as

am klsi.nelsltzzsi.ne2 - k331n63 03)
-xlsinyl = x301n13

.
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It should be noted that this law has two
consequences. First, the incident and
exiting longitudinal waves are parallel.
Second, since the fluid media will
nearly always have the lowest wave
speed, the angle of incidence at either
interface will always be less than the
first critical angle.

The boundary conditions that must be
satisfied in this problem are the
continuity of the normal components of
displacement (vy) and stress (oyy). In
addition, since the layer is a fluigd,

T N S T e T e T s T T T S L e R o o v L O T v v T T Rl At Mg el

generated data for conditions in this
study are shown in Figs. 2-5. These
will be dealt with more extensively

later.

It is instructive to consider the
special case of a fluid layer sandwiched
between solid half-spaces. For this
case, there are only four wave-potential
equations and two boundary conditions at
each interface. This leads to a matrix
of four equations which can be solved
with a moderate amount of effort. The

equation for the transmission coeffi-

ST T TR TR R

the tangential component of stress (Txy) cient is

must vanish at both interfaces (y = 0

and y = h)., These conditions may be Aq _ 2c3coselein
expressed as follows. At y = 0 Al

1 ¢ cos6,[E%cos? (a,h)+F?sin? (a%n)] 172
v (1) =“1—a%=a¢7=v (2) )
y % Ix 3y y where E = (p5d,/0,d;) +1 and

2 2 32"1 a2‘1
a (1) = -p, |w ¢, +2b ( + ““‘)
¥y 1 [_ 171\ axay o

Y
’5‘- .

72

0 F =(pyd,/0,d,) + (p3d,/p,dy) .

t' e 2 (4) )

- = he d, 'oyy(Z) If the phase factor e'" is ignored, then
tj:: 3201 azwl 32W1 it is apparent that maxima in the trans-
Lf:f gxy(l) =u1(25;3;-+;;7—--;;7-)=0 mitted energy occur for values of

d,h =(mhcosez/c2) equal to an integer
multiple of 7. For the case of normal
incidence, the resonant coupling of
energy across the liquid layer is per-
fect, i.e., A3/A1 =1l. Since the trans-
cendental terms that occur in the ana-
lysis of the solid/liquid/solid have the
same'argument as those in Eq. (5), it
is not surprising that the resonant
coupling occurs here too for values of
dzh =nm, n=1, 2, etc. This resonant
condition can be satisfied by a suit-

A similar set of boundary conditions
holds for y =h. Substituting Eq. (1)
into the boundary conditions (4) yields
six simultaneous linear equations. The
unknowns Bl' Dl' Az, 32' A3, and D3 are
usually separated from the known quan-
tity A;. However, in the present case,
only the ratios of the amplitude func-
tions are solved for, i.e., the longi-

| tudinal and shear reflection coefficients
[ 4 531/1\l and DI/AI and similarly the trans-

Loss b .

:;:f “18?1°“ c?effxcients Ay/A ?nd D3/A,. able choice of the independent variables
Vi%:‘ It is a simple matter to wrxte'a compu- @, h, and 81, as demonstrated in Figs.
:;;: ter program to solve the equations 3-5. This phenomenon is well known in
e utilizing standard matrix methods. If optics and is used in the coating of
'!L. the reflected and transmitted power lenses to diminish glare. Our attempt ’
t:{: densities are normalized to the area of here is to apply it to the transmission
£5:\ the incident beam, then energy-flux of sound in complex-shape objects.

F:nt coefficients for each wave are

;:3: obtained. 7’ plots of typical computer-
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Figure 2. Transmitted (Curve with Circles) and Reflected Energy-

Flux Coefficients Versus Angle of Incidence. A 10-MH2
longitudinal wave is incident onto a 0.005-cm-thick
water layer sandwiched between two aluminum half-spaces.
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Figure 3. Transmitted (Curve with Circles) and Reflected Energy-
Flux Coefficients Versus Prequency of the Incident
Longitudinal Beam. The beam is incident normal to
a 0.005-cm water layer sandwiched between two aluminum
half-spaces.
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3. EXPERIMENTAL PROCEDURE

For a systematic study of the trans-
mission acroas a fluid layer sandwiched
between two solid media, a semi-
cylindrical specimen as shown in Fig. 6

Figure 6. Simulated Defect in Complex-
Structure; Structure is Shown
with Mating Part.

was fabricated. The half-cylinder and

its mate were carefully machined to be

within ¢+ 0.0127 mm (0.0005-in.) of

perfect matching, including the 0.05-mm

fluid layer. This specimen was designed

to permit ease of variation of the angle
of incidence. The layer thickness was
held constant at 0.051 mm (Q.0020 in.)
via the surface tension of water. No
measurable variations of layer thickness
were noted for either changes in tem-
perature or the pressure of the contact.

These measurements were made with a

cathetometer and are accurate to within

0.001 mm (0.0005 in.). The half-

cylinder contained two 1.37-mm (0.054-

in.) diam. side-drilled holes;

one was placed 1.5 mm (0.006 in.) and

the other 1.2 cm (0.5 in.) from the

convex surface, and both were drilled
to adepthof 3.8 cm (1.5 in.). The
block was placed within a water bath

that served both as a couplant and a

delay line. In the experiments which

utilized contact transducers, a couplant
consisting of glycerin was used to ring
the transducer onto the specimen.

Because of the size of the aluminum-

block specimen, the results were inde-

pendent of the coupling method.

YL T 4
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Since the interface flyid layer is very
thin, the lateral deviation of the
transmitted wave across the interface
into the mated part is very small.

A schematic diagram of the instrumen-
tation used in this series of experi-
ments is shown in Pig. 7. The received

™

eete |

Figure 7. Experimental Setup for
Detecting Defects in Complex-
Shape Structures.
signal is gated and amplified by a Matec
receiver {Model 625). A Princeton
Applied Research box-car signal averager
(Model 162) was used to improve the
signal-to-noise ratio. The signal was
recorded digitally with a Northern
Scientific signal analyzer (Model 575)
to permit convenient plotting with the
x-y plotter.

4. RESULTS AND DISCUSSION

The results of the analytical develop-
ment are plotted in Figs. 2 and 5. 1In
Fig. 2, the longitudinal energy-flux
coefficients are plotted as a function
of angle of incidence to the layer for
a 10-MHz acoustic beam. Only the
longitudinal energy ratios are plotted:;
the shear components were calculated,
but they are not plotted in the
interest of clarity.
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The rather smooth curves are a result of
the fact that there are no criticsal

angles for this structure. This would
be true for most metal/water/metal
systems. Pigure 3 is a computer-gener-
ated plot of the energy-flux coeffi-
cients as a function of the frequency
of the incident longitudinal acoustic
wave. The angle of incidence is 0°,
and the thickness of the water layer is
0.005 cm (0,002 in.). Note that the
peak in the transmitted energy occurs
at 14.8 MHzZ, as predicted by the
eguation dyh =n». Comparing the results
in FPigs. 3 and 4, it is apparent that
the maximum is shifted to - 14.9 MH2

and decreased in amplitude as the angle
of incidence is increased to 25°.
Similarly if the frequency of the
incident wave is held constant at 10 MHz
and the thickness of the water layer is
varied, then the curves in Fig. 5 are
obtained. As in the previous case, the
lower energy transfer is due to the 25°
angle of incidence. The maximum in
transmitted energy occurs for a thickness
of 0.00745 mm (0.003 in.). 1In this
investigation if either a layer thick-
ness of 0.00745 cm with a 10-MH2
longitudinal wave, or conversely, a
15-MHz beam with the 0.0051-cm water
layer had been examined, then much
larger transmitted signals would have
been observed, Unfortunately, experi-
mental difficulties did not permit the
examination of either of these optimum
situations. The available transducers
limited the frequency of consideration
to 10 MHz, and the surface tension of
water and the geometry of the cylinder
limited the layer thickness to 0.005cm
(0.002 in.).

To test the validity of the theoretical
developnent, the levels of transmitted
longitudinal energy were recorded as a
function of angle of incidence using

the half-cylinder alone and then the
half-cylinder with its mate. The

‘ﬁ_\\\ ‘.:i: —t?aumaonu

TRANSMITTED LONGITUONAL SIGNAL (¢8)
£ &

o 0 ] 0 ® 0 ® v ® w0
ANGLE OF INCIDENCE ( DEGREES)

Transmitted 10-MHz Longi-
tudinal Signal Through Near-
Net-Shape Structure Versus
Angle of Incidence. Solid
line is theoretical curve.
(®) are experimental points
with mating part, and {3) are
points without mating part.
Note that practically no
signal is transmitted for
angles of incidence greater
than first critical angle
through complex-shape part
without mating part.

Figure 8.

transmitted acoustic signal was dis-
played on an oscilloscope and calibrated
in 4B. The noramlized data for the half-
transmitted longitudinal energy for the
cylinder with its mate are plotted in
Fig. 8. As expected for the half-
cylinder in water, the transmitted
longitudinal energy quickly falls to zero
at the first critical angle at 13.8°,

In all cases the theoretical curve was
normalized to the normal-incidence
energy level. The addition of the mating
part to the half-cylinder dramatically
changes the amount of energy transmitted
to the receiving transducer for angles
greater than - 8°, However, at normal -
incidence the two additional interfaces
and additional 2.54 cm of aluminum
decreases the transmitted longitudinal
signal by 7 d4B. The amount of acoustic
energy transversing the specimen remains
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effectively independent of angle of
incidence to - 80°. while this could be
predicted from the analytical data of
Fig. 2, such good agreement is sur-
prising, given the assumptions of the
analysis. The fregquency of the incident
pulse is not constant; furthermore, the
small beam diameter should have resulted
in substantial deviations between theory
and experiment at angles greater than
30°.

Because of the excellent agreement
between theory and experiment for the
transmission experiments, backscattering
experiments were undertaken. For this
purpose holes were drilled into each
face of the half-cylinder and sealed to
exclude water so that the cylinderical
defects present nearly an infinite
impedance mismatch. The half-cylinder
and matching shape were placed in a
water bath and the backscattered
amplitude recorded as a function of
angle of incidence. Data were
normalized to normal-incidence data and
plotted in Fig. 9. The agreement

- THEDRETICAL
o g o emonans - e s cerer

Q L] ‘ﬂ ;’ : 0 ; n &) ®

ANGLE OF INCIGENCE (DEGREES)
Figure 9. Backscattered, 10-MHz Longi-
tudinal Signal from Defect in
Complex-Shape Structure
Versus Angle of Incidence.
Solid line is theoretical
Curve, (@) indicate back-
scattered signal from near-
surface defect, and @)
indicate backscattered signal
from defect in bulk of
complex-shape component.
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between theory and experiment is quite
good up to an angle of incidence of -5
The agreement is due, in part, to the
fact that the same~size cross-section
reflector was seen by the acoustic

beam, independent of the angle of
incidence. It should be noted that the
more rapid fall-off of the reflection
signal is due to the fact that the
acoustic beam must traverse the water
layer twice, suffering losses due to
reflection on each pass. It should also
be noted that both side-drilled holes
were temporally resolvable on the
oscilloscope. While the reflection from
the fluid layer is large, it is dimin-
ished by the present geometry to permit
resolution of the backscattered signal
from near-surface voids.

To demonstrate the practical convenience
of using mating parts, a common 16-mm
(5/8-in.) diam. bolt with a hexagonal
nut, with opposite faces 24mm (0.93 in.)
apart, as its mate was examined in a
water bath. For this purpose two match-
ing transducers were aligned perpendicu-
lar to a face of the nut. Wwhen this
assembly was placed in the water bath,
the transmitted signal was clearly
apparent at the proper time for trans-
mission across a steel nut/bolt assembly
(Fig. 10). 1In order to ensure that this
is indeed a signal transmitted through
the threaded bolt and not surface waves
transmitted through the sides of the nut,
the following experiment was performed.
A nut, without bolt but with the hole
covered to exclude water, was placed
under water using contact transducers.
No transmitted signal was observed

(Fig. 11b). For the same experimental
setup with nut and bolt, a large trans-
mitted signal was noted in the appro-
priate time window (Fig. 1lla).
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(b) (b)
Figure 10.(a) Received Signal Through Figure 11.(a) Transmitted Signal
Water When Two Trans- Through Bolt and Nut
ducers are Aligned. Using Contact Transducers.
(b) Transmitted Signal Through (b) Transmission Through Air-

Assembly of Bolt and Nut
Intercepting Transducers.
Notice that signal is
attenuated and arrives
-llusec earlier due to
bigher speed of sound in To examine further the potential of the
;Ef:;:ec:gpgfg::?cgr;: above results for detecting the defects

front surface of nut. in the bolt, the backscattered signal

tight Nut. Absence of
signal indicates absence
of surface waves through
sides of nut.

from various interfaces was studied

using the contact transducer on the nut «
and bolt in a water bath. Backscattered
signals from both the front and the rear
interfaces of the inside surface of the
mating nut with the bolt were observed

3

PAA A
» 4 Sy

gﬂ

168

\."n.’.a"-.':.'.-. .

Y

4@

DO
& )
* »’ﬂ)ﬁ




PNt i A A i S e o W V&

at ~1.8 and 5.8 usec, respectively
(Fig. 12). The temporal position of

>CC00Q00¢

100mv mS 1x

Figure 12. Backscattered Signal from

the Front and Rear Inter-
faces of the Inside Surface
of Mating Nut and Bolt.
Calculated position of sig-
nals X3 (1.8 usec) and X3
(6.2 usec) agrees well with
observed values of 1.8 and
5.8 usec, respectively.
If there were defects in the
bolt, the backscattered sig-~
nal would be above the noise
level and would lie between
x1 and x2.

these echoes agreed well with the calcu-
lated values of 1.8 and 6.2 usec,which
demonstrates that an appreciable amount
of acoustic energy can be transmitted
into a structure having an irreqular
shape surface such as a threaded bolt.

At the conclusion of this study, the
possibility of designing a matching part
and couplant system that would transfer
energy more efficiently at all angles of
incidence was considered. The analysis
of the interaction of acoustic waves and
solid layers by Schmerr(s) was used.

In this analysis the part and its mate
were assumed to be aluminum, and the
intermediate layer was specified as t)he

inorganic salt ammonium di-hydrogen phcs-
phate (ADP). Since both the longitudi-
nal and shear-wave speeds for ADP are

quite high,

(9 there should be efficient

-
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transfer of energy across a solid
couplant layer. Highly efficient tran-
mission of both longitudinal and shear
energy is possible with such a system.
This supposition is borne out by the
results of the analysis shown in Figq.
13. The choice of an inorganic salt as
a couplant is not so unreasonable as it
might appear. Since many of these
compounds melt at quite low temperatures
(190°C for ADP), it is conceivable that
they could be cast between a part and
its mate and then separated after in-
spection, either by remelting or dis-

solving in water.
5. CONCLUSION

This study has demonstrated that it is
theoretically, experimentally, and
practically possible to utilize effect-
ively the concept of a mating part to
inspect ultrasonically complex-shape
components. It is possible to inspect
not only defects in areas that result
in very high angles of incidence but
also defects nearer the surface which
are more easily detected because of

the reduced interface reflections. 1In
addition, the inspection can be con-
ducted in a straightforward manner
without any spatial reorientation of the
transducers. Also considered, but not
experimentally investigated, was the
possibility of using a solid couplant
layer between the component and its
mate. This would permit the use of
shear-wave inspection techniques with
their inherently simpler interpretation.
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Figure 13.(a) Transmission of 10-MHz longitudinal Wave Incident upon

Al/ADP (0.031 cm)/Al. Transmitted longitudinal wave is
almost constant up to an angle of incidence of ~ 60°.

(b) Transmission of 10-MHz Shear Wave Incident upon Al/ADP
(0.031 cm)/Al.
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':-.' EFFECTIVE INTERFACIAL CONDITIONS FOR ELASTIC WAVE PROPAGATION
IN MED7. SFEPARATED BY THIN ROUGH LAYERST
o
o~ by
Ndnan H. Nayfeh
N, Consultant, Systems Rescarch
‘}\' Laboratories, Dayton Chio
h.'.
e
-
.P\: ABSTRACT
. Effective approximate interfacial continuity conditions are derived for
\:. the propagation of clastic waves in twe solid media that are scparated by a
\iﬂ periodically rough-surfaced layer. Por small layer thickness and roughness,
: : supvrimposed effects in the forms of jumps in stresses and displacements
n".
- acron: the layer's surfaces are obtained., When examined in conjunction with
£ exizting solitions for =smooth intorfuces there new conditions are found to
)
\" \ . . . :
s prodict ant <x-tain the various effects produced by roughness. These include
-
O
~
a the predictione of scattering divections, range:; (in frecduency and analas of

incidena2) of surface wave excitations and mode conversions. Results are

found to compare favorably with existina experimental data.

o
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rntrodactiva
- Jtadios of the wr-pagacion of olastic waves in larered media have long
been ¢f interest to vesaarchers in the fle¢lds of geophysics and acoustics.
Applications of these studies include such technologically important areas as
the predictions of earthquakes, underground fault mapping. oil and gas
exploration, archizectual noise reduction, and the design of ultrasconic rrans-
ducers. Commoun to all of these studies {5 the desree of the interactions
between the layers, which manifest themszlves in the form of reflection and
transmiusion coefficizats. These interactions depend, among many factoers,
upon the properties, direction of propagation, frequency of the incident waves, and
number and nature of the interfacial conditions. Extensive works on this
subject until the mid 60's have been reported in the literature as is evidenced
from the books by Ewing, Jardetzky and Pressl and_Brekhovskikhz.

In recent years further advances in the study of elastic waves in layered
media have resulted frow the analysis of the dynamic behavior of composite
n:;u:erj..al:s.3_'.-l Most of lavered media, and in particular those which are man-made,
are compesed of thin layers bonded together with various agents. In assessing
the influence of thin interfacial lavers on the overall behavior of the medium we
have devzloped an approximate analyvsis which ignores the details of the propagation
process in the layer but includes its influence in a modifier to the stress

. 6,7
interface continuity conditions. *

The basic premise which led to this approxi-
macion 1s that for very thin lavers the detajiled analysis may be uanecessary in
light of the fact that the variations in displacements across their thicknesses
will be small.

In most applications, the material surface interface exhivits some degree

of roughness. Degrees of relative tolerance of roughness derend upon the

specific applications. For sensitive applications, such as ultrasonics, rough
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surfaces zive rise ro wave scatrering and hence 0 mode conversion and atcenuation.
Rough surfaces also vary in severity; the distribution of roughness may be
ordarly or comnlectely raadom. For an orderly ({.e. p-riodic) rouchness thas
amvlitude and period of the undulations completely specify the geomerrv. It is
obvious that orderly rough surfaces have effective thicknesses whosa values are
the distances between the lowest and ‘highest peaks.

The scattering of elastic waves by periodically rough surfaces have been
the subject of numerous investiga*ions both analytically and experimeatally.
La Casce and Tamarkiaa. seem to be the first to pfesenc experimental data on the
scattered elastiz waves from a periodically rough surface. They compared their
data with the then existing theories of Rayleigh.g Eckart10 and Brekhovskikh.ll
All of these theories were approximate and dealt with nonpenetrating solids
({.e. in all of these the reflection coefficients were assumed unity). However,
several recent investigations have been r2ported in the literature which deals
with scattering from elastic rough surfaced media; these include the experimental
javestigations of Jungman et gl.lz the theoretical and experimental investigations
of Chuang and Johnson,13 the experimental investigating of Breazeale and

15-18

4
Torbe::l and the theoretical investigations of Fokkema et al Jungnan

et al presented several experimental results which clearly demonstrated the
existenc2 of sharp minima in the spectra of the scattered waves. These minima

are similar to anomalies cbserved in 1902 by Wood and Optics19 and which had
prompted the early theoretical investigations of Rayleigh and more recently of
Hessel and Oliner.zo Chuang and Johnscn13 investigated thecretically and
experimentally the scattering of elastic waves from liquid-solid interfaces using
an extended boundary conditions approach. The elastodynamic diffractions from

a variety of two media interfaces have also been studied by Fokkema and Van den Derg

6-18

and by Fokkemal using an integral equation representation.

Generally speaking periodic surfaces scatter waves along preferred directions.

As will be seen later, these directions are uniquely defined bv spaecifving the
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frequsncy, direstion of propazation and pericdicizy of the surface in iccordance

with a grating formula that 1s analogous to that used for the eoptical pherorenon.”
The amplitude of the scattered enersy alouz these directions, will 1lso depend upon
tire dapth of the rcuzhness, however.

In this papar we take a rather simple approach to characterize the influence
of interfacial roughness. For surfaces whose roughness is assumed '"small" (this
will be quantifiad later, once the functien characterizing the roushness is
specified) we could construct an approximate model in which the effect of roughness
manifests itself as a modifier to interfacial cecntinuity conditions. Specifically
it will result in jumps in the interfacial stresses which otherwise will not
exist at flat interfaces. The nature of these jumps will be different from those
due to the inclusion of a thin smooth layer. This occurs because the jumps due to
roughness are geometric rather than material induced.

In order to maintain gcneralit; we shall derive effective interfacial
conditions for two media which are separated by a thin, rough-surfaced layer of
diffarcnt materianl. We shall, however, restrict our model to the case in which
both surfaces of the laver have the same roughness characteristics. Specifically,
we assume that the surfaces of the laver are separated by a distaace 2h (i.e., the
ettective laver thickness) and have indentical one~dimensional periodicity which
are in-phase, as shown in figure 1. This latter requirement is motivated by the
desire to cbtain as a special case results for two rough half-spaces in full
contact.

Tne ucility of our analysis will be tested by direct comparisons with
existiag theoretical and experimental resultz. As will be seen, our model readily
predicts the scattering directions, and the conditions that favor the creation
of anomalies and mode conversinns. The prediction of the actual partitioning of
scattered energy will require the development of solutions to the field equations in
both major media subject to the derived effective continuity conditions. These

solutions will be treated in subsequent investigations, however.
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J. Formulazion of the Problem

Consider a thin 2lastic, periodically rough surfaced laver of efiective
thickness Th tightly bonded to two elastic half-spaces of different materials
as shown in figure 1. A coordinate system is chosen with the origin located
at the center line of the layer. Thus, the layer effectively extends from
~h 2 2z < h with media 1 and 2 extend from z = ~h to 2z = -=» and z = h to z = =,
respectively, We snall assume that the roughness s one-dimensional and
13 described by the periodic function g(x) = g(x+.) such that the mean value of
g(x), namely <g(x)>. is zero. Wwe restrict onr analysis to the two-dimensional
case where the incident and reflected waves are independent of 7. Alternatively,

all particle motions are confined to the x~z plane.

In order to study the wave motion in such system, we must solve the
appropriate field equations in each of the ‘three media incorporatiag the
appropriate continuity conditions. These include the momentum and constitutive

relation equations

acxa . ii!i& . .
Ix 3z % Ya SV
3c g .
3z:a M axT:a - %o a (2)
Ju dw
% T (Au * Zuu) 3;2 + \a Sz1 £2
dw_ du,
C2a © (Xu + Zua) 3?1 * ka 3;1 ()
2u cw
oxzu = Y (3;2 M 3?2)‘ (3

Here a = 1, 0, 2 designate medium 1, the layer and medium 2, respectively, axc' c,

and ”xzx are the streoss components, 4 and w! are the displaccment components,
Zv )3 .
o, iz the mass dennity, and &]andlr arc the Lami »lastic constants of material 1.
. L

The associated interfacial boundary conditions are then givea by

u, =g, W =y + v = v +c Y
1 o’ 1 o' % Vi T Y%a1 V2 xo x xzo z '
c v +c v ow v +4¢ )
xzl ‘x zl 'z “xzo 'x zo 'z’ on z = -h+ g(x) (6a)
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=0 v+ I v
2 X0 x xzo 'z x2 x x22 'z

¥, onz=h <+ Z(x) (6d)
where v and v, are the components of the normal to the surface g(x) along x and z
directions, respectrively,.

In principle, soluticns to Eqs. (1) - (5), subject to the ccntinuity conditicns
(6a) and (6b), could be formally obcained. The results would be quite complicated
algebraically, howevar. Furthermore, the detailed analysis of the wave motion
in the layer would greatly complicate the problem. An attempt to cbtaian the exact
solution to this problem could, therefora, obscure important features of the
sclution for a thin layer. However, since we are mainly interested in the case
of a thin layer with small roughness (thickness and roughness amplitude small
cempared to the incident wavelength), we can proceed in a much less cumbersome
way by including the effects of both the roughness and layer as nonzero homogeneous
terms in the boundary couditions. To this end, we shall develop modified boundary
conditiocns, referring to the reformulated problem as the "reduced model.”" This
can be done as follows: first we develop modified conditions for the smooth thin
layer and second we develop modified conditions for rough interfaces without
layers and finallv we combine both results to obtain the overall effective

interface conditioas.
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3. The Reduced Model

3.2 The Sacoth Thiz Laver

In Ref. 7 we derived effactive stress continuity relations in the forms of
jumps in the values of rormal ind shear stresses at fluid-solid-laver-solid
intorface.  In what follows we shall derive similar relations for all three
solid media. To this end we particularize Eqs. (1) - (5) for a smooth laver by

sotting a = 0. The stress continuity conditions in (ha) and (5b), therefore,

become
(Y s g ag =g - - 8
1 ’ . at z h ( d)
= 0_. a =g = 8b
a 2° 2 at z h ( )

Since we assume that 2h is finite but small, variations in the displacements uy
and w, across the thickness of the laver can be neglecced] If accordingly

w du
3;2 and 3;2 are nezlected and Eqs. (1) - (5) with a = 0, are integrated for « = 0

across the thickness of the layer according to
- 1 h 4
<)=7h-[h(>dz, 9

one cbtains
2
o

21 + 24 -9 _ “ - - -
HE(AO 2"o) axz Douoj cxzo( h) oxzo(h) (10
o]
2hly :—32 -p%d=0_(<h) -9 () (i1)
o 3KZ oo z0 zo *

Using the continuity relations (8a,b) Eqs. (10) and (11l) may be recast into forms

2

s u
Y [+] .
MCG + 2u) oz =P Y = o (-h)= O ,(h) a)
32wo .
ZhCuo axz - oowo] = czl(-h) - azz(h) (13)

Equations (12) and (13) are significant since they are thé only relations

that reflect the eff2ct of the layer via the modified longitudinal and shear
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str:ss boundary conditions. In the absence of the laver (0 = 0) thov reduca

Lo ) Q) = T.a 0), el

conticuity relations. With these appreximations the displacement coatinuity

) = avzﬂ(O). which are the classical strass

conditicas in Zqs. (6a,b) raduce to

- o = - 4
Uy S U R Uy, W =W =Wy, o0z =0 (14)

In ii:ne of (13), to first order approximation in h, Fgs. (12) and (12) can ke

recast into the approximate forms

2
3%u
2 —_—l s ul = -
2hC(,\o + -Jo) axz oouol %zl ) 922 (0) (15)
2
] wo .
2hEu° 2 - oowol =9, ) - 92 (0) . (16)

For the caseofafluid-solid interface O 21 (0) = 0 and equations (15) and (16)
reduce to those reported ir Ref. 7.

3.b Rough Surface Modified Continuici Relations
In the absence of the layer (i.e., for h = 0) a single rough interface g(x)

will exist between media 1 and 2. Furthermore, the stress continuity conditions

(6a,b) reduce to the single relation

5] v. *+a v =g v +a v

x1l x xzl z x2 x xz2 'z’

g v +¢ v =g v +o0 v o - 7
xzl “x 2l 2z x22 % 22 2’ nz=0 an

as opposed to the corresponding flat surface stress continuityv relations

921 " 922 % ka1 = a2 (18)
whare the superscript ° is added to designate the flat surface stresses as
illustrated in figure 2. From this figure we identify the normal y(x)
to the surface at the location x as
v=sin 61+ cos B E (1%a)
with
N f‘é‘ =g' actan g . (195)
Oy
;J} . Thus due to the one-dimensional nature of roughness,vy = 0.
o

.
L

P

~’TE:E=,
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At this stage we insure the smallness of the roughness by requiring that }g(x)i
be small compared wich incident wave length, and also theoo g' be small for a
pericdic surface this implies that the period of rourhness is larze comparec
with its depth). Accordingly we conclude that 3 is very small aand hence (19)
implies that

v, -1, v << 1. (20)

Thus, using (19b), cquations (17a,b) reduce, when retaining the first order of
approximation Vo1 to

< -0 = {c
2 = (o,

- ' 1
xzl xz2 oxl)g ’ (212)

2

(qzl - °z2) = - ole)g' (210)

xz2

which can also be combined to yield the extra relation

(9,1 = 99) =.(°x2 ¢ c’xl)""'2 (22)
With reference to figure 2 we can expand oij i,J = x,2) in power series
about q;j which, for the lowest order of approximation in g, yields
30?2,
g,, =0° + ——3J-g (23)

1) ij 52

If (23) 1s substituted into (21a) and (22) and the relation (18) is used

we get, up to the first order of approximation in powers of g and z',

- - ° - ] ] -
Tezl T Oxz2 T 1 T 9x2) 8T F 37 (05,3 - 95,008 (24)
Sy " 9pp ™ 57 00y - 038 (25)
zl 22 3z Tzl 22

Equations (24) and (25) constitute the modified interfacial stress conditions
which hold across the rough surface between two media 1 and 2; they clearly '

display jumps in the values of the interfacial stresses. Ore can easily see that

when g = g' = 0 they correctly reduce to the stress continuity condition required

for flat interfaces.
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J.c Combined ffective Conditions
Finally, for the case of combined thin laver with small rough surfaces,

we may cowbine equations (24) and (25) with equations (15) and (16) and

SO

:_J,'_-: finally obtain the effective stress continuity relations
A

.:):: 32u° 82\.1o
o (A - - — - (- - - { ] - 22 Yot

.q.':w. Zh““m + ‘“o) 2 P 7.2 23 (szl axzz) '(cxl x2°°

~atm, ax at
L +2 @ - 6° e} (26)
‘ dz xzl xn27 7 -
‘{-_\.'

N 52 224 ,

> e _.9 _ - - - o - o 27
e 2h[uo 2 o 2 3 (ozl azZ) 3z (czl °z2)g (27
il 3% 3t

s

) Notice that the appropriate stress boundary conditions for the cases of flat

'Fr.‘ interface without a layer; a flat surface with a layer; and a rough surface

A

::n: without a layer can be obtained by setting h = 0, g = 0; g = 0; and h = 0,

¥ ‘\-, respectively.
{
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4, Discussions and Comparisons with Available Experitental Data

Equations {25) and (27) are significant since they constitute the only
ralations that reflecr the influence of the thin laver and surface roughness.
Examination of these aquations indicate that both the laryer and roughness
give rise to dispersive effects in the propagating waves which would not
exist in their absen~n, Furthermore, we see that terms which are multiplied
by g8 and g' constitute induced (due to roughness) interface sources which
propagate as body and surface waves on the media. These waves produce
anomalies which, as will be seen later, propagate at discrete angles (the
scattering directions). Thus, complete characterization of the approximate

influence of interfacial layer and roughness, for a particular situation, can

be obtained by solving the appropriate field equations subject to the

continuity relations (26) and (27). It should be notad, however, that many

v,

i:i of the anomalias attributed to roughness such as the scattering directions

‘:E: and the energy minima in the frequency spectrum of the scattered waves can ke
:%f\ deduced by examining equations (26) and (27j in conjuncticns with existing
‘-\a classical soluticns for smooth surfaces. In what follows we shall concentrate
A:; on these effects while leaving the development of complete solutions to specific
is; problems for subsequent investigzations.

{} The dispersive effects due to the presence of a smooth layer on the propa-
E&;' gation of surface waves along a liquid-soiid interface was compared with experi-
ﬁSﬁ mental data in Ref. 7 . Unfortunately, because of the paucity of experimental
::3 data on the combined influence of a thin, rough-surfaced layer, our following

é discussion will be limited to the influence of roughness where limited

-f: experimental data exist. For our comparisons we choose some representative

i:é; data from the works of Jungman et 5512 and Chuang and Johnson!‘3 Chuang and

::35 Johnson presented both experimental and theoratical diffraction efficlencies for
'ii‘ 2 perlodic rough water/acrylic interface. Longitudinal waves were incident from )
e

o '
In

:
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the water at various angles.  For future refervence their zeroth order mode

cificinneies veraus angle of incidenca is Jlepicted in figure 3. Tn their
investizations thew chnose an acrylic sample with symmecric savtooth profile
haviny a period, A =35 mm, with a height of .52 wm. They performad experi-
ments at the frequeacy 500 kHz , and their calculations assumed a longitudinal
wave spead ln water of 1493 m/s and longitudinal and shear speecds in the
acrylic of 2660 and 1390 m/s, respectively. Jungman et al reported experiments
on the r2flection of normally incident waves from a variety of interfaces.
For our purposes we depict - their daza for the reflection from a stainless
steel-vacuum interface which is shown in figure &4 . The stainless steel
sample had a period of A =« 1500 u,- the height of 500 u and longitudinal and
shear speads of 5790 and 3100 m/s, respectively.

Iun ordar to compare our analysis with these data, we must also utilize

the corresponding reflection coefficients from smooth liquid-solid and solid-

vaceum interfaces. These are readily available in the literature as2
27 -k h? 2wl @ DY DY 1kt -t M
fs TG T il - AT BTy 1kl e S
(28a)
wvhere p = of/os (28b)
and @g? - kh? - ekee? - ki)l/Z(EZ -y
Rsv " 2e? - B4 il @ LDV L (29)
where ; is the propagation wave aumber, kl and kz are the longitudinal and

shear wave numbers for the solid and kf is the wave aumber for the fluid. The
wave number { 1s related to the appropriate wave number k of the medium from
which the wave is incident by

£ =k sin 8 (39)

i
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" where 3, i3 the angl: of incidence and k = kf for the incident wave from the
\:-: £luid 1s raquired by (23) and k = kl for the incident wave from the solid as r
- required by (29). As a reminder, § enters the solutions (23) and (29) {rom the
L
, assumed form of soluticns to the field equations -
" 18x ’
S0 a (s - b (=)ot (31)
n ’L“'Z) i(
.

et i}
s

where 9, stands for any of the stresses or displacements.

To this end setiing h = 0, equations (26) and (27) reduce to

a’"“*

_ - (q® _ ° v _3 0 _ 0 32
)] %zl ~ Ixz2 <axl °xz)g az("le "xzz)" : (32)
e
gt _ ad (a® _ 4° 33
A (91 ozZ) az(czl 9,278 (3%
s Since any periodic function with period A can be expanded in a Fourier series,
A g(x) mav be reprasented by
g
s -
gx) = [ g "™ (34)
n=-w
_ where
ot 4= 2 (35)
‘-‘ A
! ..:
¥ b and A
~ g =+ f2 g (x)e "I gy ' (36)
) no A
o 3
-
\_ 1f we substitute (34) inzo (32) and (33) we get
hY
N 2 i 2 2 1
R ) - o _ 0 Ler¥OX 4 ° - 40 i ux 7
I%zl ~ %xz2 (oxl °x2) _z’ j'Y“gne 2z (ole sz2) _LQ a8 Gn
¥ ) p iyn
4 - e’ (g° - g° X 38
"’ %21 " %22 dz (uzl 022) _z” gne ' (38)
3,
’::' In 1ight of (31), the relations (37) and (38) suggest, that, once the
..‘ admissible wave number £ of the smooth surface is known, the inclusion of the a
5
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(7 ceri:dic couzhress would require efraccive wave numper ia the form
e . . .
1A a = 3+ yn =k sin 61 + yn (39a)
\:_‘\
_.: By urilizing the various relations 5n = k sin ‘?n. k = 2-/i, \ = ¢/f, we ¢can rewrita
F e . .
_-:; (33.4) in the alternate fornms
) 2
Pheft] in 9 —_—
:\: sia 9 = sin 91 + i (390)
o
o . -
e sin 9 = gin 5, + ?—\- (39c)
Al ." n i n
P )
RS
Y sin 9_ = sin 3, + 22 39d
= gin 3, + 2=
& ; n ey i AE (33d)
ot
\:: wher2 k, A, ¢ and f ave the incident, wave-number, wave-length, speed and
e
A frequency respectively. The alternate forms (3%9a-d) are known as the grating

foraula for the propagation of incident body waves on the rough interface. Thus,

there exist as many discrete wave numbers as the number of harmonic components

N

'_':,-;"l, of the surface. Each of these wave numbers give rise to a scattered body wave
:?E (mode). These modes will propagate at the discrete angles en . It is obvious,
:‘:' \ however, that the number of the possible propagating body modes is restricted by
-_‘.._ the econdition lsin 3n| < 1. The results (39) are in full agreement with the
-;:':-: theoretical and experimental predictions reported on figure 6 of Ref. 13.

:.:.::_: The condition |sin 8, ] =1, (en = 90°) defines the cutoff modes which are
I\ scatterad In the fluid along the interface. The cutoff modes seem to creaate

s surface anomalies which propagate with the fluids wave speed regardless of the

'E:Z specific properties of the sollds substrate. With reference to equation (394)

.f:j trajactory of the optimuam conditions for this mode to occur is depicted in the

;“ forn of variations of Bi with Af/n in figure 5. Predictions of this figure agree
:-::: well with the experimental results reported in Refs. 12 and 14. Specificallyv, for
:::5:: the combinations ¢ = 1.49 xlO5 cm/sec, A = .01783 em, n =1 and £ = 6 NHZ used in
‘_;';::: Ref. 14, figure 4 shows that the cutoff mode anomaly occurs at the angle of incidence

23.3° which 1is comparable to the experimental result of 22.5° reported inm ref. 14.

o

Moreover, for ei = 0 under which Jungman et al conducted their experiments, the
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w3are 4 only at \f/a = 1,49 x10° cm/sac.

cutofif aasmalies can vecur accarding to

"

L.

~ Thus, for 2 = 1 and ! = ,02 em, this yields the frequency f = 7..5 MH_ which
. z
| \.:, .
~ saculd e compared wich the value 7.7 M4 at which the first anomalvy occurs for
K z :
e the water-brass interface as depicted in figure 7 of Ref. 12. Similarly, for ‘
-.'.
»

n=1and A = .15 cu one cbtains £ = 1 MHZ which should be compared with the

o experimental valiue of 1.1 MH: where the first anomaly occurs for water-steel .
i; Interfaces as depictad in figure 8 of ref. 12. Notice that these frequencies
?}- are fndependent of the substrates properties. The remainiung anomalies displayed
4
(n‘ on figures 7, 8 and 10 of ref. 12 are excited by the creatiou of interfacial

e sources which propagate as body waves in the media as will be discussed below.

As wvas pointed out earlier the roughness induced interfacial sources can

also excite waves that propagate along che interface. The conditions for these

N

DAAINNTT ) SR

excitations can be deduced f£rom the vanishing of the demoninator of the appropriate
reflection coefficient., This amounts to obtaining the zeros of the surface wave
characteristic equation. Since according to (39a) each harmonic compoﬁents of
the periodic surface has its own wave number En' tle nth component will excite a

surface wave when sr (or c“) coincides with the wave numbers Es (or cs) required
L3

P

N to excite the surface wave on the smooth surface. Here <y and ¢, are the wave
;iJ speeds of the nth component and the surface wave on the smooth surf.ice.
i
-
- Suecfaldzing 4 ro . subsrituting 5 = 2nf/c_ and k = 27f/: in (39a)
~ - n 5] 3 s
we gt the sur€ice wave grating formula
. n
o - c
. — = sin J, + ~—= 40
<. c a )1 AL (40)
-ﬂ S
7
X The value of ¢  can be easily calculated for any smooth surface. In particular,
Py for the two specific cases of water-acrylic (c = 1.493 xlO5 em/sec) and stainless
i: steel-air (¢ = 5.79 xlO5 cm/sec) interfaces they are calculated as 1.045 xlO5 and
ﬁ- 2.99 xlO5 cm/sec, respectively, Accordingly, specializing (40) to these two
»
,jt specific cases we get
D .
U] s a
4 1.43 = sin 3, + 1293 %107 n (41a)
7, 1 AL
-*.
A .
»,
4
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o

.

o . 5
[+ T s et (410)
RN . . .
%ﬂ: for the water-1crvlic and sceel-air cases, respectively. Motice that, as long as
zﬁ: . the laft hand side of the relaticen (40) is larger than uaity, no zero crder (n = 0)
?f\ propasating body wave will be able tc excite surface modes; this is because

" . the condition |sin eii < 1 will be violated. Under these circumstances this means

js that body waves will not exci:» waves alcng smooth interfaces as it happened to be
\2; the case of the two specific examples under consideration. In fact, for liquid-
ﬂ'{ solid interfaces incident body waves from the liquid will not generate surface
X_\ waves in the solid as long as the incident wave speed is higher than the shear

)

':53 wave speed in the solid. Furthermore, for solid-air interfaces body waves

;i incident from the solid will not generate surface waves along its free smooth
. surface., For periodically vough interfaces, on the other hand, incident bod,

‘2? waves can excite surface waves since the conditions (4la,b) can be easily

,%: satisfied for various modes. To this end in figure 6 we depict surface wave

.i; excitation trajectories (for various modes) in the plane consisting of angie

of incidence vs frequency for the water-acrylic. 1In figure 7 we similarly

a2pict the trajectories for the stainless steel-air interface.

The appropriate values of A used in the calculations were given earlier in this
section. Any point on these trajectories correspond to an excited surface wave anomaly
In particular the point located at 56° and .S MHz on the first evanescent mode
(n = 1) of figure 6 agrees with the only existing expérimental and theoretical
oredictions of fig. 7 of Ref. 13, Similarly for Qi = 0, figure 7 predicts the
frequency locations of the two excited surface wave anomalies by the first two

e a1 l?

evanescent modes (n = 1,) as was reported experimentally by Jungman
Finally, the mode conversions observed by Jungman ot al for normal incident
waves on the periodic {nterface can be explained using the present model as

follows: For normal incident waves from a solid onto its free smooth boundary

the refleccion coefficient will be unity. This can also be seen by setting
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€ =N (ar 2quivalantiv Qi = 0) in equstica (). For periodic surfaces, hcowaver,

satting éi = 0 in the relation (3Y9a) vields

a " q,- (52) .
which if replaces £ in (30) yizlds the reflection coefficient for the n".h mode as
2 2,2 2
g2 - k)P - a2k - DY - B2
R = 53 : 2 2.1/2 5 > 3 (43)
Boae? <kt e el - H Y L2
n - LY SeY 1 n Fa

Since for the smooth surface the normal incident reflection coefficient is

uaity, inspectien of (43) suggests thac R“ will change its sign from 1 to -1 when

k
G )
2
Substityting from (44) into (42) and using the relation kz = an/cz, where <, is
the shear wave speed in the solid, one gets
£
Y2 ac,
f = ——l\—- . (45)

For the first evanescent mode (rn = 1), using the steel shear wave speed

c, = 3.10 xlO5 cm and A = .15 (see Ref. 12), Eq. (45) yields the frequency

£ =2.93 HHZ which should be compared with the experimentally preadicted value

of 2.8 MHZ in Ref. 12.

-
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Multiphase backing materials for piezoelectric broadband

transducers

Y. Bar-Cohen,” D. A. Stubbs, and W. C. Hoppe

Systems Research Laboratories. Inc.. 2800 Indian Ripple Road, Dayton, Ohio 45440-3696
(Received 8 June 1983; accepted for publication 29 January 1984)

A multiphase, high-impedance damper to be used as a backing material for broadband
piezoelectric transducers is described. The use of three or more phases, including a high-
impedance alloy matrix, allows dampers to be made reproducibly which have acoustical
impedances in the range of 2045 X 10° g/(cm?:s). A simple mode] based upon the elastic
properties of the constituents is described which was developed to predict the impedance of
multiphase mixtures. This modei was experimentally verified for two- and three-phase mixtures.
Using this model a combination of tungsten, copper, and an indium-lead alloy was chosen as an
optimum transducer backing. A backing made from these constituents was pressed onto a 10-
MHz, PZT-5A blank, and the results of the pulse-echo response are presented.

PACS numbers: 43.88.Ar, 43.85.Bh, 43.88.Fx

INTRODUCTION

The most effective method of generating and receiving
ultrasonic waves is through the use of piezoelectric crystals.
An electrical impulse applied to such crystals excites a rela-
tively long duration acoustic pulse due to the relatively high
Q of the crystals. For NDE applications such as depth reso-
lution and defect characterization, a need exists for acoustic
pulses of very short duration. To reduce the pulse duration, a
backing material having an impedance closely matched to
that of the crystal should be used.! For practical purposes,
i.e., for obtaining a transducer of small size, the backing ma-
terial must have a very high attenuation to eliminate back
reflections. As a common practice, two-phase mixtures con-
sisting of a matrix and a powder filler are used.?~® The matrix
generally has a high absorption coefficient, and the filler in-
duces strong scattering; this combination provides the re-
quired high attenuation. The proper selection of materials
and volume fractions allows matching of the backing materi-
al and crystal impedances.

Tungsten/epoxy is the most widely used backing®* for
commercial transducers due to its potential in providing a
wide range of impedance values z between 3 10° and
100 10° g/(cm?:s) and its sufficiently high attenuation. The
characteristic curve of impedance versus volume fraction
(Fig. 1) shows a very slow increase in impedance for increas-
ing volume fraction of tungsten up to about 0.8, above which
a sharp increase occurs. Matching the impedances of crys-
tals such as PZT and LiNbO,, having a specific acoustic
impedance z, of about 30-35 X 10° g/(cm? ), requires a high-
volume fraction of tungsten which is subject to physical
pecking limits. Moreover, the steep slope in this range makes
reproducibility of backing impedance difficult to obtain.
These problems are largely due to the low impedance of the
epoxy matrix. These obstacles are common to most two-

* Presently with McDonnell Douglas Corp. at Douglas Aircraft Company,
Dept. C1-E29, 38353 Lakewood Bivd., Long Beach, CA 90846.

1620 J. Acoust. 8oc. Am. 78 (5), May 1964

phase combinations which serve as potential backing materi-
als.? In this recent work, the effect of using three phases or
more upon the reduction of the curve steepness is examined.
The use of a high-impedance matrix which eliminates the
need for a high-volume fraction of fillers has also been inves-
tigated and will be discussed.
I. ANALYTICAL ASPECTS

The acoustic impedance of a composite backing materi-
al consisting of a matrix and a micro-size particulate can be
described using analytical expressions which were devel-
oped for mechanical elastic theories.®® This approach is fea-
sible when the particle size is much smaller than the acoustic
wavelength, namely, ka<!, where k = wavenumber and

a = average particle radius. The analytical expressions for
the impedance of a multiphase mixture are being treated in
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FIG. 1. Characteristic curves of impedance [ X 10° g/(cm?4)] versus volume
fraction of tungsten/epoxy. Upper and lower impedance bounds are drawn
as so0lid lines. Experimental data from this research and the reported litera-
ture are plotted [where <+ : present research, *: (Ref. 7), and x: (Ref.6)).
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this paper as an extension of the expression for a mixture
having two phases.

The specific acoustic impedance z of an isotropic homo-
geneous material is defined as

T =pc, (1)

where p = density and ¢ = acoustic bulk velocity which is
expressed as

- £ (1—v) V]
¢ (p (l+v)(l-2v)) : (1a)

where E = Young'’s modulus and v = Poisson’s ratio.

The cffective acoustic impedanc.: of a composite con-
sisting of two different phases is determined by multiplying
the effective density by the effective acoustic velocity. The
effective density obeys the rule of mixtures,

p=Lip+)2pn 2
where f is the volume fraction, p is the density, and the in-
dices 1 and 2 indicate the respective constitutents.

The effective velocity is determined by the effective val-
ues for the elastic modulus £ and Poisson’s ratio, v. No rig-
orous solution which is dependent upon particle size, shape,
distribution, and individual elastic parameters is feasible for
a general particulate composite. Due to this limitation, it is
common practice to determine the upper and lower bounds
for the required elastic properties. The upper bound given in
Eq. (3) has been determined by Paul® who applied the princi-
ple of minimum potential energy to a two-phase composite
mixture.

1 — v 4+ 2n(m — 2v,)
E< 1 VE
1—v, -2 o

l—v,+2m(m-—2v,)E 3
+ 1 —v,— 22 2/ 3)

where

m = vi{l + val1 — 2v)) LE, + vyl + vl — Zvly',E,.
(T + v Nl — 2V} /\E, + (1 + vl — 2v\)LE,

{3a)

In the special case where v, = v, = m, the upper bound
on the elastic modulus [see Eq. (3)] follows the rule of mix-
tures. The lower bound, which was determined by Paul us-
ing the principle of Jeast work, is given by

E>(/\/E, + f,/E;) . @
The bounds for Poisson’s ratio are determined by the bounds
on the elastic and shear moduli. The bounds for the shear
modulus z of the composite were derived by Paul using the
methods stated above. These methods yield expressions for
the effective 4 which have the same form as those for the
effective E. The expression for Poisson’s ratio is determined
using the bounding values of E and 4, as follows:

v=E/2u—1 (5

The upper and lower bounds for the acoustic impedance of a
tungsten/epoxy composite are shown as the solid lines in
Fig. 1. A collection of data from the literature and this re-
search is also plotted. The data follow closely the lower
bound of the impedance curve up to 0.6 volume fraction of

1690 J. Acoust. Soc. Am., Vol. 78, No. 5, May 1984

tungsten. Above this volume fraction, the data seem to be
somewhat above the lower bound; however, the lower bound
gives a more accurate prediction than the upper bound.

The simplicity of using the lower bound for z combined
with the fact that it approximately fits the existing data sug-
gest its use as a simple model to predict the impedance of
other particulate composites. A further test of this model
was made using stainless steel 3031 powder with a particle
size less than 150 #m and a matrix of methylmethacrylate.
The data and model predictions are shown in Fig. 2. The
deviation of the model and data above 0.7 volume fraction of
stainless steel is due to packing limitations causing porosity.
This porosity is not accounted for in the predetermined vol-
ume fractions.

In order to obtain composite backings with impedances
matching PZT or LiNbO, using the lower-bound model, it is
necessary to have a tungsten/epoxy mixture with a volume
fraction of tungsten > 0.75. Since the maximum theoretical
packing density of single-size spherical particles is 0.74, it is
necessary to use different size particles to obtain the desired
volume fraction. Further, because of the high slope of the
impedance curve in this range, reproducibility of impedance
becomes a problem. This also makes fine adjustments of the
impedance difficult.

In an attempt to eliminate the problems due to the steep
slope and high-volume-fraction filler, the authors used the
model to evaluate the impedance of various mixtures. These
problems were partially overcome using a high-impedance
matrix. However, evaluation of two-phase theoretical results
using practical types of fillers showed that the use of a high-
impedance matrix was not sufficient. A study of the use of
more than one type of filler showed a significant reduction in
the slope of the characteristic impedance curves. Moreover,
it provided a greater degree of freedom in the design of prop-
er matching and attenuation for backing material.

A generalization of Egs. (1), (2), (4), and (5), which are
expressions for two-phase mixtures, has been made for mul-

[~ 1 N 85 993
@ .1 .2 .3 .4 .5 . .7 .8 .9 1.@

Volume Fraction

FIG. 2. Theoretical lower-bound impedance curve and experimental data
plotted for a two-phase mixture of stainiess steel 303L and MMA [imped-
ance units are X 10° g/fcm’4)).
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tiphase mixtures as shown in Eq. (6). The resulting expres-
sion for the impedance is given in Eq. (7).

~ ) ! /) Y,
= LA . = = . e 00 6
E (sz| E,) A (‘;ﬂ F:) P '>:“fp ©
where
__g_wE/g” 172
”E”((E/zm(s- E/p)) ' 7

and N = the number of constituents. The applicability of
this modified expression for multiphase mixtures has been
tested experimentally.

ll. EXPERIMENTAL

Test samples consisting of various types of fillers were
made to evaluate the model for three-phase composites. For
each sample powders with particle sizes of less than 150 um
were mixed in a V-shaped rotary mixer and then poured into
a 1.905-cm-i.d. mold. The powder mixture was heated to
120 °C under a pressure of 2.76 X 107 Pa (4 kpsi) and under
vacuum to allow outgassing of the air from the mixture. At
120 °C the pressure was increased to 2.76 X 10" Pa (40 kpsi),
and the mixture was then heated to 165 °C. The mold was air
cooled under pressure, and the composite could be easily
ejected. All samples obtained using this technique were test-
ed visually and found to be a cohesive solid with evenly dis-
tabuted consitutuents.

The impedance of each sample was determined by mea-
suring its density and longitudinal sound velocity. The ex-
perimental setup consisted of a Panametrics 5052 PR pulse/
receiver, a water tank, and a 2.25-MHz broadband trans-
ducer. The measurements of the sound velocity were con-
ducted in a pulse—echo mode and the measurement of at-
tenuation in a through-transmission mode. The time
difference between the echoes from the front and back sur-
faces was measured using a Tektronix oscilloscope and a
model 7D11 digital delay. The resultant velocity measure-
ments had a typical relative error of 5%.
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FIG. 3. Theoretical curves [see Eq. (6)] and corresponding experimental
data for three-phase mixtures of Al/InPb 50-50 solder/MMA. The three
sohd lines represent 0.1, 0.3, and 0.7 volume fractions of the matrix MMA,
and the x axis represents the volume fraction of InPb. For slope compari-
san, the two-phase impedance curve is plotted in dashed lines.
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FIG. 4. Theoretical curves for a three-phase mixture of tungsten, copper,
and InPb 50-50 solder. Solid horizontal lines represent selected volume
fractions of the matrix InPb. Dashed curve shows impedance of two-phase
mixture of W/InPb. Set of vertical solid lines shows range of tungsten that
can be used to obtain impedances between 30 and 35 X 10° g/{cm?s) for two-
phase mixture of W/InPb. Set of vertical dashed lines shows applicable
range of tungsten using threc-phase mixture with 0.4 volume fraction of
InPb matrix.

lil. RESULTS AND DISCUSSION

Given the theoretical analysis, various combinations of
matrix and fillers have been evaluated using a computer pro-
gram based on Eq. (6). To select candidate materials for mul-
tiphase mixtures, the authors used Sec. IV—acoustic veloc-
ity data of Ref. 10 as a guide. To obtain characteristic curves
enabling the prediction of the impedance of mixtures, fam-
ilies of curves were drawn with continuous changes of the
volume fraction of the two phases, while the third (or higher
number) constituents were varied in a discrete fashion. Each
curve should be interpreted individually, where the volume
fraction (f;) of one phase is constant and its value is marked
to the right of the curve, as can be seen in Figs. 3 and 4, for
example. Th- effect of varying f,, i.e,, (1 — f; — f;}) on the
characteristic impedance can be read along the abscissa up to
the maximum volume fraction of (1 — f£;).

TABLE L. Reproducibility of impedance of a three-phase mixture (0.70
MMA, and varying volume fractions of Al and InPb).

Coeflicient
Yolume fraction Z.pto Z,+o of variation
of InPb [ %10’ g/[cm?s)] [X 10° g/fcm?*8)) l0/2,,)

345 +0.15
0.00 3.60 + 0.16
3.65+0.16

3824014
0.10 402 £0.15
42740.17

3.59 4+ 0.10
0.20 454+ 018
4.64 1 0.16

483 +0.15
0.30 493 +0.15
5.28 +0.18

3.574+0.13 0.04

4.04 +0.27 0.07

4.26 + 0.76 0.18

5.01 +0.31 0.06
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FIG. 5. (a) Pulse-echo response of a PZT-
SA 10-MHz piezoelectric crystal backed
with three-phase mixture of W/Cu/InPb.
Time base scale is 500 ns/div; vertical scale
is 200 mV/div. (b} Frequency response of -
transducer in {a). Vertical scale in amplitude
3 in arbitrary units; x axis represents frequen-
- ¢y in megahertz.
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To verify the theory, a three-phase combination has  occur.* A low melting point solder alloy InPb 50-50 was
been made consisting of methylmethacrylate (MMA) as a  found to meet the requirements for a suitable matrix. This
matrix (melting point of about 149 °C) and two fillers—sol-  alloy has a z equal to 20X 10° g/(cm?s), a melting point of
der alloy InPb 50-50 particles (less than 44 um in diam)and  about 190 °C, and is available in particulate form of less than
aluminum particles (less than 44 um in diam). Experimental 44 um in diam. The dashed line in Fig. 4 is a graph of imped-
results for 0.1, 0.3, and 0.7 volume fractions of MMA showa  ance versus volume fraction for a mixture of tungsten and
reasonable agreement with theoretical predictions, as canbe  this solder. As expected, there is a considerable increase in
seen in Fig. 3. The set of three curves in Fig. 3 demonstrates  the overall impedance compared to tungsten/epoxy (see Fig.
the much lower slope of the data, as compared to the two- 1),

o 3
l'f.v'
Y

s *,

o o e
L} e & »
N . "'. " ...-‘

LNy N,

S v phase case of MMA/InPb 50-50 (dashed line). To determine Copper, which has an intermediate impedance of
L J the reproducibility, three samples of each volume fraction of 42X 10° g/(cm?s), was chosen as the third constituent and
,.‘_:. solder, consisting of 0.7 MMA, were prepared. The test re-  produced the set of solid lines shown in Fig. 4. Each curve
: ‘:-.' sults are compared in Table I and show a 8.8% average coef-  has a lower slope than the corresponding two-phase curve in
.-:: ficient of variation. the given impedance range. For any volume fraction of ma-
~ Once the feasibility of reducing the steepness of the  trix, the addition of the third phase lowers the impedance

curve was demonstrated, efforts were dedicated to obtaining  slightly, but the ability to “fine tune” the impedance is great-

, a high-impedance mixture in the range 30 X 10°<z<35X 10°  ly enhanced. When using a tungsten/solder mixture, the de-
Y g/(cm?.s). A study of the acoustic properties of various poly-  sired impedance range of 30X 10°<2<35 X 10° g/(cm?s) is
mers' revealed that none had an impedance greater than  covered by varying the volume fraction of tungsten in the
3.75 % 10° g/(cm’ss). Although metals such as Sn, Pb, or Cu  range 0.42-0.55. However, for the three-phase mixtare us-
might be used as a matrix, pac: ‘ng and cohcsion problems  ing, for example, a solder matrix volume fraction of 0.4, this
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impedance range 18 covered by varying the volume fraction
of tungsten from 0.19-0.49 which is more than twice the
range of that of the two-phase mixture.

The attenuation values of the mixtures consisting of W/
Cu/InPb 50-50, having an impedance in the range
30 10°<z< 35X 10° g/(cm*-s), were in the range of 10-20
dB/cm, compared to the value of 25 dB/cm which can be
obtained with epoxy/tungsten. However, it is probable that
the attenuation could be increased by adding an attenuative
filler such as rubber particles. A backing consisting of tung-
sten/copper/solder, having a predicted impedance of
32 10* g/(cm?s) and experimental value of 32.4 X 10° g/
{cm®:s) has been fabricated. This backing has been formed
directly on a PZT-SA 10-MHz crystal, recommended for
fundamental operation, by pressing it in the die in a single-
stage process to produce a transducer. In cases of defects in
the damper, such as porosity or cracking, repair can be made
simply by reheating and recompressing the crystal-backing
combination. As an added benefit, the electrical conductiv-
ity of the backing has eliminated the common difficulty of

. accessing the back electrode. Testing this transducer in a

pulse-echo mode demonstrated the potential of the multi-
phase backing technique, as shown in Fig. 5(a), where the
very short duration signal obtained is displayed. The fre-
quency response of the transducer is given in Fig. 5(b), where
1ts broad bandwidth is demonstrated (Q = f/Af = 1.09).

IV. CONCLUSIONS

The use of a three-phase mixture as a backing material
for ultrasonic transducers effectively broadens the trans-
ducer bandwidth with high reproducibility. Analytical re-
sults were obtained using an effective lower-bound elastic
modulus and were verified experimentally for a mixture of
Al/1aPb 50-50/MMA. It was shown that mixtures consist-
ing of two fillers and a high-impedance matrix allow the
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elimination of the major problems encountered with two-
phase mixtures, specifically low reproducibility and low im-
pedance. A backing material consisting of a mixture of W/
InPb 50-50/Cu formed directly onto a PZT-5A, 10-MHz
crystal produced a broadband signal with a significantly low
Q.
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